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— Full KERN & SAUTER Product Range
— Convenient 24/7 Ordering

— Selection of more than 5,000 Items

across Weighing and Measuring

Technology, Optical Instruments as
well as Accessories and Services
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— Extensive Information and useful

Download Options

— Technical Product Data Sheets

— Operating Instructions

— Descriptive Image and Video Material

Your specialist for measurement
technology.

Products & Services

Member

— Useful KERN Services
— Technical Glossary
— KERN Dealer Portal

— Practical Filter and Search Functions
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Follow us on our social media
channels too

Printed in Germany by SAUTER GmbH
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MEASURING TECHNOLOGY & TEST SERVICE

Industry — Laboratory — Quality Assurance

PROFESSIONAL MEASURING

Convenient ordering or just to be inspired.
You will find a huge selection of products
and services in our online shop, 24/7.

ADVICE FROM THE EXPERTS
|

Our SAUTER experts will offer you indi-
vidual advice in a range of languages
and will be pleased to assist you:

Mon - Fri from 8.00 am to 5.00 pm

100 % PRODUCT AVAILABILITY
AND DISPATCH SERVICE

|
With SAUTER you can be sure that you will
have immediate access to the products
you need - provided that they are in

stock. Our 24-hour dispatch service will
send your products immediately. Ordered
today, on their way tomorrow!

WARRANTY
|

We offer you as the customer up to

3 years warranty on all products in our
entire range, as an option the warranty
can be extended for a small fee. Because
our products deliver on their promises!

CUSTOMER SERVICE
|

Our customer service is personally avail-
able by telephone, e-mail or video call. We

Experience counts: We are professionals
when it comes to precision: A heavyweight
in terms of weighing and measuring
technology and this has been the case

for 180 years - for the benefit of our
customers. Put us to the test!

ACCREDITATIONS/
CERTIFICATION

|

- DAKkS accreditation
DIN EN ISO/IEC 17025

- Certified QM system DIN EN ISO 9001

- Conformity assessment in accordance
with NAWID 2014/31/EU

- Medical certifications DIN EN ISO 13485
and 93/42/EEC or VO (EU) 2017/745

DAKKS CALIBRATIONS
|

In the modern, accredited KERN cali-
bration laboratory, we perform DAkkS
calibrations for balances, test weights
as well as for numerous other measuring
devices.

In addition we can offer calibrations on
your premises. Of course, all services
are in accordance with international
standards.

VERIFICATION SERVICE
|

Our professional verification service
offers conformity assessments and

We are the right partner for special
customer requirements. SAUTER offers
numerous modular system solutions
for your very individual requirements.
Please contact us!

SERVICE PORTAL
|

You can find aftersales support in our
online service portal: Technical Support,
help with questions or problems, etc.
www.kern-sohn.com/shop/en/
Serviceportal/

SPARE PARTS AND
REPAIR SERVICE

In spite of reliable SAUTER quality: If you
should ever need to make a complaint
about our products, we will help you
quickly, flexibly and in an unbureaucratic
manner.

NO STORAGE COSTS
|

You have no storage costs - we maintain
the storage. Direct dispatch of ordered
goods to your customer is available,
invoice will be issued to you (third party
business).

STILL GOT QUESTIONS?

You can find all SAUTER Service Hotlines
on the inside flap

MOVE
Accu

Lt |

(Y

1 DAY

>
(2]
]
=
©
=
>3
(2]
c
5]
(&}
C
Q
E
o
S
(2]
S5
(&)
o
w
=
=)
<
1%}
>

V¥ SAUTER Models A-Z ¥

¥ SAUTER Pictograms ¥




SAUTER Pictograms

F Adjusting program (CAL) e; Bluetooth* data interface 72"l Measuring units Conformity assessment
For quick setting of the = To transfer data from L‘N-I/T Weighing units can be M Models with type approval
instrument’s accuracy. the balance/measuring switched to e.g. non-metric. for construction of verifiable
External adjusting weight instrument to a printer, Please refer to website for systems
required PC or other peripherals more details
¥ Calibration block —~J WIFI data interface %3 Measuring with pakks DAKKS calibration
Standard for adjusting or " : To transfer data from SR tolerance range possible
correcting the measuring the balance/measuring L (jimit-setting function) The time required for
device instrument to a printer, Upper and lower limiting DAKKS calibration is shown
PC or other peripherals can be programmed in days in the pictogram
ou Peak hold function !ndlwdually. The process
';‘éAK Capturing a peak value }(((u, Data interface infrared is supported by an audible |SO Factory calibration (1SO)
within a measuring process e 0 transfer data from the or visual signal, see the The time required for factory
measuring instrument relevant model calibration is specified in
78 Scan mode to a printer, PC or other the pictogram
Continuous capture and peripheral devices YV Protection against dust
display of measurements B and water splashes IPxx Package shipment
=W Control outputs TL‘e type ?{1 prqtictlon IS - ﬁ The time required for
Push and Pull gren  (optocoupler, digital 1/0) SDIIC\JI\AIIE?\IIrgOSZg;(S()g(;i%C : internal shipping prepara-
nem The measuring device To connect relays, signal IEC 60529'1959 ) tions is shown in days in
can capture tension and lamps, valves, etc. TA1:19994A2:2013 the pictogram
compression forces
Analogue inter_face ZERO Pallet shipment
Length measurement ANALDG To connect a suitable >0+« Tt The time required for
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Captures the geometric
dimensions of a test object
or the movement during a
test process

Focus function

Increases the measuring
accuracy of a device within
a defined measuring range
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Internal memory
To save measurements in
the device memory

=
&
2
2
2

Data interface RS-232
Bidirectional, for connec-
tion of printer and PC

%Dﬁ Profibus

For transmitting data,
e.g. between scales,
measuring cells, controllers
and peripheral devices over
long distances. Suitable
for safe, fast, fault-tolerant
data transmission. Less
susceptible to magnetic
interference

Profinet
Enables efficient data

PROFINET|
exchange between de-
centralised peripheral
devices (balances, measu-
ring cells, measuring instru-
ments etc.) and a control
unit (controller). Especially
advantageous when exch-
anging complex measured
values, device, diagnostic
and process information.
Savings potential through
shorter commissioning
times and device inte-
gration possible
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2 Data interface USB

To connect the measuring
instrument to a printer, PC
or other peripheral devices

peripheral device for
analogue processing
of the measurements

Analogue output

For output of an electrical
signal depending on the
load (e.g. voltage 0 V- 10 V
or current 4 mA-20 mA)

Statistics

Using the saved values,
the device calculates
statistical data, such as
average value, standard
deviation etc.

PC Software

To transfer the measure-
ment data from the device
toa PC

Printer

A printer can be connected
to the device to print out
the measurement data
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Network interface

For connecting the scale/
measuring instrument to an
Ethernet network

PROTOCOL

KERN Communication
Protocol (KCP)

It is a standardized
interface command set for
KERN balances and other
instruments, which allows
retrieving and controlling
all relevant parameters and
functions of the device.
KERN devices featuring KCP
are thus easily integrated
with computers, industrial
controllers and other digital
systems

PRINTER

GLP/ISO record keeping
of measurement data

with date, time and serial
number. Only with SAUTER
printers

ZERO

Resets the display to “0”

BATT

i B

Battery operation
Ready for battery opera-
tion. The battery type is
specified for each device

ACCU

Rechargeable
battery pack
Rechargeable set

3 @

Plug-in power supply
230V/50Hz in standard

LM\ ersion for EU. On request
GB, AUS or US version
available

_& Integratec! power

230V supply unit ;
Integrated, 230V /50Hz in
EU. More standards e.g.
GB, AUS or US on request
Motorised drive
The mechanical movement

m
m
m
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is carried out by a electric
motor

e

Motorised drive

The mechanical movement
is carried out by a synchro-
nous motor (stepper)

2

FAST-MOVE

Fast-Move

The total length of travel
can be covered by a single
lever movement

*The Bluetooth® word mark and logos are registered trademarks owned by Bluetooth SIG, Inc. and any use of such marks by KERN & SOHN GmbH is under
license. Other trademarks and trade names are those of their respective owners.

internal shipping prepara-
tions is shown in days in
the pictogram

SAUTER Models A-Z

281/285 9
283 10
287/289 8
AE 500 VK]
AFH FAST 45
AFH FD/AFH LD 46
AF1 2.0 47
CB 104
cD 102
CE HSx 96
CEWT 97
cJ 108
CK 102
co 107
CP 100-101
CR 103
cT 105
CS 106-107
CcW 112 -114
DA 51
DB 52
DC Y1-DC Y2 99
FA 11
FC 13
FC 1K-BT 23
FG 22
FH-M 15
FH-S 14
FK 12
FL-M 17
FL-S 16
FS 18-19
FS Set & 20-21
HB 72
HD 73
HE & 70
HK-D/-DB 76
HMM/-NP 77
HMO )
HN-D 78
HO 82-83
JCS & 92-93
JCT & 58
JIT 90
LB 49
S71 28-29
SD-M 38
o) 85
SP 86
Su 87
SW 88-89
B 54
TB-US 62
TC 55
TD-US 63
TE 56
TF/TG 57
THM-N 30
T 74
TI-HE & 71
TN-EE 66
TN-GOLD 64
TN-US 67
TO-EE 68
TU-US 67
TVL/-E/-O/XLS 26
TVL-XS 25
TVM-N/-NL/-LB 34-35
TVO 31
TVO-S/-LD 32-33
TVP/-L 27
IWAYAD) 36-37
YKV 95

SAUTER Customer Consultants

With questions about our products and services, we will be happy to advise you:

Product Specialist Measuring Technology

Irmgard Russo
Tel. +49 7433 9933-208
info.sauter@kern-sohn.com

Product Specialist Measuring Technology

Helga Biselli
Tel. +49 7433 9933-188
info.sauter@kern-sohn.com

Product Specialist Measuring Technology

Ralf Gutbrod
Tel. +49 7433 9933-306
info.sauter@kern-sohn.com

Product Specialist Measuring Technology

Andreas Vossler
Tel. +49 7433 9933-243
info.sauter@kern-sohn.com

FR, Maghreb, GB, IE, IS, BE, LU

Maren Mowert

Tel. +49 7433 9933-132

Mobil +49 151 46143240
maren.moewert@kern-sohn.com

SAUTER Hotlines

Technical questions about our products?

DK, SE, FI, NO, PL, LV, LT, EE

Mark Hauder

Tel. +49 7433 9933-310
Mobil +49 160 3378426
mark.hauder@kern-sohn.com

GR, CY, BG, HU, RO, SK, CZ, AL,
Ex-Yugoslavia, CIS

Ariana Sevcenco

Tel. +49 7433 9933-203
Mobil +49 151 72434692
ariana.sevcenco@kern-sohn.com

North America, Africa, Asia, Middle East,
Oceania, TR

Corinna Matthes

Tel. +49 7433 9933-215
Mobil +49 151 44568364
corinna.matthes@kern-sohn.com

Germany (PC 4, 7), NL

Taras Mikitisin

Tel. +49 7433 9933-143
Mobil +49 171 5590115
mikitisin@kern-sohn.com

You will find assistance here quickly: +49 7433 9933- ...

Service Hotline

-199

for general technical questions about your SAUTER product

SAUTER Measuring Instruments

—555

for all technical questions concerning our SAUTER measuring instruments,

test benches, force measuring accessories (clamps etc.), SAUTER software

Industrial Scales

—333

for all technical questions concerning our basic scales (laboratory & industry),

pocket balances, school balances, bench scales, price-computing scales,

platform scales, counting scales, counting systems, floor scales, pallet truck

scales, crane scales, veterinary scales

System Solutions Industry 4.0

—200

for all technical questions concerning the interlocking of the latest information

and communication technology with our scales, load cells and measuring devices

as well as questions about KERN software

Retailer Information

SALES CONDITIONS

SERVICE

MARKETING SUPPORT

All prices are valid as of January 1st 2024,

Subject to change without notice. Current prices at
www.kern-sohn.com. In Europe, all prices do not
include the applicable V.A.T.

Delivery Conditions

We supply ex works Balingen, e.g. the transport
costs are invoiced. With our contract logistics
partners we always offer you shipping at a good
rate. When shipping to islands or other more dis-
tant areas, or areas which are difficult to access,
the transport costs may possibly be higher, please
ask for details. Any goods supplied remain KERN’s
property until complete payment for the goods sold
has been received.

o‘a Delivery is usually via courier service.
DAYS

[9)
[\SJ please ask for prices.n.

When you see this symbol by truck,

3]

O m—

Extract from general terms and conditions
Court of jurisdiction/Legal domicile:

72336 Balingen, Germany;

Commercial register N°: HRB 400865, AG Stuttgart;
Managing director: Albert Sauter

For the full Terms and Conditions, please refer to
the website.
https://www.kern-sohn.com/shop/en/
IMPRESSUM/AGB2/

All dimensions are approximate. Technical changes
in the course of further development, printing
faults, price changes and product changes are likely
in individual cases, due to product modifications as
well as error.

Sale or return

within 14 days of purchase. Not valid for order-spe-
cific adaptations such as special productions, cable
extensions, special weights, etc. or test services
such as calibration, verification, etc.

Depending on the time and effort involved, there
may be processing and storage costs, please ask
for details.

Warranty

— 3 years for products with list price =€ 500.00

— 2 years for components as well as products
with list price <€ 500.00

Does not apply to consumables such as batteries,

rechargeable battery packs, etc.

KERN DirectCash

The quick, secure COD procedure for protection
against non-payment. With the KERN DirectCash
COD system, you can safely deliver orders to end
customers with unknown credit rating, with no risk
of non-payment. Please request further details on
this procedure.

Hire Purchase

Financing is available using KERN hire purchase -
easy and convenient. Hire Purchase gives you the
option of purchasing any product from our range
against a simple monthly installment. The product
value is financed over the period of the agreement.
On payment of the last installment, the ownership
of the contract item automatically transfers from
the contractor to the contractee. The Hire Purchase
Agreement can - if you so choose - be set for a
period of between one and five years. This package
includes the transfer of items as well as the guaran-
tee for the entire transfer period.

Compared with buying the product, KERN hire
purchase offers the advantage that the initial fi-
nancial investment is largely unnecessary. This is
particularly relevant when purchasing a number of
products, for example when refitting a laboratory, a
company department or a hospital ward. In addition
the monthly installments constitute a direct cost
and the item does not have to be capitalised by the
purchaser.

AFTER-SALES-SERVICE

Repair service

Within 1 week at our plant in Balingen, transpor-
tation costs are additional. In urgent cases, if re-
quested by customer, a replacement device will be
provided until all repairs are completed; please ask.

Price reduction for a new device

If repair costs exceed the current value of the
defective device, a new device will be offered for a
discount price. This offer is valid only up to 2 years
after warranty expiration.

Spare parts service
Usually within 48 hours, transportation costs are
additional.

KERN catalogues, brochures, branch prospec-
tuses - your own personalised marketing tools
This catalogue and branch prospectuses are
available free of charge. A neutral version of the
catalogue, without the KERN address imprint, is
also available free of charge for your marketing
activities, larger quantities on request.

On demand, your company logo and address can be
printed on the back of the KERN catalogue free of
charge, larger quantities on request. In this way you
have got your own individual marketing tool. The
KERN catalogue and branch prospectuses are avail-
able in the following languages: DE, EN, FR, IT, ES.

DAKKS CALIBRATION CERTIFICATE

Upon request, you will receive a DAkkS calibration
certificate (Deutsche Akkreditierungsstelle GmbH -
German accreditation point), which documents the
precision of your SAUTER measuring instrument

in detail and also serves as your proof that you
monitor your checking equipment in a Quality
Management System to ISO 9001.

ACCESSORIES

Further extensive accessories for all our models
can also be found in the KERN online shop
www.kern-sohn.com
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Force Measurement
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Length Measurement
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Display Devices

1

94—-97
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13

109-114

Calibration Service
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Load Cells
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EIGHT GENERATIONS - WHAT A PASSION

Our history as the oldest German precision balance manufacturer started over
250 years ago. In 1769 in the tranquil setting of Onstmettingen in the Swabian
mountains, the village blacksmith, Johann Jakob Sauter I, forged an automatic
balance. This had been developed by the pastor and inventor Philipp Matthdus
Hahn, with whom he worked. Sauter divided up the scale and aligned the Hahn
balance to the correct weight. Every balance was a one-off and adapted to suit
the customers’ requirements. Johann Jakob Sauter | was the family’s first balance

manufacturer.

He had no idea that the Sauter family would still be producing and selling
balances over 250 years later, albeit from 1844 under the company name of
KERN & SOHN.

Tradition, innovation and precision

Competence and handcrafted quality characterise the work of the Sauter family
and this has carried the company through the toughest of times. The fate of the
company hung by a thread through great misfortune on more than one occasion.
Several times, an untimely death in the Sauter family shook the succession of
the company. For one generation, the namesake of our company, Gottlieb Kern
stepped in. This is how the KERN brand was created in 1844, and his successor

Councillor of Commerce Albert Sauter was either unable or unwilling to change it.

In spite of all the highs and lows, KERN balance manufacturing has maintained a
stable course - for over 250 years. This has only been and remains possible due
to constant regeneration and further development. A path for which we are

extremely grateful, because it was not a given.



Throughout the world we could only find one other family which had

been continuously involved with balance manufacture like KERN.

According to our research, there is also no other workshop or company
that has been manufacturing precision balances continuously for
200 years. This means that KERN is not only the oldest German

precision balance manufacturer, but probably also the oldest in the world.

Our story continues to move forward! On page 60 read more about today’s

generation of KERN and look to the future with us on page 110.

(&

YEARS

since 1844
KERN & SOHN




NEW IN - 2024

Versatile, flexible and incredibly practical: our new arrivals from SAUTER will inspire you, not only through their proven quality!

GREAT MOTORISATION!

Test benches with an integrated length measurement system
for force and displacement measurement offer the most varied
mounting options for different force-measuring devices

+ — MOTORISED VERTICAL TEST BENCHES
FS-2-1KSP1 SAUTER TVM- LB - TVO- LD - TVS- LD
For details, see Force Measurement
+

FS-2-25KRQ1

a ‘ FS-2-5KRY1
FS-2-2KOY1

FS-2-1KOY2

A CONVENIENT SET!
Premium force-measuring device and load cell for measuring tensile
and compressive force in the most varied areas of application

TVM-LB

— FORCE-MEASURING DEVICES - SAUTER FS SETS
For details, see Force Measurement

SO VERY HANDY!
Hardness tester for measuring the
hardness of plastics

— DIGITAL SHORE HARDNESS
TESTING DEVICE SAUTER HE
For details, see Hardness Testing
of Plastics A test bench for two hardness scales -

Measure surface temperature simply
and accurately: ideal for environmental
technology, industrial and maintenance

simply go from Shore A to Shore B can be EERL O

- TEMPERATURE METER
SAUTER JIT
For details, see Occupational Safety,

converted using an additional weight

— MANUAL SHORE-TEST BENCH
SAUTER TI-HED
For details, see Hardness Testing

Environment

of Plastics

Precisely determine the colour spectra and wave

lengths of textiles, printed material, plastic and more
With rotating display, Bluetooth App and
many practical functions

— DIGITAL MEASURING DEVICE FOR
LAYER THICKNESS SAUTER JCT
For details, see Coating Thickness

— COLOUR SPECTROMETER
SAUTER JCS
For details, see Measuring Colour

Measurement

6




Andreas Vossler

Product Specialist Force Measurement

Tel. +49 7433 9933-243
info@sauter.eu

FORCE MEASUREMENT

Quick-Finder

Readout Measuring ~ Model Price Page Readout Measuring  Model Price Page
range excl. VAT, range excl. VAT,

] [Max] ex works [d] [Max] ex works

\ N SAUTER € N \ SAUTER €

0,001 2 FH 2 590, 0,2 500 FK 500 275,- 12

0,001 5 FH5 590,- 0,2 500 FL 500 570, 16

0,002 5 FL5 570,- 0,2 500 FL 500G 690, 22

0,004 20 FS 2-20 1070,- 1000 FS 2-1KOY2 1390,

0,004 20 FS 4-20 1180,- 1000 'S 2-1KSP1 130

0,005 10 FH 10 590, 2000 FS 2-2KOY 1 1260,-

0,005 10 FK 10 275,- 0,5 100 FA 100 230,- 11

0,005 10 FL 10 570,- 0,5 1000 FH 1K 1000, 15

0,01 10 FC 10 415,- 0,5 1000 FK 1K 275,- 12

0,01 20 FH 20 590,- 0,5 1000 FL 1K 650, 16

0,01 25 FK 25 275,- 0,5 1000 FL 1KG 810,- 22

0,01 25 FL 20 570, 2500 FS 2-2KSP1 1300,-

0,01 50 FC 50 415,- 0,25 50 FA 50 230,- 11

0,01 50 FH 50 590, 1 200 FA 200 230,- 11

0,01 50 FS 2-50 1070,- 1 1000 FC 1K 415,- 13

0,01 50 FS 4-50 1180,- 1 1000 FC 1K-BT 1320, 28]

0,01 50 SD 50N 100 2520,- 1 2000 FH 2K 1000,- 18

0,02 50 FK 50 275,- 1 2500 FL 2K 690, 17

0,02 50 FL 50 570, 1 5000 FH 5K 1270,- 15

0,02 100 FS 2-100 1070,-

0,02 100 FS 2-1000Y2 1320,

0,02 100 FS 4-100 1180, 1 5000 FS 2-5KSP1 1320,- 20

0,02 100 SD 100N 100 2520,- 2 300 FA 300 230,- 11

0,04 200 FS 2-200 1070,- 18 2 5000 FL 5K 1070,- 17

0,04 200 FS 4-200 1180, 18 2 10000 FS 2-10KRY 1 1380,-

0,05 10 FA 10 230,- 11 2 10000 FS 2-10KSP1 1350,

0,05 100 FH 100 590,- 14 2,5 500 FA 500 230,- 11

0,05 100 FK 100 275, 12 2,5 500 FA 500G 355,- 22

0,05 100 FL 100 570, 16 4 20000 FS 2-20KOY 1 1350,-

0,05 100 TVL 100FHS71 1480,- 29

0,05 200 SD 200N 100 2330, 38 & 10000 FH 10K 1500,- 15

0,1 20 FA 20 230,- 11 5 10000 FL 10K 1250, 17

0,1 100 FC 100 415,- 13 5 25000 FS 2-25KRQ.1 1410,-

0,1 200 FH 200 590,- 14 10 20000 FH 20K 1500, 15

0,1 250 FK 250 275, 12 10 20000 FL 20K 1290, 17

0,1 250 FL 200 570,- 16 10 50000 FH 50K 1750,- 15

0,1 500 FC 500 415,- 13

0,1 500 FH 500 590,- 14 10 50000 FS 2-50KRY 1 1390, 20

0,1 500 FH 500871 710,- 28 10 50000 FS 2-50KSP1 1390,- 20

0,1 500 FS 2-500 1070,- 18

0,1 500 FS 2-5000Y 1 1250,-

0,1 500 FS 2-5000Y2 1320,- 20 100000 FS 2-100KSP1 1660,- 20

0,1 500 FS 4-500 1180,- 18 40 200000 FS 2-200KRY'1 1560,- 20

0,1 500 FS 500G 1160,- 22 50 100000 FH 100K 1970, 15

0,1 500 SD 500N 100 2520,- 38 B News 2024

0,1 500 TVL 500FHS71 1380, 28

Suitable test stands for your SAUTER force measuring device can be found
from page 25 onwards

Note: You will find a wide range of further spring balances with gram division
at www.sauter.eu



Spring Balances SAUTER 287 - 289

SAUTER 289

T  SAUTER 287
A

Mechanical weight and force measurement with quality

spring for long service life

Features

- The very best price/performance ratio thanks to
the transparent plastic housing, ideal for schools
and educational institutions

the results in Newtons instead of in grammes,
specifically for measuring tensile forces

Double scale: For fast or precise recording of
the measurement result

High precision: Backlash-free spring bearing
with integrated tare screw for highly-precise
adjustment

Non-fatigue stainless steel spring

Abrasion-resistant, colour precision scale
with high resolution

STANDARD OPTION

Newton scale: The SAUTER 289 range can display

- Thanks to the rotating inner tube, the scale is

always easy to read

- The bracket which is delivered as standard can

easily be swapped for another suspension device,
so that the system can be individually adapted to
the items being weighed

f
1.

- Lmax -

Lmin

Technical data

- Measuring precision: + 0,3% of [Max]
- Tare range: 20 % of [Max]

Accessories

-l Bracket for spring balances of

10 - 1000 g / 0,1 - 10N,
SAUTER 287-A01, € 28,

- B Hook for spring balances

10 - 1000 g/0,1 - 10N,
SAUTER 287-A02, € 28,-

) SC
1 DAY +4 DAYS
Model Measuring range Division Load support Dimensions Price Option
Lmin Lmax ? excl. of VAT Factory calibration certificate
[Max] [d] ex works
SAUTER N N mm mm mm € KERN €
289-100 1 0,01 | 0,05 Hook 230 335 12,2 81, 961-1610 178,-
289-102 5 0,05 | 0,5 Hook 230 335 12,2 81,- 961-1610 178,-
289-104 10 0,1]0,5 Hook 235 335 12,2 92,- 961-1610 178,-
Modell Weighing range Division Load support Dimensions Price Option
Lmin Lmax ? excl. of VAT Factory calibration certificate
[Max] [d] ex works
SAUTER N N mm mm mm € KERN €
287-100 10 0,1 Clip 225 330 12,2 82,- 961-100 94,-
287-102 20 0,2 Clip 225 330 12,2 82,- 961-100 94,-
287-104 50 0,5 Clip 225 330 12,2 82, 961-100 94,-
287-106 100 1 Clip 225 330 12,2 82,- 961-100 94,-
287-108 500 5 Clip 225 330 12,2 82,- 961-100 94,-
287-110 1000 10 Clip 225 330 12,2 92,- 961-100 94,-
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Spring Balances SAUTER 281 - 285

SAUTER 281

SAUTER 285

Precise, mechanical spring balances in robust aluminium

housing with g/kg readout

Features

Aluminium scale tube: robust, long service life,
handy

Gram/Kilogram scale: Measuring result display
in grams/kilograms instead of N

Double scale: For fast or precise recording of the
measurement result

Compressive force measurement: possible using
an optional pressure set, see Accessories

Drag pointer and carrying handle: as standard
for all models of the SAUTER 285 range
Suspension bow: thanks to the rotating suspen-

sion bow the scale can always be aligned to be at
the very best line of sight

- High precision: Backlash-free spring bearing
with integrated tare screw for highly-precise
adjustment

- Non-fatigue stainless steel spring

- Clip loop which can be freely rotated of the lower
suspension bracket by 360° for models with
[Max] < 1 kg

- High-quality workmanship: Wear-resistant, colour-
anodised precision scale with high resolution for
accurate readability of the measuring result

Technical data

- Measuring precision: + 0,3% of [Max]
- Tare range: 20 % of [Max]

- Lmax -

Lmin

]

Accessories

- Hl Pressure-Set, suitable for models
with weighing range < 2,5 kg/25 N,
SAUTER 281-890, € 78,-

. Pressure-Set, suitable for models with weigh-
ing range = 5 kg/50 N, SAUTER 285-890, € 89,-

- El Clip, suitable for models with weighing range
<2,5kg/25 N, SAUTER 281-151-002, € 10,-

- B Drag pointer for spring balances, suitable
for models with weighing range < 2,5 kg/25 N,
SAUTER 281-051-001, € 8,-

- Drag pointer for spring balances, suitable for
models with weighing range = 5 kg/50 N,
SAUTER 285-897, € 45,-

STANDARD

OPTION

=0 SQ

1 DAY +4 DAYS
Model Weighing range Division Load support Dimensions Price Option

Lmin Lmax ? excl. of VAT Factory calibration certificate
[Max] [d] ex works

SAUTER N N mm mm mm € KERN €
281-101 10 0,1 Clip 220 300 12 105, 961-100 94,-
281-151 30 0,25 Clip 220 300 12 92,- 961-100 94,-
281-201 60 0,5 Clip 220 300 12 92,- 961-100 94,-
281-301 100 1 Clip 220 300 12 92,- 961-100 94,-
281-401 300 2 Clip 225 325 12 105,- 961-100 94,-
281-451 600 5 Clip 225 325 12 110, 961-100 94,-
281-601 1000 10 Clip 225 325 12 105,- 961-100 94,-
281-752 2500 20 Hook 225 325 12 115,- 961-100 94,-
285-052 5000 50 Hook 370 510 32 200,- 961-100 94,-
285-102 10000 100 Hook 370 510 32 215,- 961-101 117,-
285-202 20000 200 Hook 370 510 32 205,- 961-101 117,-
285-352 35000 500 Hook 370 460 32 215,- 961-101 117,-
285-502 50000 500 Hook 370 460 32 255,- 961-101 117,-

www.sauter.eu - Order Hotline +49 7433 9933-0
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Spring Balances SAUTER 283
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Precise, mechanical force gauge in robust aluminium housing
with Newton readout

Features - Non-fatigue stainless steel spring Accessories

- Clip loop which can be freely rotated of the lower . B Pressure-Set. suitable for models

Aluminium scale tube: robust, long service life,

suspension bracket by 360° with weighing range < 2,5 kg/25 N,

- High-quality workmanship: Wear-resistant, SAUTER 281-890. € 78.—
) )

handy

Newton scale: Measuring result displayed in
colour-anodised precision scale with high

Newton Pressure-Set, suitable for models with weigh-

Double scale: For fast or precise recording resolution for accurate readability of the ing range = 5 kg/50 N, SAUTER 285-890, € 89,
measuring result

of the measurement result Clip, suitable for models with weighing range
Compressive force measurement: possible using <2,5kg/25 N, SAUTER 281-151-002, € 10,-
Drag pointer for spring balances, suitable

an optional pressure set, see Accessories Technical data

for models with weighing range < 2,5 kg/25 N,
SAUTER 281-051-001, € 8,-
Drag pointer for spring balances, suitable for

Carrying handle as standard - Measuring precision: + 0,3% of [Max]

Drag pointer as standard on all models of the
SAUTER 283 range with [Max] 250 N
Suspension bow: thanks to the rotating suspen- models with weighing range =2 5 kg/50 N,
sion bow the scale can always be aligned to be SAUTER 285-897, € 45,-

at the very best line of sight on all models of the

SAUTER 283 range with [Max] 250 N

High precision: Backlash-free spring bearing with

- Tare range: 20 % of [Max]

integrated tare screw for highly-precise adjustment

STANDARD OPTION

) SC

1 DAY +4DAYS
Model Measuring range Division Load support Dimensions Price Option

Lmin Lmax @ excl. of VAT Factory calibration certificate
[Max] [d] ex works

SAUTER N N mm mm mm € KERN €
283-152 1 0,01 Hook 225 305 12 99,- 961-1610 178,-
283-252 3 0,02 Hook 225 325 12 110, 961-1610 178,-
283-302 6 0,05 Hook 225 325 12 110, 961-1610 178,-
283-402 10 0,1 Hook 225 325 12 110,- 961-1610 178,-
283-422 25 0,2 Hook 225 325 12 115, 961-1610 178,-
283-483 50 0,5 Hook 370 510 32 205,- 961-1610 178,-
283-502 100 1 Hook 370 510 32 215,- 961-1610 178,-
283-602 200 2 Hook 370 510 32 220,- 961-1610 178,-
283-902 500 5 Hook 370 510 32 255,- 961-1610 178,-

10 Force Measurement www.sauter.eu - Order Hotline +49 7433 9933-0



Mechanical Force Gauge SAUTER FA

Mechanical force gauge for tensile and compressive force
measurements with peak hold function

Features

- Dual scale: shows Newton and kg

- Turnable display unit for an easy zero setting of
the instrument

- Peak hold function by drag pointer

- Can be mounted on all manual test stands

- Zeroing by a short push of the switch

- H Delivered in a robust carrying case

- B Standard attachments as shown,
extension rod: 90 mm

STANDARD OPTION

O ‘t1-0-1. "SISO
1oAY [s4DATS

Technical data

- Measuring precision: 1% of [Max]

- Overall dimensions WxDxH 235%x60x50 mm
- Thread: M6

- Net weight approx. 0,55 kg

Accessories

- H Standard attachments as standard, set can
be reordered, SAUTER AC 43, € 61,-

- Further accessories see internet and page 39
et seqq.

Model Measuring range Division Price Option Factory calibration certificate
excl. of VAT Tensile force Compressive force Tensile/Compressive force
[Max] [d] ex works

SAUTER N N € KERN € KERN € KERN €
FA 10 10 0,05 230,- 961-1610 178,- 961-2610 189,- 961-3610 335,-
FA 20 20 0,1 230,- 961-1610 178,- 961-2610 189,- 961-3610 335,-
FA 50 50 0,25 230,- 961-1610 178,- 961-2610 189,- 961-3610 335,-
FA 100 100 0,5 230,- 961-1610 178,- 961-2610 189,- 961-3610 335,-
FA 200 200 1 230,- 961-1610 178,- 961-2610 189,- 961-3610 335,-
FA 300 300 2 230,- 961-1610 178,- 961-2610 189,- 961-3610 335,-
FA 500 500 2,5 230,- 961-1610 178,- 961-2610 189,- 961-3610 335,-

Further calibration options on request

www.sauter.eu - Order Hotline +49 7433 9933-0
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Digital Force Gauge SAUTER FK

Robust, digital force gauge for tensile and compressive
force measurements

Features Technical data

- Turnable display: automatic direction - Measuring precision: 0,5% of [Max] .

identification - Overload protection: 200% of [Max]

- Overall dimensions WxDxH 195x83%x35 mm

- Thread: M8

- Ready for use: Batteries included, 6x1.5 V AA

- Net weight approx. 0,75 kg

Secure operability due to the ergonomic design

Peak-Hold function to capture peaks (value is
“frozen” for approx. 10 seconds) or Track function
mode for a continuous measurement indication

Selectable measuring units: N, Ibf, kgf, ozf
Auto-Power-Off
Standard attachments as shown,

extension rod: 90 mm
Can be mounted on all SAUTER test stands
up to 5 kN

STANDARD OPTION

Accessories

With one of the two optional attachments

for tensile strength testing, the SAUTER FK can
become a tensiometer for testing the material
tension characteristics of cables, threads, wires,
twine etc. (up to ® 5 mm): lllustration shows
accessories SAUTER FK-A02

Tensiometer attachment with Safe-insert function:
Pull and release to insert the running cable in
between the rolls, for tensile strength testing

up to 250 N, aluminium attachment, rolls can be
adjusted inwards, SAUTER FK-AO1, € 230,-
Tensiometer kit for high-capacity tensile strength
testing up to 1000 N, steel attachment and

steel rolls, rolls cannot be adjusted,

SAUTER FK-A02, € 320,-

Standard attachments as standard, set can

be reordered, SAUTER AC 430, € 55,

Further accessories see internet and page 39

et seqq.

SR [
BATT | | 230V | 1DAY +4 DAYS
Model Measuring range Readability Price Option Factory calibration certificate
excl. of VAT Tensile force Compressive force Tensile/Compressive force

[Max] [d] ex works
SAUTER N N € KERN € KERN € KERN €
FK 10 10 0,005 275,- 961-1610 178,- 961-2610 189,- 961-3610 335,-
FK 25 25 0,01 275,- 961-1610 178,- 961-2610 189,- 961-3610 335,-
FK 50 50 0,02 275,- 961-1610 178,- 961-2610 189,- 961-3610 335,-
FK 100 100 0,05 275,- 961-1610 178,- 961-2610 189,- 961-3610 335,-
FK 250 250 0,1 275,- 961-1610 178,- 961-2610 189,- 961-3610 335,-
FK 500 500 0,2 275,- 961-1610 178,- 961-2610 189,- 961-3610 335,-
FK 1K 1000 0,5 275,- 961-1620 230,- 961-2620 230,- 961-3620 410,-

Further calibration options on request
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Digital Force Gauge SAUTER FC

Compact force gauge for tensile and compressive

force measurements

Features

- Turnable display with backlight

Peak-Hold function to capture the peak value or
Track function for continuous display of measure-
ment

Metal housing for durable use in harsh environ-
mental conditions

Capacity display: A bar lights up to show how
much of the measuring range is still available

Measuring with tolerance range (limit-setting
function): Upper and lower limit adjustable,
between 10 and 100 % of [Max], in pull and push
direction. The process is supported by an acoustic
and visual signal

Safety: If loads exceed 110 % of the measuring
range, the device will give clear acoustic and
visual signals

Internal memory for up to 500 measurement
values
USB data interface and USB interface cable

as standard

Selectable: AUTO-OFF function or permanent

-l Delivered in a robust carrying case

- Selectable measuring units: N, kgf, ozf, Ibf

- B Standard attachments as shown, extension
rod: 90 mm

- Can be mounted on all SAUTER test stands
up to 5 kN

Technical data

- Measuring precision: 0,3 % of [Max]

- Transmission rate to PC: up to 200 measured
values/second

- Overload protection: 150 % of [Max]

- Overall dimensions WxDxH 145x73x34 mm

- Thread: M6

- Rechargeable battery pack integrated, as
standard, operating time up to 20 h without
backlight, charging time approx. 4 h

- Net weight approx. 0,50 kg

Accessories

- El Data transfer software with graphic display of
the measurement process, force-time,
SAUTER AFH FAST, € 115,-

. Standard attachments as standard, set can be
reordered, SAUTER AC 43, € 61,

- Further accessories see internet and page 39
et seqq.

operation
STANDARD OPTION

Rt R = s o A - o o ME:I-
| PEAK | MEMORY | |RS232 | | USB UNIT TOL ACCU | | 230V 1DAY SOFTWARE| |+4DAYS| |+4DAYS
Model Measuring range Readability Price Option DAKKS Calibration Certificate

excl. of VAT Tensile force Compressive force Tensile/Compressive force
[Max] (d] exworks  paKks DAKKS DAKKS

SAUTER N N € KERN € KERN € KERN €
FC 10 10 0,01 415,- 963-161 178,- 963-261 178,- 963-361 325,-
FC 50 50 0,01 415, 963-161 178,- 963-261 178,- 963-361 325,-
FC 100 100 0,1 415, 963-161 178,- 963-261 178,- 963-361 325,-
FC 500 500 0,1 415,- 963-161 178,- 963-261 178,- 963-361 325,-
FC 1K 1000 1 415,- 963-162 215,- 963-262 215,- 963-362 400,-

Further calibration options on request

www.sauter.eu - Order Hotline +49 7433 9933-0
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Digital Force Gauge SAUTER FH-S

Universal digital force gauge for tensile and compressive
force measurements with integrated load cell

Features

- Turnable display with backlight

-l Can be mounted on all SAUTER test stands
up to 5 kN

Data interface RS-232 as standard

Standard attachments as shown,

extension rod: 90 mm

Delivered in a robust carrying case

Selectable measuring units: N, kgf, Ibf

Peak-Hold function to capture the peak value
or Track function for continuous display of
measurement

Measuring with tolerance range (limit-setting
function): Upper and lower limit adjustable,
in pull and push direction. The process is
supported by an audible and visual signal
Auto-Power-Off

Internal memory for up to 10 measurement values

Mini Statistics Kit: calculates the average result
from up to 10 stored measured values, as well as
min., max., n

Technical data

- Transfer rate to PC: approx. 25 measured values
per second

- Measuring precision: 0,5 % of [Max]

- Overload protection: 150 % of [Max]

- Overall dimensions WxDxH 356x66x36 mm

- Thread: M6

- Rechargeable battery pack integrated, as
standard, operating time up to 12 h without
backlight, charging time approx. 4 h

- Net weight approx. 0,65 kg

STANDARD OPTION
L S5 ke Tm g MBS0 SO

ol +1F

+4 DAYS

Save with our practical bundles of test stand,
force gauge and matching clamps, e.g.
SAUTER FH 500871, consisting of:

- 1x FH 500

- 1x AE 500 (Details see page 43)

You can find our bundles on page 28/29

Accessories

- Data transfer software with graphic display of the
measurement process, force-time,
SAUTER AFH FAST, € 115,-

- RS-232/PC-connecting cable to connect models
from the SAUTER FH range to a PC,
SAUTER FH-AOQ1, € 50,-

- B Standard attachments as standard, set can be
reordered, SAUTER AC 43, € 61,

- Further accessories see internet and page 39
et seqq.

RS 232 | |STATISTIC TOL ACCU 230V 1 DAY SWITCH | |SOFTWARE +4 DAYS
Model Measuring range Readability Price Option DAkkS Calibration Certificate
excl. of VAT Tensile force Compressive force Tensile/Compressive force
[Max] [d] exworks  pAkks DAKKS DAKKS

SAUTER N N € KERN € KERN € KERN €
FH 2 2 0,001 590,- - - - - - -
FH 5 5 0,001 590,- - - - - - -
FH 10 10 0,005 590,- 963-161 178,- 963-261 178,- 963-361 325,-
FH 20 20 0,01 590,- 963-161 178,- 963-261 178,- 963-361 325,-
FH 50 50 0,01 590, 963-161 178,- 963-261 178,- 963-361 325,-
FH 100 100 0,05 590,- 963-161 178,- 963-261 178,- 963-361 325,-
FH 200 200 0,1 590,- 963-161 178,- 963-261 178,- 963-361 325,-
FH 500 500 0,1 590, 963-161 178,- 963-261 178,- 963-361 325,-

Further calibration options on request
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Digital Force Gauge SAUTER FH-M

Universal digital force gauge for tensile and compressive
force measurements with external load cell

Features

- Turnable display with backlight
Data interface RS-232 as standard
Delivered in a robust carrying case

Selectable measuring units: N, kN, kgf, tf

Peak-Hold function to capture the peak value
or Track function for continuous display of
measurement

Measuring with tolerance range (limit-setting
function): Upper and lower limit adjustable, in pull
and push direction. The process is supported by
an audible and visual signal

Auto-Power-Off

Internal memory for up to 10 measurement values

Mini Statistics Kit: calculates the average result
from up to 10 stored measured values, as well as
min., max., n

Technical data

- Transfer rate to PC: approx. 25 measured values
per second

- Measuring precision: 0,5 % of [Max]

- Overload protection: 150 % of [Max]

- Housing dimensions WxDxH 230x66x36 mm

- Rechargeable battery pack integrated, as stand-
ard, operating time up to 12 h without backlight,
charging time approx. 4 h

-l Tension loops and compression plates are
included in delivery

- Cable length approx. 3 m

Accessories

- Data transfer software with graphic display of the
measurement process, force-time,
SAUTER AFH FAST, € 115,-

- RS-232/PC-connecting cable to connect models
from the SAUTER FH range to a PC,
SAUTER FH-AOQ1, € 50,-

- Further accessories see internet and page 39
et seqq.

STANDARD OPTION

smgs.,mjm Do Mi-

MEMORY | | RS 232 | |STATISTIC| = TOL ACCU | | 230V | 1DAY SWITCH| |SOFTWARE| |+4DAYS| [+4DAYS

Model Measuring range Readability Price Option DAKKS Calibration Certificate (< 5 kN)/Factory calibration certificate (> 5 kN)
excl. of VAT Tensile force Compressive force Tensile/Compressive force

[Max] [d] ex works

SAUTER N N € KERN € KERN € KERN €

FH 1K 1000 0,5 1000, 963-162 215,- 963-262 215,- 963-362 400,-

FH 2K 2000 1 1000, 963-162 215,- 963-262 215,- 963-362 400,-

FH 5K 5000 1 1270,- 963-163 300,- 963-263 300,- 963-363 530,-

FH 10K 10000 5 1500,- 961-164 390,- 961-264 390,- 961-364 580,-

FH 20K 20000 10 1500, 961-164 390,- 961-264 390,- 961-364 580,-

FH 50K 50000 10 1750,- 961-165 390,- 961-265 390,- 961-365 580,-

FH 100K 100000 50 1970,- 961-166 435,- 961-266 435,- 961-366 640,-

Further calibration options on request
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Digital Force Gauge SAUTER FL-S

PREMIUM

Fhk

Universal digital force gauge with graphic-assisted display
and integrated load cell

Features

- Turnable display with backlight

Peak-Hold function to capture the peak value
or Track function for continuous display of
measurement

- USB data interface, as standard

- H Standard attachments: as shown

- Selectable measuring units: N, kN, kgf, Ibf
- B Delivered in a robust carrying case

Technical data

Accessories

Plug-In for data transfer of measuring data from
the measuring instrument and transfer to a PC,
e.g. in Microsoft Excel®, SAUTER AFI-2.0,

see internet

Metal housing for durable use in harsh Data transfer software with graphic display of the
environmental conditions

Can be mounted on all SAUTER test stands
up to 5 kN

Capacity display: A bar lights up to show how

measurement process, force-time,
SAUTER AFH FAST, € 115,-
USB cable, included with the delivery, can be

- Transfer rate to PC: approx. 25 measured values

per second

- Measuring precision: 0,2 % of [Max]

ordered separately, USB/PC connection cable
(USB-A/USB mini), SAUTER FL-AO1, € 50,-
RS-232 adapter cable, SAUTER FL-A04, € 50,-
Holders for object fixation and other accessories,

- Overload protection: 120 % of [Max]

- Overall dimensions WxDxH 215x75x30 mm
- Thread: Mé

- Rechargeable battery pack integrated, as

much of the measuring range is still available

Measuring with tolerance range (limit-setting

function): Upper and lower limit adjustable,

in pull and push direction. The process is please see internet or see page 39 et seq.

standard, operating time up to 10 h without

supported by a visual signal backlight, charging time approx. 8 h

Internal memory for up to 500 measurement

Net weight approx. 0,55 kg
values

Continuous analogue output: Linear voltage signal
in dependence to the load (-2 to +2V)

STANDARD

ol 11F
[ PEAK ENORY

OPTION

m SO
SOFTWARE| |+4 DAYS| |+4 DAYS

=D || Al 0« O -N
USB | |ANALOG TOL

RS 232 ZERO ACCU 230V 1 DAY

Model Measuring range Readability Price Option DAKKS Calibration Certificate
excl. of VAT Tensile force Compressive force Tensile/Compressive force
[Max] [d] exworks  ppkks DAKKS DAKKS

SAUTER N N KERN € KERN € KERN €
FL5 5 0,002 570,- - - - - - -
FL 10 10 0,005 570,- 963-161 178,- 963-261 178,- 963-361 325,-
FL 20 25 0,01 570,- 963-161 178,- 963-261 178,- 963-361 325,-
FL 50 50 0,02 570,- 963-161 178,- 963-261 178,- 963-361 325,-
FL 100 100 0,05 570,- 963-161 178,- 963-261 178,- 963-361 325,-
FL 200 250 0,1 570,- 963-161 178,- 963-261 178,- 963-361 325,-
FL 500 500 0,2 570, 963-161 178,- 963-261 178,- 963-361 325,-
FL 1K 1000 0,5 650,- 963-162 215,- 963-262 215,- 963-362 400,-

Further calibration options on request
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Digital Force Gauge SAUTER FL-M

PREMIUM

Fhk

Powerful digital force gauge with graphic assisted display for tensile
and compressive force measurements with external load cell

Features

Premium force gauge with external measuring
cell, tension loops included with delivery

Turnable display with backlight

Peak-Hold function to capture the peak value
or Track function for continuous display of
measurement

Metal housing for durable use in harsh
environmental conditions

Can be mounted on all SAUTER test stands
starting 1 kN

Capacity display: A bar lights up to show how

much of the measuring range is still available

Measuring with tolerance range (limit-setting
function): Upper and lower limit adjustable,
in pull and push direction. The process is
supported by a visual signal

Internal memory for up to 500 measurement
values

Continuous analogue output: Linear voltage signal
in dependence to the load (-2 to +2V)
USB data interface, as standard

- Selectable measuring units: N, kN, kgf, ozf, Ibf
- H Delivered in a robust carrying case

Technical data

- Transfer rate to PC: approx. 25 measured values
per second

- Measuring precision: 0,2 % of [Max]

- Overload protection: 120 % of [Max]

- Overall dimensions WxDxH 175%x75x30 mm

Dimensions load cell WxDxH

76,2x51x19 mm (FL 2K),

76,2x51x28 mm (FL 5K, 10K, 20K)

Thread: M12

Rechargeable battery pack integrated, as stand-

ard, operating time up to 10 h without backlight,
charging time approx. 8 h
Net weight approx. 1,4 kg

Accessories

- Plug-In for data transfer of measuring data from
the measuring instrument and transfer to a PC,
e.g. in Microsoft Excel®, SAUTER AFI-2.0,
see internet

- Data transfer software with graphic display of the
measurement process, force-time,

SAUTER AFH FAST, € 115,-

- USB cable, included with the delivery, can be
ordered separately, USB/PC connection cable
(USB-A/USB mini), SAUTER FL-AO1, € 50,-

- RS-232 adapter cable, SAUTER FL-A04, € 50,-

- Holders for object fixation and other accessories,
please see internet or see page 39 et seq.

STANDARD OPTION

gl bl el aliZaleml el o 2| G

MEMORY | |RS232 | | USB | | ToL ACCU | | 230V | 1DAY SOFTWARE| [+4 DAYS| |+4DAYS

Model Measuring range Readability Price Option DAkkS Calibration Certificate (< 5 kN)/Factory calibration certificate (> 5 kN)
excl. of VAT Tensile force Compressive force Tensile/Compressive force

[Max] [d] ex works

SAUTER N N € KERN € KERN € KERN €

FL 2K 2500 1 690,- 963-162 215,- 963-262 215,- 963-362 400,-

FL 5K 5000 2 1070,- 963-163 300,- 963-263 300,- 963-363 530,-

FL 10K 10000 5 1250,- 961-164 390,- 961-264 390,- 961-364 580,-

FL 20K 20000 10 1290, 961-164 390,- 961-264 390,- 961-364 580,-

Further calibration options on request

www.sauter.eu - Order Hotline +49 7433 9933-0
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Digital Force Gauge SAUTER FS

PREMIUM

Premium force gauge with integrated load cell (optional)
and connection possibility for up to 4 external load cells

Use with integrated load cell

The SAUTER FS premium force gauge has an load measuring cell for tensile and compressive force

applications. Either mobile for rapid testing or stationary integrated into a test stand or production line,

the multifunction display allows all the values recorded to be read off at a glance in real time.

Via the integrated interface, the data can be sent to a PC or laptop for further processing.

Use with external load cells

The SAUTER FS premium force gauge is compatible with all SAUTER strain gauge measuring cells,

see Measuring cells. Up to 4 external measuring cells can be connected simultaneously.

: ; | B ,/"‘

Measurement of forces in different tensile or compres-

sion directions possible with only one measuring device

Supplied in a high-quality and robust system case
(systainer® T-LOC) including plug-in power supply
and USB cable type C

Tip: Order the practical system case (systainer®
T-LOC) for storing and transporting of accessories,
clamps, sensors, etc. at the same time,

SAUTER FS TKZ, see Accessories

4

“‘ :
(@

Can be mounted on all SAUTER test stands,
illustration shows optional accessories, as well
as the SAUTER TVL-XS manual test stand

18 Force Measurement

Simultaneous measurement on up to four channels.
External sensors with sensor data memory,
optionally available, see Measuring Cells

Compact force gauge with internal measuring cell
(up to max. 500 N) for fast and mobile force
measurements. lllustration shows optional
accessories, SAUTER AE 500 screw tension clamp

www.sauter.eu - Order Hotline +49 7433 9933-0




Digital Force Gauge SAUTER FS

Features

- 3,5" touchscreen

- Standard version with 2 or 4 measuring channels
for external force sensors (subsequently
expandable from 2 to 4)

- Aninternal load cell is possible (is deactivated if
an external load cell is connected)

- Suitable for 4-wire and 6-wire sensors with
strain gauges

- Two-point adjustment with weights or numerical
adjustment possible

- The specific data of an external sensor are stored
directly in the connector

- USB interface for data transfer and power supply
as standard

- Internal device memory (16 GB)

- Adjustable Sl units:
kg, N, kN, mN, MN, Nm, kNm, mNm

- Tolerance function

- Track function for continuous measurement
display

- Peak value measurement

- Mountable on all SAUTER test stands

Order example SAUTER FS force gauge with 2 load cells:

Technical data

High resolution: up to 10000 points per
measurement channel

Storage of measured values as well as their
transmission to the interface with up to 1000 Hz
per measuring channel

Measurement accuracy:

- with internal load cell: 0.1% of [Max]

- with external load cell: among other things from
the load cells used

Overall dimensions WxDxH 71x31x180 mm

Overload protection: 150% of [Max] with internal

measuring cell

Thread on load receptor: M6 (outer)

Rechargeable battery pack integrated, as
standard, operating time up to 8 h without
backlight, charging time approx. 8 h

External mains adapter, for connection to the
USB-C connector, standard

Net weight approx. 0,40 kg

Accessories

- For subsequent expansion to 4 measuring
channels: A/D converter module, only for FS 2
and FS 2-xxx models, SAUTER FS 34, € 205,-

- Stainless steel handle bar with rubber grip,
SAUTER AFK 02, € 105,-

- Transport case, e.g. for accessories,

SAUTER FS TKZ, € 120,-

- Standard attachments, SAUTER AC 43, € 61,-

- Hook for tensile and fracture testing up to 500 N,
thread: M6, 1 item, SAUTER AC 49, € 21,-

- Plug-In for data transfer of measuring data from

the measuring instrument and transfer to a PC,
e.g. in Microsoft Excel®, SAUTER AFI-2.0,
see internet

- Suitable load cells see page 98 et seq.

- Holders for object fixation and other accessories,
please see internet or see page 39 et seq.

Optional calibration, see page 115

Calibration is recommended for each measuring
cell!

Assembly and adjustment of measuring cell,
connector and sensors must be ordered separateley,
see table below, SAUTER FS 401 - FS 408

1% FS 2-500 2-channel force gauge with integrated load cell for tension/compression force measurements
1% 963-361 DAKKS calibration certificate tension/compression force up to 500 N

1% CO 100-Y1 Miniature compression load cell up to 1 kN

1x FS 403 Two-point adjustment up to 2 kN, incl. plug and memory for SAUTER FS

1% 963-262 DAKKS calibration certificate compression force up to 2 kN

1x CS 500-3P2 Stainless steel “S” load cell for tension/compression force up to 5 kN

1x FS 404 Two-point adjustment up to 5 kN, incl. connector and memory for SAUTER FS

1% 963-363 DAKKS calibration certificate tension/compression force up to 5 kN

STANDARD OPTION
SOSRETE = < o pihe Tn gk WD m SO
PEAK | | SCAN | [PusPuLL) |MEMORY| | USB | |PROTOCOL| | TOL ACCU | | 230V | | 1DAY SOFTWARE| |+4DAYS| [+4DAYS|  Service required for use with external sensors:
Model Measuring range Readability Internal Number of Price Model Adjustment of Measuring Price
internal load cell internal load cell load cell measuring excl. of VAT optional, range excl. of VAT
channels ex works external sensors [Max] ex works
SAUTER [Max] N [dIN € SAUTER kN €
FS 2 - = - 2 950,- FS 401 Numeric* - 135,-
FS 2-20 20 0,004 . 2 1070,- FS 402 0,5 160,-
FS 2-50 50 0,01 . 2 1070,- FS 403 2 170,-
FS 2-100 100 0,02 . 2 1070,- FS 404 5 195,-
FS 2-200 200 0,04 . 2 1070,- FS 405 Two-point 20 205,-
FS 2-500 500 0,1 . 2 1070,- FS 406 50 205,-
FS 4 - - - 4 1070,- FS 407 120 225,-
FS 4-20 20 0,004 . 4 1180,- FS 408 250 240,-
FS 4-50 50 0,01 . 4 1180,- *only for sensors > 250 kN
FS 4-100 100 0,02 . 4 1180,-
FS 4-200 200 0,04 . 4 1180,-
FS 4-500 500 0,1 . 4 1180,-
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Force Gauge Sets SAUTER FS SP1-FSRY1:FSRQ1:-FSOY1:FSO0Y2

FS SP1
For tensile and compressive

force measurements

FS RY1
For tensile and compressive force measurements

Practical set of premium force gauge and measuring cell

Thanks to several versions, the pre-configured sets are suitable for tensile and compressive force measurements
in a wide range of applications. The set includes the premium force gauge FS 2 and the necessary service FS 401 - FS 408.

It is supplemented optionally by:

- The 4-wire “S” load cell made of nickel-plated steel for force and mass measurement/for tensile and compressive force measurements
CS P1 (for details see set FS SP1)

- The load cell made of alloyed steel CR Y1 for tension and compressive force measurements (for details see set FS RY1)

- The load cell made of stainless steel CR Q1 for compressive force measurements (details see set FS RQ1)

- Miniature button-type load cells made of stainless steel CO Y1 for compressive force measurements (details see set FS OY1) or
CO Y2 for tensile and compressive force measurements (details see set FS 0Y2)

STANDARD OPTION

* only for FS SP1, FS RY1, FS OY2
= — i only ) )
2 | f = @ M gdlly | [ —‘ & e &' .I' **upto 5 kN
| PEAK | MEMORY | |PROTOCOL| | TOL ACCU | | 230V | 3DAYS | USB +4DAYS| |+4DAYS

FS SP1
Model Measuring range Readability Load cell Price Option DAKKS calib. cert. (< 5 kN) / Factory calib. cert. (> 5 kN)
in the set excl. of XAT Tensile force Compressive force  Tensile/Comp. force
ex works
[Max] [d] DAKKS DAKKS DAKKS
SAUTER N N € KERN € KERN € KERN €
FS 2-1KSP1 Jiev 1000 0,2 CS 100-3P1 1300,- 963-162 215,- 963-262 215,- 963-362 400,-
FS 2-2KSP1 = 2500 0,5 CS 250-3P1 1300,- 963-163 300,- 963-263 300,- 963-363 530,-
FS 2-5KSP1 = 5000 1 CS 500-3P1 1320,- 963-163 300,- 963-263 300,- 963-363 530,-
FS 2-10KSP1 [@ 10000 2 CS 1000-3P1 1350,- 961-164 390,- 961-264 390,- 961-364 580,-
FS 2-20KSP1 [ 20000 4 CS 2000-3P1 1390,- 961-164 390,- 961-264 390,- 961-364 580,-
FS 2-50KSP1 [ 50000 10 CS 5000-3P1 1390,- 961-165 390,- 961-265 390,- 961-365 580,-
FS 2-100KSP1 [ 100000 20 CS 10000-3P1 1660,- 961-166 435,- 961-266 435,- 961-366 640,-
FS RY1
Model Measuring range Readability Load cell Price Option DAKKS calib. cert. (< 5 kN) / Factory calib. cert. (> 5 kN)
in the set excl. of XAT Tensile force Compressive force  Tensile/Comp. force
ex works
[Max] [d] DAKKS DAKKS DAKKS
SAUTER N N € KERN € KERN € KERN €
FS 2-5KRY 1 = 5000 1 CR 500-1Y1 1380, 963-163 300,- 963-263 300,- 963-363 530,-
FS 2-10KRY1 [ 10000 2 CR 1000-1Y1 1380,- 961-164 390,- 961-264 390,- 961-364 580,-
FS 2-50KRY1 [ 50000 10 CR 5000-1Y1 1390,- 961-165 435,- 961-265 390,- 961-365 580,-
FS 2-100KRY1 [ 100000 20 CR 10000-1Y1 1550,- 961-166 435,- 961-266 235,- 961-366 640,-
FS 2-200KRY1 [ 200000 40 CR 20000-1Y1 1560,- 961-167 435,- 961-267 235,- 961-367 640,-
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Force Gauge Sets SAUTER FS SP1-FSRY1 -

FSRQ1-FSOY1-FSOY2

SAUTER FS RQ1

For compressive force measurements

SAUTER FS OY1

For compressive force measurements

SAUTER FS 0Y2

For tensile and compressive force measurements

FS RQ1
Model Measuring range Readability Load cell Price Option DAKKS calib. cert. (< 5 kN) / Factory calib. cert. (> 5 kN)
in the set excl. of XAT Tensile force Compressive force  Tensile/Comp. force
ex works
[Max] [d] DAKKS DAKKS DAKKS
SAUTER N N € KERN € KERN € KERN €
FS 2-25KRQ1 [ 25000 5 CR 2500-1Q1 1410,- - - 961-265 390,- - -
FS 2-50KRQ1 [ 50000 10 CR 5000-1Q1 1410,- - - 961-265 390,- - -
FS 2-100KRQ1 [ 100000 20 CR 10000-1Q1 1390,- - - 961-266 435,- - -
FS OY1
Model Measuring range Readability Load cell Price Option DAkkS calib. cert. (< 5 kN) / Factory calib. cert. (> 5 kN)
in the set excl. of KAT Tensile force Compressive force  Tensile/Comp. force
(Max] (d] WO pakks DAKKS DAKKS
SAUTER N N € KERN € KERN € KERN €
FS2-5000Y1 [ 500 0,1 €0 50-Y1 1250,- - - 963-261  178,- - -
FS2-2KOY1 [ 2000 0,4 CO 200-Y1 1260,- - - 963-262  215,- - -
FS2-5K0Y1 [ 5000 1 CO 500-Y1 1320,- - - 963263 300,- - -
FS 2-20KOY1 [ 20000 4 C0 2000-Y1 1350,- - - 961-264  390,- - -
FS OY2
Model Measuring range Readability Load cell Price Option DAkkS calib. cert. (< 5 kN) / Factory calib. cert. (> 5 kN)
in the set excl. of VAT Tensile force Compressive force  Tensile/Comp. force
ex works
[Max] [d] DAKKS DAKKS DAKKS
SAUTER N N € KERN € KERN € KERN €
FS 2-1000Y2 [@ 100 0,02 CO 10-Y2 1320,- 963-161 178,- 963-261 178,- 963-361 325,-
FS 2-5000Y2 [@ 500 0,1 CO 50-Y2 1320,- 963-161 178,- 963-261 178,- 963-361 325,-
FS 2-1KOY2 = 1000 0,2 CO 100-Y2 1390,- 963-162 215,- 963-262 215,- 963-362 400,-

Accessories

- A/D converter module for expansion from 2 to 4 external measuring channels, SAUTER FS 34, € 205,
- Transport case, e.g. for accessories (only suitable for measuring range up to 10.000 N), SAUTER FS TKZ, € 120,-
- Plug-In for data transfer of measuring data from the measuring instrument and transfer to a PC, e.g. in Microsoft Excel®,

SAUTER AFI-2.0, € 95,-

- Holders for object fixation and other accessories, please see www.sauter.eu

] New model

www.sauter.eu - Order Hotline +49 7433 9933-0
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Tombstone Tester SAUTER FG

Fast testing of the stability of tombstones in accordance with VSG 4.7

SAUTER FA-G

- Pressure disc with foam rubber attachment
for pressure tests
- Stainless steel handle with rubber covering
for secure handling
- No electrical power supply required due to
mechanical measuring system
- Real time or peak hold switch to observe
transients or capture peaks by a drag indicator
- For tensile force and compressive force testing
- Scope of delivery:
- 1x FA 500
- 1x AE 08
- 1x AFH 04

SAUTER FL-G

- Ideal for the documented certification of specialist
stone-cutter companies

Rechargeable battery with long operating time
(significantly more than 8 hours), so it is possible
to use the device for a whole working day,

in mobile mode

Function to set limits: This is where you can
program a stability limit value. If this limit value
is exceeded, the device emits a visual signal.

In this way, the measuring result does not need
to be read off each time

Wide pressure plate with foam rubber surface,
so that the tombstone does not get scratched
when force is applied

Robust metal housing for permanent use under
harsh environmental conditions

Scope of delivery:
- 1x FL 500/FL 1K
- 1x AE 08

- 1x AFH 04

SAUTER FS-G

- Through the internal and also external measuring
cell it can also be used for more than just
tombstone testing

- 3,5" touchscreen

- USB interface for data transfer and power supply
as standard

- Internal device memory (16 GB)

- Tolerance function

- Track function for continuous measurement
display

- Peak value measurement

- Scope of delivery:

- 1x FS 2-500
- 1x AE 08
- 1x AFK 02

For further details and a wide range of
accessories, see Internet

s

&
—
STANDARD OPTION STANDARD STANDARD
- =
= O R < & o s B =l <o &5
1 DAY +4DAYS MEMORY | | USB | |ANALDG | UNIT TOL MEMORY | | USB | |PROTOCOL| | TOL
OPTION OPTION

So- oW N ME&- ORI N SC

ACCU | | 230V | 1DAY SOFTWARE| [+4 DAYS| [+4DAYS ZERO | | ACCU | | 230V | 1DAY +4DAYS| |+4DAYS
SAUTER FA 500G FL 500G FL 1KG FS 500G
Measuring range [Max] N 500 500 1000 500
Readout [d] N 2,5 0,2 0,5 0,1
Measuring precision of [Max] 1% 0,2 % 0,2 % 0,1%
Overload protection of [Max] 150 % 120 % 120 % 150 %
Price, excl. of VAT, ex works, € 355,- 690, 810,- 1160,-

Option Tensile force 961-1610, € 178,- 961-161, € 178,- 961-162, € 215, 961-161,€ 178,-
Factory calibration Compressive force 961-2610, € 198,- 961-261, € 178,- 961-262,€ 215, 961-261,€ 178,—
certificate Tensile/Compressive force 961-3610, € 335,- 961-361, € 325,- 961-362, € 400,- 961-361, € 325,-
Option Tensile force - 963-161,€ 178,- 963-162, € 215,- 963-161,€ 178,-
DAKKS Calibration = Compressive force - 963-261, € 178,- 963-262,€ 215, 963-261,€ 178,-
certificate Tensile/Compressive force - 963-361, € 325,- 963-362, € 400,- 963-361, € 325,-
22 Force Measurement www.sauter.eu - Order Hotline +49 7433 9933-0



Digital Concrete Tester SAUTER FC 1K-BT

Compact force measuring instrument

Features - B Delivered in a robust carrying case

- Checking the consistency of sprayed concrete is - Turnable display with backlight

essential to ensure the maximum strength of the + Selectable: AUTO-OFF function or continuous

concrete during the curing process operation, charge indicator

The FC 1K-BT determines exactly the forces

required for the needle to penetrate the concrete. Technical data

This allows reliable conclusions to be made . Transmission rate to PC: up to 200 measured

regarding the compressive strength of the values/second

concrete during the dry phase - Measuring precision: 0,3 % of [Max]

Peak-Hold function to capture the peak value . Overload protection: 15 0% of [Max]

or Track function for continuous display of - Housing dimensions WxDxH 145x73x34 mm

measurement - Net weight approx. 1,8 kg

Metal housing for durable use in harsh - Selectable measuring units: N, kgf, ozf, Ibf

nvironmental condition .
environmental conditions - Robust, cleanable and portable construction

Capacity display: A bar lights up to show how ~Built-in 1000 N force measuring cell

much of the measuring range is still available - Rapid and simple changing of the

Limit value function, programming of Max./ Min., penetration needle

with output of acoustic and optical signal per ~Inverted display for better readability

ok indication

Safety: If loads exceed 110 % of the measuring - Measurement precision + 0,1 %

range, the device will give clear acoustic and _USB interface

visual signals

Internal memory for up to 500 measurement
values

STANDARD OPTION

-l Penetration needle and adapter

- Removable if necessary
- Needle diameter: 3 mm
- Upper angle: 60 degrees
- Length: 15 mm
-Included: 15 needles

Accessories

- Spare needles (set of 15 pieces) for concrete
tester SAUTER BT-A01, € 50,-

- Further accessories see internet and
page 39 et seqq.

- Live peak force value for immediate monitoring

pe | = [mm s [T o) l e SQ
MEMORY | | RS232 | | USB UNIT oL ACCU | | 230V | 1DAY SOFTWARE| [+4DAYS| |+4DAYS
Model Measuring range Readability Price Option DAkkS Calibration Certificate
excl. of VAT Tensile force Compressive force
[Max] [d] ex works DAKKS DAKKS
SAUTER N N € KERN e KERN e
FC 1K-BT 1000 1 1320,- 963-162 215,- 963-262 215,-

www.sauter.eu - Order Hotline +49 7433 9933-0
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INDIVIDUAL CUSTOMIZED
SOLUTIONS DESIGNED
TO YOUR REQUIREMENTS

You haven’t found a matching clamping
solution in our assortment?

No problem, we will develop the matching clamping system that is tailored to
your test system. With innovative solutions and many years of experience, we
provide your team or company with technological support and jointly develop
the suitable clamping system.

CUSOS - perfectly tailored to you and
your requirements

The development of your customised clamping system is carried out using the
latest technologies. From the idea, during the development, the manufacturing
process, to the finished product, we and our partners use the latest and most
modern techniques.

Contact us today and ask for your individual solution.

CUSTOMIZED
SOLUTION SERVICE

Stefan Herrmann
Product Manager SAUTER Force Measurement

Tel. +49 7433 9933-214
stefan.herrmann@kern-sohn.com




Manual Test Stand SAUTER TVL-XS

Manual test stand for precise compressive force measurement

in the range up to 100 N

Features

-l The redesigned, superfine spindle enables
exact testing in a force-measurement range up to
100 N in particularly fine steps and, in conjunction
with the fine-dosing crank, ensures safe,

reliable operation

Main areas of application: Testing of low levels

of force with short distances, such as, for exam-
ple, testing keyboard overlays, biological samples
(e.g. strength of leaves, etc.), blister packs

(e.g. force required to push tablets out, etc.)

For vertical and horizontal use

High level of security at repeated measurements

Large base plate with high versatility of fastening
objects
Suitable for all SAUTER force measuring devices

with internal measuring cell up to 100 N
(not included in delivery)

STANDARD

Technical data

- Travel distance per knob rotation

(stroke per one turn): 2 mm
- Overall dimensions WxDxH 300%250x160 mm
- Net weight approx. 4,6 kg

Save with our practical bundles of test stand,
force gauge and matching clamps, e.g.
SAUTER TVL 100FHS71, consisting of:

- 1x TVL-XS

- 1x FH 100 (Details see page 14)

- 2x AE 500 (Details see page 43)

You can find our bundles on page 28/29

L)

1 DAY
Model Measuring range Price

excl. of VAT
[Max] ex works

SAUTER N €
TVL-XS* 100 710,
H * ONLY WHILE STOCKS LAST
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Manual Test Stand SAUTER TVL - TVL-E - TVL-O - TVL-XLS

Manual test stand for highly accurate tensile and compressive force measurements

- SAUTER TVL-E: Suitable for all SAUTER force
measuring devices with external measuring cell up
to 2000 N (not included in delivery)

- SAUTER TVL: Hook with M6 thread as standard

- SAUTER TVL-XLS: consisting of:

SAUTER TVL + SAUTER TVL-XL, see Accessories

. Model TVL and TVL-XLS in size comparison

Features Accessories

- Extension kit for SAUTER TVL-XL, extends the
working area by 340 mm, enabling larger test

For vertical and horizontal use

Precise measurement results

pieces to be measured. The traverse distance

High level of security at repeated measurements

Large base plate with high versatility of (spindle height from base plate) remains the
same: 230 mm. Overall dimensions WxDxH
35%x110x344 mm, Net weight approx. 2,8 kg,
can be retrofitted, SAUTER TVL-XL, € 330,

Digital length measuring device, measuring range

fastening objects

SAUTER TVL, TVL-XLS: Digital length meter
SAUTER LA (without interface) as standard
- Measuring range: max. 200 mm

- Readability: 0,01 mm

- Zero setting possible

Technical data
200 mm, readability 0,01 mm, details see page 49,
SAUTER LB 200-2, € 1140,-

Mounting the length measuring device LB onto a
SAUTER test stand at the factory,

SAUTER LB-A02, € 210,-

Data transfer software with graphic display of the

- Base plate with threaded hole Mé
- Travel distance per knob rotation

- Pre-length can be set manually

NEW: SAUTER TVL-0O, Manual test bench
without SAUTER LA length measuring device
NEW: SAUTER TVL-E, Test bench for
force-measuring devices with an external

(stroke per one turn):
SAUTER TVL-XLS, TVL, TVL-O: 3 mm
SAUTER TVL-E: 2 mm

measurement process, force-time,

SAUTER AFH FAST, € 115,-
Force-displacement only in combination with
SAUTER LB, SAUTER AFH FD, € 710,-

measuring cell
SAUTER TVL-O, TVL-E:
As an option, the SAUTER LB length measuring

device (with interface) can be fitted, see Accessories

SAUTER TVL, TVL-XLS, TVL-O:

Suitable for all SAUTER force measuring devices
with internal measuring cell up to 1000 N

(not included in delivery)

STANDARD

Save with our practical bundles of test stand,
force gauge and matching clamps, e.g.
SAUTER TVL 500FHS71, consisting of:

- 1x TVL

- 1x FH 500 (Details see page 14)

- 2x AE 500 (Details see page 43)

o N ~

‘;DAV° You can find our bundles on page 28/29

TVL,

TVL-XLS

Model Measuring Maximum Length measuring device Dimensions Net Price
range travel at delivery weight  excl. of VAT
[Max] distance WxDxH approx.  ex works

SAUTER N mm mm kg €

TVL-XLS 500 230 Length measuring device with displa 200%300x800 12 760,-

TVL 1000 230 & & pay 151x234x465 9 450,

TVL-O = 1000 230 Length measuring device with display and data interface 151x234%465 9 290,-

TVL-E [ 2000 290 (optional) 154x240%x550 9 610 -

[ New model
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Manual Test Stand SAUTER TVP - TVP-L

SAUTER TVP

Manual test stands for compressive force measurements,

SAUTER TVP-L

also with digital length measurement

Features

- Provides quick and consistent testing
- High level of security at repeated measurements
- Provides maximum versatility and precise
measuring results
- Slide construction for distance measurement
- Large base plate with high versatility of
fastening objects
- Suitable for all SAUTER force gauges up to 500 N
(not included in delivery)
- SAUTER TVP-L: Digital length meter
- Measuring range: 100 mm
- Readability: 0,01 mm
- Zero setting possible
- Pre-length can be set manually

STANDARD

<ol
FASFMOVE 1 DAY
TVP-L

Technical data

- Maximum work zone: 315 mm

- Maximum stroke length: 78 mm

- Base plate with threaded hole M6

- Overall dimensions WxDxH 150x233x420 mm
- Net weight approx. 11 kg

Accessories

- Digital length measuring device, measuring range
200 mm, readability 0,01 mm, details see page 49,
SAUTER LB 200-2, € 1140,-

- Mounting the length measuring device LB onto a
SAUTER test stand at the factory,

SAUTER LB-A02, € 210,-

- Data transfer software with graphic display of
the measurement process, force-time,
SAUTER AFH FAST, € 115,-
Force-displacement only in combination with
SAUTER LB, SAUTER AFH FD, € 710,-

Model Measuring range Price
excl. of VAT
[Max] ex works
SAUTER N €
TVP 500 305,-
TVP-L 500 440,
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Force-Measuring Bundle Range SAUTER S71

The practical all-in-one package for rapid, simple testing

FH 500871

- All-in-One: Digital force-measuring device incl. clamp

- For rapid, simple testing of forces up to 500 N

- Assembly and configuration of the parts is not required and therefore
saves time and effort

- For tensile force and compressive force testing

Accessories

- Data transfer software with graphic display of the measurement process,
force-time, SAUTER AFH FAST, € 115,-

STANDARD

T

VL 500FHS71

All-in-One: test stand with digital force-measuring device and 2 clamps

For manual testing with a pitch of 3 mm/rotation and for forces up to 500 N
Assembly and configuration of the parts is not required and therefore saves
time and effort

For tensile force and compressive force testing

Accessories

Digital length measuring device, measuring range 200 mm, readability
0,01 mm, details see page 51, SAUTER LB 200-2, € 1140,~

Mounting the length measuring device LB onto a SAUTER test stand at the
factory, SAUTER LB-A02, € 210,

Data transfer software with graphic display of the measurement process,
force-time, SAUTER AFH FAST, € 115,

Force-displacement only in combination with SAUTER LB,

SAUTER AFH FD, € 710,-

Mé‘%l@—ﬂ&«

o= 0 2 =
TVL

OPTION
=5
o0 ’I'
+4DAYS

RS 232 | |STATISTIC| | TOL ACCU | | 230V | 1DAY SWITCH| |SOFTWARE +4DAYS
Model Measuring Readout Scope of Price Option DAKKS Calibration Certificate
range supplies excl. of VAT Tensile force Compressive force Tensile/Compressive force
[Max] [d] exworks  DAKKS DAKKS DAKKS
SAUTER N N € KERN € KERN € KERN €
1x FH 500
FH 500S71 500 0,1 1x AE 500 710,- 963-161 178,- 963-261 178,- 963-361 325,-
1x TVL
TVL 500FHS71 500 0,1 1x FH 500 1380,- 963-161 178,- 963-261 178,- 963-361 325,-
2x AE 500
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Force-Measuring Bundle Range SAUTER S71

The practical all-in-one package for rapid, simple testing

Features Accessories
- All-in-One: test stand with digital force-measuring device and 2 clamps - Data transfer software with graphic display of the measurement process,
- For precise, manual testing through a pitch of 2 mm/rotation force-time, SAUTER AFH FAST, € 115,

- Assembly and configuration of the parts is not required and therefore
saves time and effort

- For tensile force and compressive force testing

STANDARD OPTION
o =l e e o6 IS e L M O Mi-
MEMORY | | RS 232 | |STATISTIC| | TOL ACCU | | 230V | 1DAY SWITCH| |SOFTWARE| [+4DAYS| [+4DAYS
Model Measuring Readout Scope of Price Option DAKkS Calibration Certificate
range supplies excl. of VAT Tensile force Compressive force Tensile/Compressive force
[Max] [d] exworks  DAKKS DAKKS DAKKS
SAUTER N N KERN € KERN € KERN €
1x TVL
TVL 100FHS71 100 0,05 1x FH 100 1480, 963-161 178,- 963-261 178,- 963-361 325,-
2x AE 500
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Motorised Horizontal Test Stand SAUTER THM-N

Speed Control

Motorised test bench with digital display for horizontal force measurement where the
highest standards are required

Features

Easy to use

Efficient working

Robust design and heavy duty metal construction
Linear adjustable jaw vice. The clamping vice

can be locked and finely adjusted sidewards and
up/down using the setting wheel

Repeat function for fatigue tests

Digital speed display to read the traverse rate
straightaway

Premium operating panel:

- Digital speed display

- Digital repeat function display

- Control of the test stand using PC software
SAUTER AFH

STANDARD

OXy Wy

ELECTRO| 2 DAYS

- B Figure shows the premium operating panel of
SAUTER THM 500N500N

- Solid and versatile fixing options of SAUTER force
measuring devices, see Accessories Page 39

- Suitable for all SAUTER force gauges up to 500 N
(not included in delivery)

Technical data

- Minimum distance between left and right object
fastening: 30 mm

- Maximum travel distance: 220 mm (protected by
electronic end switches)

- Overall dimensions WxDxH 550x170x345 mm

- Net weight approx. 34 kg

Model Measuring range Speed range Motor Price
excl. of VAT
[Max] [Max] ex works
SAUTER N mm,/min €
THM 500N500N* 500 50 - 500 Electric motor 2790,-

I * ONLY WHILE STOCKS LAST
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Motorised Vertical Test Stand SAUTER TVO

Robust premium test stand for laboratory applications

Features

- Motorised test stand for tension/compression
force testing

- Table-top design for comfortable operation

- Robust design for durable use

- Easy-to-access safety switch-off

- Upper and lower end point of the traverse
distance can be set individually

- Automatic or manual operation mode

- [l Suitable for all SAUTER force gauges up to
500 N, e.g. SAUTER FH-S, for details see page 14
(not included in delivery)

STANDARD OPTION

OC) I

ELECTRO| 2 DAYS SCALE | |SOFTWARE

Technical data

- Maximum tensile and compressive force: 500 N
- Speed accuracy: 2% of [Max]

- Overall dimensions WxDxH 570x428x236 mm
- Net weight approx. 28 kg

Accessories

Digital length measuring device, measuring range
300 mm, readability 0,01 mm, details see page 49,
SAUTER LB 300-2, € 1250,-

Mounting the length measuring device LB onto a
SAUTER test stand at the factory,

SAUTER LB-A02, € 210,-

Data transfer software with graphic display of the

measurement process, force-time,

SAUTER AFH FAST, € 115,-
Force-displacement only in combination with
SAUTER LB, SAUTER AFH FD, € 710,-

Model Measuring range Speed range Maximum travel distance Price
excl. of VAT
[Max] [Max] ex works
SAUTER N mm/min mm €
TVO 500N300 500 15 - 300 270 2480,-

www.sauter.eu - Order Hotline +49 7433 9933-0
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Motorised Vertical Test Stand SAUTER TVO-S - TVO-LD
PREMIUM

Fhok

Motorised test stand incl. length measuring

system LD

Premium test stand in table-top version - with precise step motor -

now also available as a set

Solid and flexible fixing options for many clamps and A wide range of application possibilities because of Interface for data transmission from the
its large travelling distance SAUTER FH measuring device and for controlling
the test stand with SAUTER AFH software

accessories from the SAUTER product range, see

Accessories

www.sauter.eu - Order Hotline +49 7433 9933-0
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Motorised Vertical Test Stand SAUTER TVO-S - TVO-LD

Features

- Motorised test stand for tension/compression
force testing
« NEW: Now also available as a practical set
TVO-LD for force-displacement-measurements
in laboratory and industry
- Set TVO-LD: Five in one - motorised test stand,
length measuring system LD, interface cable,
data transfer software AFH LD, interface
converter AFH 12 and mounting
- Stepper motor for greatest ease of use
- for constant speed from the smallest to the
maximum load
- allows testing at minimum speed and full load
- for higher positioning accuracy. Precise starting
and stopping, without overrun, even at
high speeds
- precise adjustment of the displacement speed
using the information shown on the display
- Automatic or manual operation mode

STANDARD OPTION

- 0N =5

SCALE | |SOFTWARE| |STEPPER| 2 DAYS SOFTWARE

- [l Premium operating panel:

- Digital speed display

- Digital repeat function display

- Control of the test stand using PC software
SAUTER AFH

Table-top design for comfortable operation

Robust construction

Set TVO-LD: with linear potentiometer for length
measurement to create force-displacement
diagrams on PC, maximum measuring range
300 mm / 500 mm / 700 mm, readability

0,01 mm, measuring accuracy 0.5 % of [Max],
USB-A cable 1,5 m, high data acquisition speed
Set TVO-LD: Data Transfer Software

SAUTER AFH LD included with the delivery
Fixation of SAUTER force measuring devices

up to 2 kN possible

Technical data

- Speed accuracy: 0,5 % of [Max]
- Positioning accuracy when shutting down:

+ 0,05 mm

Accessories

- Only TVO-S: Data transfer software with graphic

display of the measurement process, force-time,
SAUTER AFH FAST, € 115~

- B Holder for force gauges with external measur-

ing cell on test stands, for comfortable reading of
the measured value, SAUTER TVO-A01, € 125,

- Force gauges see page 12 et seq., clamps and

other accessories see page 39 et seq.

TVO-LD  TVO-LD VO
Model Measuring range Speed range Maximum travel distance Price
excl. of VAT

[Max] [Max] ex works

SAUTER N mm/min mm €

TVO 500N500S 500 1-500 270 3950,-

TVO 1000N500S 1000 1-500 500 4090,-

TVO 2000N500S 2000 1-500 700 5800,-

Sets incl. test stand, length measuring system, interface cable, software AFH LD, assembly:

TVO 500N500S8-LD [ 500 1-500 270 5050,-

TVO 1000N5008-LD [ 1000 1-500 500 5250,-

TVO 2000N500S8-LD [ 2000 1-500 700 6980,-

& New model

www.sauter.eu - Order Hotline +49 7433 9933-0 Force Measurement 33




Motorised Vertical Test Stand SAUTER TVM-N - TVM-NL - TVM-LB

Motorised test stand incl.
length measuring device LB

Test stand with electric motor for standard measurements -

now also available as a set
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Premium operating panel

- Digital speed display

- Digital repeat function

34

Force Measurement

Control of the test stand using PC software

SAUTER AFH

Solid and flexible fixing options for many clamps
and accessories from the SAUTER product range,
see Accessories
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Motorised Vertical Test Stand SAUTER TVM-N - TVM-NL - TVM-LB

1l

A saures
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|/ 1l

Features

Motorised test stand for tension/compression
force testing

NEW: Now also available as a practical set for
force-displacement-measurements in laboratory
and industry

Set TVM-LB: Five in one - motorised test stand,
digital length measuring device LB, interface
cable, data transfer software AFH FD, two
interface converters AFH 12 and mounting

Force controlled automatic switchoff, teststop
after achieving an adjusted limit load, only in
connection with a SAUTER FH force gauge

Maximum displacement protected by electronic
end switches

SAUTER LA length measuring device as standard,
to read the travel distance with a readability of
0,01 mm (only for TVM)

Particularly flexible mounting options for

variable force measuring devices, such as,

SAUTER FC, FH, FK, FL:

- | Direct mounting of measuring devices with
internal load cell up to a measuring range of
500 N (only for TVM 5000N230N)

- B Direct mounting of the external load cell on
the traverse, starting with 1000 N measurement
range and higher

- B Holder for force measuring devices of the
SAUTER FH range with external load cell

Set TVM-LB: With digital length measuring device

LB for creating force-displacement diagrams

on the PC, maximum measuring range 300 mm,
readability 0,01 mm, for details see page 49

STANDARD OPTION

- Oy g

SCALE | |SOFTWARE| (ELECTRO| 2 DAYS SOFTWARE:

Technical data

- Maximum travel distance: 210 mm

- Speed accuracy: 3 % of [Max]

Accessories

« Only TVM: Data transfer software with graphic
display of the measurement process, force-time,
SAUTER AFH FAST, € 115,-

- Bl Holder for force measuring devices of the
SAUTER FH range with external load cell,
SAUTER TVM-A01, € 95,-

- Force gauges see page 11 et seq., clamps and
other accessories see page 39 et seq.

TVM-LB VM
Model Measuring range Speed range Length of columns Price
excl. of VAT

[Max] [Max] ex works

SAUTER N mm/min mm €

TVM 5000N230N 5000 10 - 230 635 2740,-

TVM 5000N230NL 5000 10 - 230 1135 3230,-

TVM 10KN120N 10000 30 - 120 1135 3770,-

TVM 20KN120N 20000 30 - 120 1135 5040,-

Sets incl. test stand, length measuring device, interface cable, software AFH FD, assembly:

TVM 5000N230N-LB [ 5000 10 - 230 635 4880,

TVM 5000N230NL-LB [ 5000 10 - 230 1135 5350,-

TVM 10KN120N-LB [ 10000 30 - 120 1135 5880,-

TVM 20KN120N-LB [ 20000 30 - 120 1135 7100,-

& New model

www.sauter.eu - Order Hotline +49 7433 9933-0 Force Measurement 35




Motorised Vertical Test Stand SAUTER TVS - TVS-LD

PREMIUM
2.0, 0.9
I
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Be -
g Motorised test stand incl.
length measuring system LD

Premium test stand with step motor for precise testing up to 50 kN -
now also available as a set
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Premium operating panel Control of the test stand using PC software Solid and flexible fixing options for many clamps
- Digital speed display for a direct reading of the SAUTER AFH and accessories from the SAUTER product range,

displacement speed
- Digital repeat function for long-term stress test

36 Force Measurement

see Accessories

www.sauter.eu - Order Hotline +49 7433 9933-0



Motorised Vertical Test Stand SAUTER TVS - TVS-LD
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Features

Motorised test stand for tension/compression
force testing

NEW: Now also available as a practical set TVS-LD
for force-displacement-measurements in
laboratory and industry

Set TVS-LD: Five in one - premium motorised test
stand, length measuring system LD, interface
cable, data transfer software AFH LD, interface
converter AFH 12 and mounting

Stepper motor for greatest ease of use

- for constant speed from the smallest to the
maximum load

- allows testing at minimum speed and full load

- for higher positioning accuracy. Precise starting
and stopping, without overrun, even at high
speeds

- precise adjustment of the displacement speed
using the information shown on the display

Maximum displacement protected by electronic
end switches

Large working area by means of long guide
columns as standard, which allows a wide
range of fixing options

Only TVS: SAUTER LA length measuring device
as standard, to read the travel distance with a

readability of 0,01 mm

STANDARD OPTION

<5 OLy .5

SCALE | |SOFTWARE| |STEPPER| 2 DAYS SOFTWARE!

- Set TVS-LD: with linear potentiometer for length
measurement to create force-displacement
diagrams on PC, maximum measuring range

300 mm, readability 0,01 mm, measuring
accuracy 0,5 % of [Max], USB-A cable 1,5 m,

high data acquisition speed

Set TVS-LD: Data Transfer Software

SAUTER AFH LD included with the delivery
Particularly flexible mounting options for variable

force measuring devices, such as, for example,

SAUTER FC, FH, FK, FL:

- | Direct mounting of measuring devices with
internal load cell up to a measuring range of
500 N (only for TVS 5000N240)

- B Direct mounting of the external load cell on
the traverse, starting with 1000 N measurement
range and higher

- B Holder for force measuring devices of the
SAUTER FH range with external load cell

Technical data

- Maximum travel distance: 210 mm

- Speed accuracy: 1% of [Max]

- Positioning accuracy when shutting down:

+ 0,05 mm

Accessories

- Only TVS: Data transfer software with graphic

display of the measurement process, force-time,

SAUTER AFH FAST, € 115,-

- B Holder for force measuring devices of the
SAUTER FH range with external load cell,

SAUTER TVM-A01, € 95,-

- Force gauges see page 11 et seq., clamps and

other accessories see page 39 et seq.

TVS-LD TVS
Model Measuring range Speed range Length of columns Price
excl. of VAT

[Max] [Max] ex works

SAUTER N mm/min mm €

TVS 5000N240 5000 1-240 1135 5650,-

TVS 10KN100 10000 1-200 1135 7200,-

TVS 20KN100 20000 1-70 1135 7300,-

TVS 50KN80 50000 1-70 1135 10400,-

Sets incl. test stand, length measuring system, interface cable, software AFH LD, assembly:

TVS 5000N240-LD [ 5000 1-240 1135 6590,-

TVS 10KN100-LD = 10000 1-200 1135 8150,-

TVS 20KN100-LD = 20000 1-70 1135 8250,-

TVS 50KN80-LD = 50000 1-70 1135 11290,-

[ New model
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Spring Tester SAUTER SD-M

~

o
AADS

%)

Manual test stand for tensile and compressive testing of springs,

medium version up to 500 N

Features Technical data

- Spring tester for tension and compression tests

- Measuring device integrated in housing - Maximum stroke length: 100 mm

. Integrated thermal printer - Maximum work zone: 100 mm

- Digital length measuring unit SAUTER LA - Overall dimensions WxDxH 235x300%620 mm
as standard: - Net weight approx. 22 kg

- Manual zero adjustment possible

- Pre-length can be set manually

- Readability: 0,01 mm

10 memories to print out the results or to

calculate average values
Measuring with tolerance range (limit-setting

function): Upper and lower limit adjustable,
in pull and push direction. The process is
supported by an audible and visual signal

Peak load display (peak hold)
- Selectable measuring units: N, Ibf, kgf

- Measuring precision: 0,5 % of [Max]

STANDARD OPTION

TR < = S0 IR I SO
| PEAK | STATISTIC| | PRINT TOL | | ZERO | FASTMOVE 2 DAYS +4DAYS
Model Measuring range Readability Price Option

excl. of VAT Factory calibration certificate
[Max] [d] ex works

SAUTER N N € KERN £
SD 50N 100 50 0,01 2520,- 961-2610 189,-
SD 100N 100 100 0,02 2520, 961-2610 189,-
SD 200N 100 200 0,05 2330, 961-2610 189,-
SD 500N 100 500 0,1 2520, 961-2610 189,-

I ONLY WHILE STOCKS LAST
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For Tension Tests <500 N For Tension Tests < 5000 N

% Long clamp AC 17R Flat jaw attachment AC O3R
thi—i‘:é | fortension and rupture tests up to 500 N, €79,- for tension tests up to 5 kN €76,-
clamping width: 3 mm, thread: Mé 1 piece ! (e.g. textile, paper etc.), 1 piece
AC 17 clamping width: 4 mm, thread: M6 AC 03
€135,- €151,-
2 pieces 2 pieces
Parallel jaw grip AC 12R
Angle bracket ACOITR for tension and rupture tests up to 5 kN, €50,-
for tension and rupture tests up to 500 N €72,- e clamping width: 5 mm, thread: M10 1 piece
(e.g. for cable tests), 1 piece AC 12
clamping width: 22 mm, thread: Mé AC 01 €95.—
’
€138, 2 pieces
2 pieces
p High capacity small clamp AC 16R*
Fine point clamp AC 14R @ for tension and rupture tests up to 5 kN, €79,
for tension and rupture tests up to 500 N, €39,- clamping width: 5 mm, thread: M10 1 piece
width 15 mm, clamping width: 4 mm, 1 piece AC 16*
thread: M6 AC 14 €151,-
€66,- 2 pieces
Z pieces ; ‘l 2 wide jaw grip attachment AC 18R
Li ﬁ‘ for tension and extraction tests up to 5 kN, € 85,-
Fine point clamp AC 22R ¢ .‘ jaw width 60 mm, clamping width: 33 mm, 1 piece
for tension and rupture tests up to 500 N, €79,- ' thread: M10 AC 18
width 22 mm, clamping width: 4 mm, 1 piece € 156,-
thread: M6 AC 22 2 pieces
€138, Rolling-clamp attachment AC 11R
2 pieces for tension and rupture tests up to 5 kN, €80,-
thread: M10 1 piece
Screw tension clamp AD 9001
for 100 N for laboratory tensile force €465,-
measurements, incl. jaws with pyramid grip, 1 piece Eccentric roll clamp AC 41+
clamping width: 4 mm, thread: M6 in particular for cable tests up to 5 kN, € 240,-
Further jaws on request 10%30 mm slotted hole, 1 piece
el clamping width: 9 mm
T ¢ Screw tension clamp AD 9005 Drum clamp AC 42
for 400 N for laboratory tensile force €370,- typically for cable connector extraction tests € 240,-
P measurements, incl. jaws with pyramid grip 1 piece up to 5 kN, for test objects with @ from 1 piece

1§ -
Hl with adapter structure for AD-system, 1,5 mm up to 8 mm, thread: M10

with Mé thread, clamping width: 8 mm Eee]

Further jaws on request Wedge tension clamp AD 9080

up to 5 kN, for tensile force tests, due to € 1660,-
the wedge shape of the clamp the specimen 1 piece
is clamped automatically with increasing

load, clamping width up to 10 mm, jaws with

pyramid grip fabald
Rope and thread tension clamp AD 9120
up to 1 kN, Suitable for wires up to a €610,-
diameter of 2 mm, belts up to 7 mm width, 1 piece
incl. jaws with rubberised surface AR
Kk

I *ONLY WHILE STOCKS LAST
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For Tension Tests < 5000 N For Tension Tests > 5000 N

Rope and thread tension clamp AD 9121 v ) Belt tension clamp AD 9250
up to 5 kN, for clamping belts, ropes, €940,- “’ﬁ up to 10 kN, open at one end, €900,~
wires, etc. 1 piece > suitable for tensile force tests with 1 piece
Suitable for wires up to a diameter of 5 mm, 0 belts or any other soft, flexible, flat
belts up to 8 mm. Jaws with pyramid grip materials with a maximum sample
T % thickness of 2,5 mm a test object PREMIUM
) width up to 22 mm
‘ ’
—
Roller tension clamp AD 9205
V. / up to 1 kN, can clamp on one side and €500,- Belt tension clamp AD 9255
eccentrically. Suitable for tensile force 1 piece up to 20 kN, suitable for tensile force tests €1170,-
tests with belts or any other soft, flexible, with belts or any other soft, 1 piece

flexible, flat materials with a maximum

flat material with a maximum sample —

thickness of 7 mm, incl. rollers with sample thickness of 2,5 mm a test object PREMIM
pyramid grip, the opposite clamping width up to 80 mm A
surface is smooth.
Suitable for test objects up to 50 mm width

Wedge tension clamp AD 9090
Roller tension clamp AD 9207 up to 10kN, for tensile force tests, due to the € 1970,

up to 5 kN, can clamp on one side and €710,- wedge shape of the clamp the specimen s 1 piece

i i i 1 piece i ithi i
eccentrically. Suitable for tensile force tests p clamped automatically with increasing load,

with belts or any other soft, flexible, flat clamping width up to 10 mm, incl. jaws with
Kok

material with a maximum sample thickness

. . o pyramid grip
of 7 mm, incl. rollers with pyramid grip, Further jaws on request
the opposite clamping surface is smooth. DA
Suitable for test objects up to 50 mm width
Wedge tension clamp AD 9095

up to 20kN, for tensile force tests, due to the € 2230,-
wedge shape of the clamp the specimen is 1 piece
clamped automatically with increasing load,

clamping width up to 13 mm, incl. jaws with

pyramid grlp PREMIUM|
Further jaws on request A

Wedge tension clamp AD 9096
up to 50kN, for tensile force tests, due to the € 3280,-
wedge shape of the clamp the specimen is 1 piece
clamped automatically with increasing load,

clamping width up to 13 mm, incl. jaws with [
pyramid grip lalatal
Further jaws on request

Tip

Have you not found the right fastener? We are happy to

manufacture individual fastening options according to
your specifications, for all details see page 24
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For Compression Tests > 500 N

For Tension and Compression Tests

f%

-

Concave force sensor AC 45
with optimised radius for th