
 
 
 
 

 
Round Conductor Flat Round Shielded Jacketed  Round Shielded Jacketed  Round Shielded Jacketed Round Shielded Jacketed 
Cable, High Flex Life Discrete Wire Cable Discrete Wire Cable Discrete Wire Cable Discrete Wire Cable

1.27 (.050)    
3319 3600B 3644B 3647B KU-C-KMPVV
- 100 million flex cycles at - Twisted pairs - Twisted pairs - Twisted pairs - Twisted pairs 
   22 mm [ 0.87" ] bended radius - Dual shielding - Dual shielding - Dual shielding - Reduced crosstalk 
- Zippable - 35 dB average shielding - 35 dB average shielding - 35 dB average shielding - Very flexible 
   effectiveness   effectiveness   effectiveness  
 - Reduced crosstalk - Reduced crosstalk - Reduced crosstalk  
 - CL2 listed for external use - Suitable for 100 Ohm balanced - Suitable for 100 Ohm balanced  
 -  Wire OD tailored for use   impedance applications   impedance applications  

with MDR   - CL2 listed for external use  - IEEE 1284 compliant  
  -  Wire OD tailored for use  - CL2 listed for external use 

with MDR  - Wire OD tailored for use with MDR 
28 AWG 28 AWG 28 AWG 28 AWG 28 AWG
Silver Plated Copper Alloy Tinned Copper Tinned Copper Tinned Copper Tinned Copper
19 x 0.079 (19x40) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36)
6 to 64 14 to 100 (7 to 50 Pairs) 14 to 100 (7 to 50 Pairs) 36 (18 Pairs) 14 to 100 (7 to 50 Pairs)
PVC PVC PO PO PVC
Black Color Coded Color Coded Color Coded Color Coded
 PVC PVC PVC PVC
 Beige (Black Optional) Beige (Black Optional) Beige Cream
 Aluminum Foil + Copper Braid Aluminum Foil + Copper Braid Aluminum Foil + Copper Braid Tinned Copper Braid
300 / <50 N.E.C. 725, CL2 / <50 N.E.C. 725, CL2 / <50 N.E.C. 725, CL2 / <50 30 / <50
-20    -20
+105 +75 +75 +75 +60
3 / -	 - / 3 - / 3  - / 3 - / - 
VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 VW-1
3	 3 3 3 3
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Round Conductor Round Conductor Round Shielded Jacketed Round Shielded Jacketed PVC Shielded  
Flat Cable Flat Cable Discrete Wire Cable Discrete Wire Cable Jacket 
Halogen Free

3.96 (.156) 3.96 (.156)   
3391 8132 3750 3560 3617
- For higher current applications - For higher current applications - Twisted pairs - Twisted pairs - 3 sizes available 
- Zippable - Zippable - Dual shielding - Dual shielding - PVC insulation provides 
  - 35 dB average shielding - 35 dB average shielding   excellent protection for 
    effectiveness    effectiveness   external wiring applications 
  - Reduced crosstalk - Reduced crosstalk - Polyester leader for easy 
  - For higher current applications - For higher current applications   pull-through of cable, expanded 
  - Suitable for 50 Ohm unbalanced - CL2 listed for external use   copper shield for flexibility 
    and 100 Ohm balanced - AWM listed for internal use   and easy termination 
    impedance applications  - 20 dB average shielding 
  - CL2 listed for external use    effectiveness 
  - AWM listed for internal use 
22 AWG 18 AWG 26 AWG 26 AWG
Tinned Copper Tinned Copper Tinned Copper Tinned Copper 
7 x 0.254 (7x30) 19 x 0.254 (19x30) 7 x 0.160 (7x34) Solid
4 to 22 4 to 24 10 to 64 (5 to 32 Pairs) 10 to 64 (5 to 32 Pairs)
PVC PVC PVC PVC PVC
10 Color Repeat Dark Gray Wires Color Coded Color Coded Black
  PVC PVC 
  Gray Gray 
  Aluminum Foil + Copper Braid Aluminum Foil + Copper Braid Expanded Copper
600 / <50 300 / <50 300 / <50 300 / <50
-20 -20 -20 -20 -20
+80 +105 +80 (AWM) 75 (CL2) +80 (AWM) 75 (CL2) +80
3 / - 3 / -  3 / 3	 3 / 3	 Not applicable
 VW-1 / FT1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1  VW-1 / FT1
3 3 3	 3			 3

TS-0079 TS-0057 TS-0072 TS-0672 TS-0061

9.52 mm
[ 3/8" ]

12.70 mm
[ 1/2" ]

5.86 mm
[ 5/8" ]

19.0 mm
[ 3/4" ]

22.2 mm
[ 7/8" ]

25.4 mm
[ 1" ]

28.575 mm
[ 1 1/8" ]

 Individual Strands     Overall Conductor Construction
AWG Number Outside Diameter Outside Diameter Cross Section

mm / inch mm / inch 2mm  / Circ. Mils

22 1 0.643 / 0.0253 0.64 / 0.0253 0.326 / 640

22 7 0.254 / 0.0100 0.78 / 0.0300 0.355 / 700

22 19 0.160 / 0.0063 0.81 / 0.0320 0.382 / 750

24 1 0.510 / 0.0201 0.51 / 0.0201 0.205 / 404

24 7 0.203 / 0.0080 0.61 / 0.0240 0.227 / 448

24 19 0.127 / 0.0050 0.64 / 0.0250 0.241 / 475

26 1 0.404 / 0.0159 0.40 / 0.0159 0.128 / 253

26 7 0.160 / 0.0063 0.48 / 0.0190 0.141 / 275

26 19 0.102 / 0.0040 0.51 / 0.0200 0.149 / 304

28 1 0.320 / 0.0126 0.32 / 0.0126 0.080 / 124

28 7 0.127 / 0.0050 0.38 / 0.0150 0.089 / 175

28 19 0.080 / 0.0031 0.40 / 0.0160 0.092 / 201

30 1 0.250 / 0.0100 0.25 / 0.0100 0.050 / 100

30 7 0.102 / 0.0040 0.30 / 0.0120 0.057 / 112

3M Interconnect Products

and Accessories
Cables

Selection Guide

Each of the three cables represented in this chart consists of 28 AWG 

stranded conductors on 1.27 mm [ .050" ] wire spacing.

3M™ Round Conductor Flat Cable 3365 represents conductors that  

consist of seven strands, in which each of the strands are 36 AWG  

tinned soft copper.

3M™ Round Conductor Flat Cable, Medium Flex Life 3539 represents  

conductors that consist of 19 strands, in which each of the strands are  

40 AWG tinned soft copper.

3M™ Round Conductor Flat Cable, High Flex Life 3319 represents  

conductors that consist of 19 strands, in which each of the strands are  

40 AWG silver plated high-strength copper alloy.

The “Rolling Flex Test” flexed the cable 180° around a  

radius closely resembling typical usage, as represented in 

the illustration at right.

For more details, download tech sheet TS-0732.

Cable Flex Cycles Accessories

3M™ High Flex Life Braided Shield 

The construction of woven conductors consisting of  

tinned-copper foil spirally wound over glass fibers allows  

up to 50 million flex cycles at 3.81 cm [ 1.5" ] radius.  

Available from 5 mm up to 37 mm [ 0.2" up to 1.5" ].

3M™ Cable Clamp 

The 3M Cable Clamp 3484 facilitates cable routing  

by clamping and retaining up to six layers of flat cable.  

Available with or without adhesive backing. 

For more details, download  

tech      sheet TS-0260.

AWG Conversion Table

3M™ Cable Assemblies
Contact your 3M sales representative.

3M™ Flat Ribbon Cable Cutter 
The 3M Flat Ribbon Cable Cutter 3382 with toggle  

lever cuts cables up to 81.5 mm [ 3.2" ] width  

without conductor deformation. The cutting  

anvil with wire guide assures a  

square cut.

3M™ Shielding Tapes 

3M offers a variety of different shielding tapes for  

grounding and shielding. Various copper, aluminum or  

fabric tapes with conductive adhesives are available.

For more details, download tech sheet TS-0713.

3M™ Heat Shrink Tubing 

3M Heat Shrink Tubing offers an outstanding balance  

of electrical, physical and chemical properties  

for a wide variety of applications.

For more  

details, contact  

your 3M sales  

representative.

Flex Radius = 25.4 mm [ 1.0" ] Flex Diameter = 50.8 mm [ 2.0" ]

Cable

139.7 mm [ 5.5" ]

Electronic Solutions Division 
Interconnect Products 
6801 River Place Blvd.
Austin, TX 78726-9000
800/225-5373
Fax 800/325-5329
www.3M.com/interconnects

Please recycle. Printed in USA.
© 3M 2008. All rights reserved.
80-4000-1967-7 (090810) K/RRD

3M is a trademark of 3M Company.

Important Notice 
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associated with such use.
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3M product or refund the purchase price of the 3M product. Except where prohibited by law, 3M will not be liable for any loss or damage 
arising from this 3M product, whether direct, indirect, special, incidental or consequential regardless of the legal theory asserted. 
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Round Conductor Flat Round Shielded Jacketed  Round Shielded Jacketed  Round Shielded Jacketed Round Shielded Jacketed 
Cable, High Flex Life Discrete Wire Cable Discrete Wire Cable Discrete Wire Cable Discrete Wire Cable

1.27 (.050)    
3319 3600B 3644B 3647B KU-C-KMPVV
- 100 million flex cycles at - Twisted pairs - Twisted pairs - Twisted pairs - Twisted pairs 
   22 mm [ 0.87" ] bended radius - Dual shielding - Dual shielding - Dual shielding - Reduced crosstalk 
- Zippable - 35 dB average shielding - 35 dB average shielding - 35 dB average shielding - Very flexible 
   effectiveness   effectiveness   effectiveness  
 - Reduced crosstalk - Reduced crosstalk - Reduced crosstalk  
 - CL2 listed for external use - Suitable for 100 Ohm balanced - Suitable for 100 Ohm balanced  
 -  Wire OD tailored for use   impedance applications   impedance applications  

with MDR   - CL2 listed for external use  - IEEE 1284 compliant  
  -  Wire OD tailored for use  - CL2 listed for external use 

with MDR  - Wire OD tailored for use with MDR 
28 AWG 28 AWG 28 AWG 28 AWG 28 AWG
Silver Plated Copper Alloy Tinned Copper Tinned Copper Tinned Copper Tinned Copper
19 x 0.079 (19x40) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36)
6 to 64 14 to 100 (7 to 50 Pairs) 14 to 100 (7 to 50 Pairs) 36 (18 Pairs) 14 to 100 (7 to 50 Pairs)
PVC PVC PO PO PVC
Black Color Coded Color Coded Color Coded Color Coded
 PVC PVC PVC PVC
 Beige (Black Optional) Beige (Black Optional) Beige Cream
 Aluminum Foil + Copper Braid Aluminum Foil + Copper Braid Aluminum Foil + Copper Braid Tinned Copper Braid
300 / <50 N.E.C. 725, CL2 / <50 N.E.C. 725, CL2 / <50 N.E.C. 725, CL2 / <50 30 / <50
-20    -20
+105 +75 +75 +75 +60
3 / -	 - / 3 - / 3  - / 3 - / - 
VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 VW-1
3	 3 3 3 3
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Round Conductor Round Conductor Round Shielded Jacketed Round Shielded Jacketed PVC Shielded  
Flat Cable Flat Cable Discrete Wire Cable Discrete Wire Cable Jacket 
Halogen Free

3.96 (.156) 3.96 (.156)   
3391 8132 3750 3560 3617
- For higher current applications - For higher current applications - Twisted pairs - Twisted pairs - 3 sizes available 
- Zippable - Zippable - Dual shielding - Dual shielding - PVC insulation provides 
  - 35 dB average shielding - 35 dB average shielding   excellent protection for 
    effectiveness    effectiveness   external wiring applications 
  - Reduced crosstalk - Reduced crosstalk - Polyester leader for easy 
  - For higher current applications - For higher current applications   pull-through of cable, expanded 
  - Suitable for 50 Ohm unbalanced - CL2 listed for external use   copper shield for flexibility 
    and 100 Ohm balanced - AWM listed for internal use   and easy termination 
    impedance applications  - 20 dB average shielding 
  - CL2 listed for external use    effectiveness 
  - AWM listed for internal use 
22 AWG 18 AWG 26 AWG 26 AWG
Tinned Copper Tinned Copper Tinned Copper Tinned Copper 
7 x 0.254 (7x30) 19 x 0.254 (19x30) 7 x 0.160 (7x34) Solid
4 to 22 4 to 24 10 to 64 (5 to 32 Pairs) 10 to 64 (5 to 32 Pairs)
PVC PVC PVC PVC PVC
10 Color Repeat Dark Gray Wires Color Coded Color Coded Black
  PVC PVC 
  Gray Gray 
  Aluminum Foil + Copper Braid Aluminum Foil + Copper Braid Expanded Copper
600 / <50 300 / <50 300 / <50 300 / <50
-20 -20 -20 -20 -20
+80 +105 +80 (AWM) 75 (CL2) +80 (AWM) 75 (CL2) +80
3 / - 3 / -  3 / 3	 3 / 3	 Not applicable
 VW-1 / FT1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1  VW-1 / FT1
3 3 3	 3			 3

TS-0079 TS-0057 TS-0072 TS-0672 TS-0061

9.52 mm
[ 3/8" ]

12.70 mm
[ 1/2" ]

5.86 mm
[ 5/8" ]

19.0 mm
[ 3/4" ]

22.2 mm
[ 7/8" ]

25.4 mm
[ 1" ]

28.575 mm
[ 1 1/8" ]

 Individual Strands     Overall Conductor Construction
AWG Number Outside Diameter Outside Diameter Cross Section

mm / inch mm / inch 2mm  / Circ. Mils

22 1 0.643 / 0.0253 0.64 / 0.0253 0.326 / 640

22 7 0.254 / 0.0100 0.78 / 0.0300 0.355 / 700

22 19 0.160 / 0.0063 0.81 / 0.0320 0.382 / 750

24 1 0.510 / 0.0201 0.51 / 0.0201 0.205 / 404

24 7 0.203 / 0.0080 0.61 / 0.0240 0.227 / 448

24 19 0.127 / 0.0050 0.64 / 0.0250 0.241 / 475

26 1 0.404 / 0.0159 0.40 / 0.0159 0.128 / 253

26 7 0.160 / 0.0063 0.48 / 0.0190 0.141 / 275

26 19 0.102 / 0.0040 0.51 / 0.0200 0.149 / 304

28 1 0.320 / 0.0126 0.32 / 0.0126 0.080 / 124

28 7 0.127 / 0.0050 0.38 / 0.0150 0.089 / 175

28 19 0.080 / 0.0031 0.40 / 0.0160 0.092 / 201

30 1 0.250 / 0.0100 0.25 / 0.0100 0.050 / 100

30 7 0.102 / 0.0040 0.30 / 0.0120 0.057 / 112

3M Interconnect Products

and Accessories
Cables

Selection Guide

Each of the three cables represented in this chart consists of 28 AWG 

stranded conductors on 1.27 mm [ .050" ] wire spacing.

3M™ Round Conductor Flat Cable 3365 represents conductors that  

consist of seven strands, in which each of the strands are 36 AWG  

tinned soft copper.

3M™ Round Conductor Flat Cable, Medium Flex Life 3539 represents  

conductors that consist of 19 strands, in which each of the strands are  

40 AWG tinned soft copper.

3M™ Round Conductor Flat Cable, High Flex Life 3319 represents  

conductors that consist of 19 strands, in which each of the strands are  

40 AWG silver plated high-strength copper alloy.

The “Rolling Flex Test” flexed the cable 180° around a  

radius closely resembling typical usage, as represented in 

the illustration at right.

For more details, download tech sheet TS-0732.

Cable Flex Cycles Accessories

3M™ High Flex Life Braided Shield 

The construction of woven conductors consisting of  

tinned-copper foil spirally wound over glass fibers allows  

up to 50 million flex cycles at 3.81 cm [ 1.5" ] radius.  

Available from 5 mm up to 37 mm [ 0.2" up to 1.5" ].

3M™ Cable Clamp 

The 3M Cable Clamp 3484 facilitates cable routing  

by clamping and retaining up to six layers of flat cable.  

Available with or without adhesive backing. 

For more details, download  

tech      sheet TS-0260.

AWG Conversion Table

3M™ Cable Assemblies
Contact your 3M sales representative.

3M™ Flat Ribbon Cable Cutter 
The 3M Flat Ribbon Cable Cutter 3382 with toggle  

lever cuts cables up to 81.5 mm [ 3.2" ] width  

without conductor deformation. The cutting  

anvil with wire guide assures a  

square cut.

3M™ Shielding Tapes 

3M offers a variety of different shielding tapes for  

grounding and shielding. Various copper, aluminum or  

fabric tapes with conductive adhesives are available.

For more details, download tech sheet TS-0713.

3M™ Heat Shrink Tubing 

3M Heat Shrink Tubing offers an outstanding balance  

of electrical, physical and chemical properties  

for a wide variety of applications.

For more  

details, contact  

your 3M sales  

representative.

Flex Radius = 25.4 mm [ 1.0" ] Flex Diameter = 50.8 mm [ 2.0" ]

Cable

139.7 mm [ 5.5" ]
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Round Conductor Flat Round Shielded Jacketed  Round Shielded Jacketed  Round Shielded Jacketed Round Shielded Jacketed 
Cable, High Flex Life Discrete Wire Cable Discrete Wire Cable Discrete Wire Cable Discrete Wire Cable

1.27 (.050)    
3319 3600B 3644B 3647B KU-C-KMPVV
- 100 million flex cycles at - Twisted pairs - Twisted pairs - Twisted pairs - Twisted pairs 
   22 mm [ 0.87" ] bended radius - Dual shielding - Dual shielding - Dual shielding - Reduced crosstalk 
- Zippable - 35 dB average shielding - 35 dB average shielding - 35 dB average shielding - Very flexible 
   effectiveness   effectiveness   effectiveness  
 - Reduced crosstalk - Reduced crosstalk - Reduced crosstalk  
 - CL2 listed for external use - Suitable for 100 Ohm balanced - Suitable for 100 Ohm balanced  
 -  Wire OD tailored for use   impedance applications   impedance applications  

with MDR   - CL2 listed for external use  - IEEE 1284 compliant  
  -  Wire OD tailored for use  - CL2 listed for external use 

with MDR  - Wire OD tailored for use with MDR 
28 AWG 28 AWG 28 AWG 28 AWG 28 AWG
Silver Plated Copper Alloy Tinned Copper Tinned Copper Tinned Copper Tinned Copper
19 x 0.079 (19x40) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36)
6 to 64 14 to 100 (7 to 50 Pairs) 14 to 100 (7 to 50 Pairs) 36 (18 Pairs) 14 to 100 (7 to 50 Pairs)
PVC PVC PO PO PVC
Black Color Coded Color Coded Color Coded Color Coded
 PVC PVC PVC PVC
 Beige (Black Optional) Beige (Black Optional) Beige Cream
 Aluminum Foil + Copper Braid Aluminum Foil + Copper Braid Aluminum Foil + Copper Braid Tinned Copper Braid
300 / <50 N.E.C. 725, CL2 / <50 N.E.C. 725, CL2 / <50 N.E.C. 725, CL2 / <50 30 / <50
-20    -20
+105 +75 +75 +75 +60
3 / -	 - / 3 - / 3  - / 3 - / - 
VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 VW-1
3	 3 3 3 3

TS-0059 TS-0388 TS-0826 TS-0582 TS-2272
 

 
 
 
 
   

Round Conductor Round Conductor Round Shielded Jacketed Round Shielded Jacketed PVC Shielded  
Flat Cable Flat Cable Discrete Wire Cable Discrete Wire Cable Jacket 
Halogen Free

3.96 (.156) 3.96 (.156)   
3391 8132 3750 3560 3617
- For higher current applications - For higher current applications - Twisted pairs - Twisted pairs - 3 sizes available 
- Zippable - Zippable - Dual shielding - Dual shielding - PVC insulation provides 
  - 35 dB average shielding - 35 dB average shielding   excellent protection for 
    effectiveness    effectiveness   external wiring applications 
  - Reduced crosstalk - Reduced crosstalk - Polyester leader for easy 
  - For higher current applications - For higher current applications   pull-through of cable, expanded 
  - Suitable for 50 Ohm unbalanced - CL2 listed for external use   copper shield for flexibility 
    and 100 Ohm balanced - AWM listed for internal use   and easy termination 
    impedance applications  - 20 dB average shielding 
  - CL2 listed for external use    effectiveness 
  - AWM listed for internal use 
22 AWG 18 AWG 26 AWG 26 AWG
Tinned Copper Tinned Copper Tinned Copper Tinned Copper 
7 x 0.254 (7x30) 19 x 0.254 (19x30) 7 x 0.160 (7x34) Solid
4 to 22 4 to 24 10 to 64 (5 to 32 Pairs) 10 to 64 (5 to 32 Pairs)
PVC PVC PVC PVC PVC
10 Color Repeat Dark Gray Wires Color Coded Color Coded Black
  PVC PVC 
  Gray Gray 
  Aluminum Foil + Copper Braid Aluminum Foil + Copper Braid Expanded Copper
600 / <50 300 / <50 300 / <50 300 / <50
-20 -20 -20 -20 -20
+80 +105 +80 (AWM) 75 (CL2) +80 (AWM) 75 (CL2) +80
3 / - 3 / -  3 / 3	 3 / 3	 Not applicable
 VW-1 / FT1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1  VW-1 / FT1
3 3 3	 3			 3

TS-0079 TS-0057 TS-0072 TS-0672 TS-0061

9.52 mm
[ 3/8" ]

12.70 mm
[ 1/2" ]

5.86 mm
[ 5/8" ]

19.0 mm
[ 3/4" ]

22.2 mm
[ 7/8" ]

25.4 mm
[ 1" ]

28.575 mm
[ 1 1/8" ]

 Individual Strands     Overall Conductor Construction
AWG Number Outside Diameter Outside Diameter Cross Section

mm / inch mm / inch 2mm  / Circ. Mils

22 1 0.643 / 0.0253 0.64 / 0.0253 0.326 / 640

22 7 0.254 / 0.0100 0.78 / 0.0300 0.355 / 700

22 19 0.160 / 0.0063 0.81 / 0.0320 0.382 / 750

24 1 0.510 / 0.0201 0.51 / 0.0201 0.205 / 404

24 7 0.203 / 0.0080 0.61 / 0.0240 0.227 / 448

24 19 0.127 / 0.0050 0.64 / 0.0250 0.241 / 475

26 1 0.404 / 0.0159 0.40 / 0.0159 0.128 / 253

26 7 0.160 / 0.0063 0.48 / 0.0190 0.141 / 275

26 19 0.102 / 0.0040 0.51 / 0.0200 0.149 / 304

28 1 0.320 / 0.0126 0.32 / 0.0126 0.080 / 124

28 7 0.127 / 0.0050 0.38 / 0.0150 0.089 / 175

28 19 0.080 / 0.0031 0.40 / 0.0160 0.092 / 201

30 1 0.250 / 0.0100 0.25 / 0.0100 0.050 / 100

30 7 0.102 / 0.0040 0.30 / 0.0120 0.057 / 112

3M Interconnect Products

and Accessories
Cables

Selection Guide

Each of the three cables represented in this chart consists of 28 AWG 

stranded conductors on 1.27 mm [ .050" ] wire spacing.

3M™ Round Conductor Flat Cable 3365 represents conductors that  

consist of seven strands, in which each of the strands are 36 AWG  

tinned soft copper.

3M™ Round Conductor Flat Cable, Medium Flex Life 3539 represents  

conductors that consist of 19 strands, in which each of the strands are  

40 AWG tinned soft copper.

3M™ Round Conductor Flat Cable, High Flex Life 3319 represents  

conductors that consist of 19 strands, in which each of the strands are  

40 AWG silver plated high-strength copper alloy.

The “Rolling Flex Test” flexed the cable 180° around a  

radius closely resembling typical usage, as represented in 

the illustration at right.

For more details, download tech sheet TS-0732.

Cable Flex Cycles Accessories

3M™ High Flex Life Braided Shield 

The construction of woven conductors consisting of  

tinned-copper foil spirally wound over glass fibers allows  

up to 50 million flex cycles at 3.81 cm [ 1.5" ] radius.  

Available from 5 mm up to 37 mm [ 0.2" up to 1.5" ].

3M™ Cable Clamp 

The 3M Cable Clamp 3484 facilitates cable routing  

by clamping and retaining up to six layers of flat cable.  

Available with or without adhesive backing. 

For more details, download  

tech      sheet TS-0260.

AWG Conversion Table

3M™ Cable Assemblies
Contact your 3M sales representative.

3M™ Flat Ribbon Cable Cutter 
The 3M Flat Ribbon Cable Cutter 3382 with toggle  

lever cuts cables up to 81.5 mm [ 3.2" ] width  

without conductor deformation. The cutting  

anvil with wire guide assures a  

square cut.

3M™ Shielding Tapes 

3M offers a variety of different shielding tapes for  

grounding and shielding. Various copper, aluminum or  

fabric tapes with conductive adhesives are available.

For more details, download tech sheet TS-0713.

3M™ Heat Shrink Tubing 

3M Heat Shrink Tubing offers an outstanding balance  

of electrical, physical and chemical properties  

for a wide variety of applications.

For more  

details, contact  

your 3M sales  

representative.

Flex Radius = 25.4 mm [ 1.0" ] Flex Diameter = 50.8 mm [ 2.0" ]

Cable

139.7 mm [ 5.5" ]

Electronic Solutions Division 
Interconnect Products 
6801 River Place Blvd.
Austin, TX 78726-9000
800/225-5373
Fax 800/325-5329
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If this product is defective within the warranty period stated above, your exclusive remedy shall be, at 3M’s option, to replace or repair the 
3M product or refund the purchase price of the 3M product. Except where prohibited by law, 3M will not be liable for any loss or damage 
arising from this 3M product, whether direct, indirect, special, incidental or consequential regardless of the legal theory asserted. 

www.3M.com/interconnnects/cableselector

http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=SLJHSQNWH8it&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=L0PJ2QGFZFbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=P1P86Q2021gl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=Z52BJ6FHVHit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=GDWXLZ1RT5bl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=P1P86Q2021gl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/TapesAdhesives/FoilShieldingTape/
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=ZRS4GLPRZGit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=B6835DRB58bl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=P1P86Q2021gl
http://products3.3m.com/catalog/us/en001/electronics_mfg/esm/node_6RD73LDX21be/root_GST1T4S9TCgv/vroot_DPB1Q1MJ7Nge/gvel_B930JXD0N0gl/theme_us_electronicsesm_3_0/command_AbcPageHandler/output_html


All 3M™ Flat and  
Round Cables   
permit termination   
to a broad line                               
of IDC connectors                           
 
Cable Type/Description  Round Conductor  Round Conductor  Round Conductor Round Conductor  Round Conductor  Round Conductor Round Conductor  Pleated Foil  Pleated Foil  Pleated Foil  Pleated Foil Pleated Foil Pleated Foil Shielded Halogen Free Twisted Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Jacketed Flat Cable Round Conductor Flat   
 Flat Cable Flat Cable Flat Cable, Halogen Free Flat Cable Flat Cable Flat Cable Flat Cable Shielded Flat Cable Shielded Flat Cable Shielded Flat Cable Shielded Flat Cable Shielded Flat Cable Flat Cable, Low Skew Pair Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable, Halogen Free Flat Cable Flat Cable Flat Cable Flat Cable  Cable, Medium Flex Life
Pitch / Centerline mm (in.) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.838 (.033) 1.0 (.039) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 
3M Cable Series 3754 3749  2049 3447 3604 3609 3756 90101  90111 90201  90202  90211 93101 79992 3849 3625  3365  3709  2010  3302  3667  3355 3601 3603  3539
Features - The “basic stranded cable” for - The “basic solid cable” for  - Halogen free - 6.35 mm [ .025" ] wire spacing - Excellent abrasion and chemical - Excellent abrasion and chemical - Meets SCSI-3 impedance - Thick jacket for external - Thick jacket for external - Thin cover for internal - Thin cover for internal - Thin cover for internal - Thick jacket for external - Halogen free - 3 row DIN connector compatible - Suitable for 2 mm [ .079" ] - The “basic stranded cable” - Zippable - Halogen free - Color-coded for wire - Split conductor sections allow - Extended temperature range - Excellent abrasion and chemical - CL2 listed for external use - 10 million flex cycles at 
   1.27 mm [ 0.050" ]    1.27 mm [ 0.050" ]  - Low toxicity   designed for mass termination   resistance   resistance   requirements   applications   applications    applications   applications   applications   applications - Low toxicity - Zippable     IDC connectors   for 2.54 mm [ .100" ]   - Low toxicity   identification    for easier routing - Zippable    resistance - AWM listed for internal use   22 mm [ 0.87" ] bended radius 
    IDC connectors   IDC connectors  - Low smoke - Zippable - Excellent mechanical durability - Excellent mechanical durability  - Suitable for 50 Ohm unbalanced - Suitable for 75 Ohm unbalanced - Suitable for 50 Ohm unbalanced - 35 dB average shielding - Suitable for 75 Ohm unbalanced - Suitable for 50 Ohm unbalanced - Low smoke  - Zippable   IDC connectors   - Low smoke - Zippable - Split/bond repeat of 61 cm [ 2.4" ]  - Excellent mechanical durability - Primary cable is zippable - Zippable  
 - Zippable - Meets SCSI-3 Fast-20 - Zippable  - For extreme temperature req.   - For extreme temperature req.    and 100 Ohm balanced impedance   impedance applications    and 100 Ohm balanced   effectiveness   impedance applications   and 100 Ohm balanced  - Split conductor sections allow   - Zippable  - Zippable  - Custom constructions available  - For extreme temperature req. 
    impedance requirements          applications  - 35 dB average shielding      impedance applications - Very low crosstalk - 35 dB average shielding   Zo applications    for easier routing       - Zippable 
  - Zippable      - 35 dB average shielding   effectiveness - 35 dB average shielding - Stranded    effectiveness - 35 dB average shielding - Bonded sections for connector 
           effectiveness - Very low crosstalk   effectiveness  - Very low crosstalk   effectiveness   termination 
        - Very low crosstalk - CL2 listed for external use - Very low crosstalk   - Very low crosstalk - Zippable 
        - CL2 listed for external use     - CL2 listed for external use 
             - Low skew
Conductor Size 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 28 AWG 28 AWG 32 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 
Conductor Material Tinned Copper Tinned Copper Tinned Copper Tinned Copper Silver Plated Copper Silver Plated Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Silver Plated Copper Tinned Copper Tinned Copper
Conductor Stranding 7 x 0.102 (7x38) Solid Solid Solid Solid 7 x 0.102 (7x38) 7 x 0.102 (7x38) Solid Solid Solid 7 x 0.102 (7x38) Solid Solid 7 x 0.102 (7x38) 7 x 0.102 (7x38) 7 x 0.127  (7x36) 7 x 0.127  (7x36) Solid 7 x 0.127  (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127  (7x36) 19 x 0.079 (19x40) 
Conductor Quantity 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 50 to 100 20 to 68 (10 to 34 pairs) 96 6 to 50 6 to 64 9 to 64 9 to 64 9 to 64 10 to 64 9 to 64 10 to 60 10 to 64 9 to 64 
Primary Insulation PVC TPE PO PVC FEP FEP TPE TPE TPE TPE TPE TPE TPE PO PVC PVC PVC PVC PO PVC PVC TPE FEP PVC PVC
Primary Color Gray Gray Off-White Gray Opaque White Opaque White Gray Translucent Translucent Translucent Gray Translucent Translucent White/Blue Repeat Gray Gray Gray (Optional Black) Gray Off-White 10 Color Repeat Gray Gray Blue Gray Gray (Optional Black)
Jacket Insulation        PVC PVC TPE TPE PVC PVC           PVC
Jacket Color        Gray Gray Gray Gray Gray Gray           Black
Shield        Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil
Voltage Rating USA / EU [V] 30 / <50 150 / <50 30 / <50 30 / <50 150 / <50 150 / <50 150 / <50 N.E.C. 725, CL2 / <50 N.E.C. 725, CL2 / <50 150 / <50 150 / <50 150 / <50 N.E.C. 725 CL2 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 30 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 
Temperature Min.  [°C] -20 -40 -20 -20 -55 -55 -40   -20 -20 -20  -10 -20 -20 -20 -20 -20 -20 -20 -40 -55 -20 -20
Temperature Max. [°C] +105 +105 +105 +105 +150 +150 +105 +75 +75 +105 +105 +105 +75 +80 +105 +105 +105 +105 +105 +105 +105 +105 +200 +80 (AWM) 75 (CL2) +105
UL Recognition / Listing 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - - / 3 - / 3 3 / - 3 / - 3 / - 3 / - - / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / 3 3 / - 
Flammability  UL / CUL VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 VW-1 VW-1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 IEC 332-1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 N.E.C. 725, CL2 / FT1 VW-1 / FT1 
RoHS Compliant  3 Contact 3M, contains decaBDE 3 3 3 3 Contact 3M, contains decaBDE 3 3 3 Contact 3M, contains decaBDE 3 3 3 3 3 3 3 3 3 3 Contact 3M, contains decaBDE 3 3 3 
Download by Tech Sheet Number: TS-0875 TS-0068 TS-0886 TS-0830 TS-0653 TS-0654 TS-0508 TS-0285 TS-0451 TS-0402 TS-0730 TS-0598 TS-0876  TS-2253 TS-0573 TS-0452 TS-0080 TS-0419 TS-0722 TS-0123 TS-0247 TS-0317 TS-0553 TS-0060 TS-0058 
www.3M.com [use the search window] 
 
All 3M™ Flat and  
Round Cables  
permit termination   
to a broad line  
of IDC connectors
 
Cable Type/Description  Twisted Pair  Twisted Pair Twisted Pair Flat Ground Plane Ground Plane Ground Plane Shielded Jacketed Shielded Jacketed Round Jacketed Round Jacketed Round Jacketed Round Jacketed Round Jacketed Round Shielded Round Jacketed Shielded Round Jacketed Twisted Round Jacketed Shielded Pleated Foil Pleated Foil  Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor 
 Flat Cable Flat Cable Cable, Halogen Free Flat Cable Flat Cable Flat Cable Flat Cable Twisted Pair Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable, High Flex Life Twisted Pair Flat Cable Jacketed Flat Cable Twisted Pair Flat Cable Pair, Halogen Free Twisted, Halogen Free  Shielded Flat Cable Shielded Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable 
Pitch / Centerline mm (in.) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 0.635 (.025) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 2.54 (.100) 2.54 (.100) 
3M Cable Series 1700  3782  2100 3469 3353 3476  3517 1785 3896 3758 3759 3834 3783 3659 3784 79983 79984 90104 90204 3801  3306  3770  3811  8124 8125   
Features - Color-coded for wire - Loose twisted pair  - Halogen free  - Lower crosstalk than round - Lower crosstalk than round - Lower crosstalk than round - 20 dB average shielding - Reduced crosstalk - Flat sections permit mass - 1.27 mm [ 0.50" ] centers permit - Flat sections permit mass - For external applications - For external applications - Flat sections permit mass - For external applications - For external applications - For external applications - Thick jacket for external - Thin cover for internal - For higher current applications - For higher current applications - For higher current applications - For higher current applications - For higher current applications - For higher current applications 
   identification   construction for easier  - Low toxicity     conductor flat cable   conductor flat cable   conductor flat cable   effectiveness - Different lengths of split    termination on 61 mm    mass termination to broad line   termination on 61 mm - Flat sections permit mass - Reduced crosstalk    termination on 61 mm  [ 2.4" ] - Reduced crosstalk - Halogen free - Halogen free    applications   applications - Zippable - The “basic solid cable” for - Extended temperature range - Color coded for wire identification - Compatible with CHG 2.54 mm - Compatible with CHG  
 - Reduced crosstalk   routing - Low smoke - No drain wire - Both edge conductors  - Conductor No. 1 contacts - CL2 listed for external use   bonded repeat sections   [ 2.4" ] centers    of IDC connectors   [ 2.4" ] centers   termination on 61 mm - Flat sections permit mass     centers - Flat sections permit mass - Low toxicity - Low toxicity - Suitable for 50 Ohm unbalanced - Suitable for 50 Ohm unbalanced       2.54 mm [ 0.100" ] IDC - Zippable - Zippable   [ .100" ] IDC sockets   2.54 mm [ .100" ]   
 - Different lengths of twisted/  - Reduced crosstalk - Reduced crosstalk    contact to the ground plane    to the  ground plane - AWM listed for internal use   available - Construction allows - For external applications  - Construction allows    [ 2.4" ] centers   termination - Construction allows    termination - Low smoke - Low smoke   and 100 Ohm balanced    and 100 Ohm balanced     connectors   - Zippable   IDC sockets 
   flat repeat sections  - Bonded flat sections for easy - Different lengths of twisted/flat  - Two drain wires - One drain wire - Primary cable is zippable - 20 dB average shielding   easy routing - Construction allows   easy routing - Construction allows - Loose twisted pair    easy routing - Loose twisted pair  - Reduced crosstalk - Shielding provides excellent   impedance applications   impedance applications  - Zippable    - Zippable 
   available   IDC connector termination   repeat sections available       effectiveness - Primary cable is zippable    easy routing - CL2 listed for external use   easy routing   construction for easier - CL2 listed for external use   construction for easier  - Flat sections permit mass   EMI / ESD protection - 35 dB average shielding - 35 dB average shielding   
  - Zippable      - CL2 listed for external use  - CL2 listed for external use - AWM listed for internal use - CL2 listed for external use   routing - AWM listed for internal use   routing     termination - Reduced crosstalk   effectiveness   effectiveness 
        - AWM listed for internal use  - For higher current applications - Primary cable is zippable - Primary cable is zippable - Primary cable is zippable - 35 dB average shielding - Shielding provides excellent - Loose twisted pair  - Flat sections permit mass - Very low crosstalk - Very low crosstalk 
          - Primary cable is zippable      effectiveness   EMI / ESD protection    construction for easier routing   termination - CL2 listed for external use - Mates with common IDC 
                - Primary cable is zippable - Primary cable is zippable  - Loose twisted pair  - Mates with common IDC    connectors         
                   construction for easier routing   connectors
Conductor Size 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 30 AWG 26 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 26 AWG 26 AWG 26 AWG 26 AWG 22 AWG 24 AWG
Conductor Material Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Silver Plated Stranded Copper Tinned Copper Tinned Copper Tinned Copper   Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Bare Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper
Conductor Stranding 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7  x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.102 (7x38) 7 x 0.160 (7x34) 7 x 0.127 (7x36) 19 x 0.079 (19x40) 7 x 0.127  (7x36) 7 x 0.102 (7x36) 7 x 0.127  (7x36) 7 x 0.127  (7x36) 7 x 0.127  (7x36) 7 x 0.127  (7x36)  7 x 0.127  (7x36) 7 x 0.160 (7x34) Solid 7 x 0.160 (7x34) 7 x 0.160 (7x34) 7 x 0.254 (7x30) 7 x 0.203 (7x32)
Conductor Quantity 10 to 64 (5 to 32 Pairs) 10 to 68 (5 to 34 Pairs) 10 to 64 (5 to 32 Pairs) 10 to 64 26 to 64 10 to 64 9 to 64 20 to 64 (10 to 32 Pairs) 20 to 100 9 to 64 9 to 64 10 to 64 10 to 68 (5 to 34 Pairs) 9 to 64 10 to 68 (5 to 34 Pairs) 10 to 68  (5 to 34 Pairs) 10 to 68 (5 to 34 Pairs) 15 to 64 15 to 64 9 to 64 10 to 60 9 to 64 9 to 64 5 to 40 6 to 30
Primary Insulation PVC PVC PO PVC PVC PVC PVC PVC PVC PVC PVC PVC PVC PVC PVC PE PE TPE TPE PVC PVC TPE PVC PVC PVC
Primary Color 10 Color Repeat 10 Color Repeat + White Blue + Off-White Pairs Repeat Gray Gray Gray Gray 10 Color Repeat + Tan (ground) Gray Gray Gray Black 10 Color Repeat + White Gray 10 Color Repeat + White Black and White Repeating Black and White Repeating Translucent Translucent Gray (Optional Black ) Gray Gray  10 Color Repeat Dark Gray Dark Gray
Jacket Insulation       PVC PVC PVC PVC PVC PVC PVC PVC PVC PE PE PVC TPE      
Jacket Color       Black Black Black Black Black Black Gray Black Gray Gray Gray Gray Gray        
Shield    Expanded Copper (one side only) Expanded Copper (one side only) Expanded Copper (one side only) Expanded Copper Expanded Copper      Aluminum Foil + Copper Braid Tinned Copper Braid   Pleated Copper Foil Pleated Copper Foil
Voltage Rating   USA / EU [V] 300 / <50 300 / <50 150 / <50 300 / <50 300 / <50 300 / <50 300 / <50 150 / <50 30 / <50 300 / <50 300 / <50 N.E.C. 725, CL2  / <50 300 / <50 300 / <50 300 / <50 30 / <50 30 / <50 Article 725 CL2 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 
Temperature Min.  [°C] -20 -20 -20 -20 -20 -20 -20 -20 -20 -20 -20   -20  -20 -20  -20 -20 -20 -40 -20 -20 -20
Temperature Max. [°C] +105 +80 +80 +105 +105 +105 +80  (AWM) 75 (CL2) +80 (AWM) 75 (CL2) +105 +75 (CL2) +80 (AWM) 75 (CL2) +75 +80 +80 (AWM) 75 (CL2) +80 +80 +80 +75 +105 +105 +105 +105 +105 +105 +105
UL Recognition / Listing 3 / - - / - 3 / - 3 / - 3 / - 3 / - 3 /  3 3 /  3 3 / - 3 /  3 3 /  3 - /  3 - / - 3 / 3 - / - - / - - / - - /  3 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / -
Flammability  UL / CUL VW-1 / FT1 VW-1 VW-1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 VW-1/ FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2  / FT1 VW-1 N.E.C. 725, CL2 / FT1 VW-1  VW-1  VW-1  N.E.C. 725, CL2 / FT1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 
RoHS Compliant  3 3 3 Planned Q4 2008 Planned Q4 2008 Planned Q4 2008 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 Contact 3M, contains decaBDE 3 3 3

Download by Tech Sheet Number: TS-0115 TS-0999 TS-0762 TS-0077 TS-0078 TS-0071 TS-0069 TS-0308 TS-2173 TS-2200 TS-0070 TS-1006 TS-2249 TS-0083 TS-2250 TS-2251  TS-2252  TS-0288 TS-0403 TS-0063 TS-0066 TS-0342 TS-0122 TS-0084 TS-0259   
www.3M.com [use the search window]
Customized Cable? Ask your local 3M contact.

http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=YJV44HF4FZit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=T0785TQ99Cbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=F6GWHSS0TVit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=580D3GQP4Bbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=L1YXMMR4G3it&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=3J0ZS4JZF2bl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=10BKYBDRSDit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=C0K8ZSGHSHbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=NGZ0KM3FXDit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=HL8WJRLGJ2bl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=W15BNZQWK0it&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=T4FK8MB5BQbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=35GHDDWNL6it&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=T2VKLS8D1Gbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=4VS5PYJT45it&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=TQ5JRBP5G0bl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl


All 3M™ Flat and  
Round Cables   
permit termination   
to a broad line                               
of IDC connectors                           
 
Cable Type/Description  Round Conductor  Round Conductor  Round Conductor Round Conductor  Round Conductor  Round Conductor Round Conductor  Pleated Foil  Pleated Foil  Pleated Foil  Pleated Foil Pleated Foil Pleated Foil Shielded Halogen Free Twisted Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Jacketed Flat Cable Round Conductor Flat   
 Flat Cable Flat Cable Flat Cable, Halogen Free Flat Cable Flat Cable Flat Cable Flat Cable Shielded Flat Cable Shielded Flat Cable Shielded Flat Cable Shielded Flat Cable Shielded Flat Cable Flat Cable, Low Skew Pair Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable, Halogen Free Flat Cable Flat Cable Flat Cable Flat Cable  Cable, Medium Flex Life
Pitch / Centerline mm (in.) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.838 (.033) 1.0 (.039) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 
3M Cable Series 3754 3749  2049 3447 3604 3609 3756 90101  90111 90201  90202  90211 93101 79992 3849 3625  3365  3709  2010  3302  3667  3355 3601 3603  3539
Features - The “basic stranded cable” for - The “basic solid cable” for  - Halogen free - 6.35 mm [ .025" ] wire spacing - Excellent abrasion and chemical - Excellent abrasion and chemical - Meets SCSI-3 impedance - Thick jacket for external - Thick jacket for external - Thin cover for internal - Thin cover for internal - Thin cover for internal - Thick jacket for external - Halogen free - 3 row DIN connector compatible - Suitable for 2 mm [ .079" ] - The “basic stranded cable” - Zippable - Halogen free - Color-coded for wire - Split conductor sections allow - Extended temperature range - Excellent abrasion and chemical - CL2 listed for external use - 10 million flex cycles at 
   1.27 mm [ 0.050" ]    1.27 mm [ 0.050" ]  - Low toxicity   designed for mass termination   resistance   resistance   requirements   applications   applications    applications   applications   applications   applications - Low toxicity - Zippable     IDC connectors   for 2.54 mm [ .100" ]   - Low toxicity   identification    for easier routing - Zippable    resistance - AWM listed for internal use   22 mm [ 0.87" ] bended radius 
    IDC connectors   IDC connectors  - Low smoke - Zippable - Excellent mechanical durability - Excellent mechanical durability  - Suitable for 50 Ohm unbalanced - Suitable for 75 Ohm unbalanced - Suitable for 50 Ohm unbalanced - 35 dB average shielding - Suitable for 75 Ohm unbalanced - Suitable for 50 Ohm unbalanced - Low smoke  - Zippable   IDC connectors   - Low smoke - Zippable - Split/bond repeat of 61 cm [ 2.4" ]  - Excellent mechanical durability - Primary cable is zippable - Zippable  
 - Zippable - Meets SCSI-3 Fast-20 - Zippable  - For extreme temperature req.   - For extreme temperature req.    and 100 Ohm balanced impedance   impedance applications    and 100 Ohm balanced   effectiveness   impedance applications   and 100 Ohm balanced  - Split conductor sections allow   - Zippable  - Zippable  - Custom constructions available  - For extreme temperature req. 
    impedance requirements          applications  - 35 dB average shielding      impedance applications - Very low crosstalk - 35 dB average shielding   Zo applications    for easier routing       - Zippable 
  - Zippable      - 35 dB average shielding   effectiveness - 35 dB average shielding - Stranded    effectiveness - 35 dB average shielding - Bonded sections for connector 
           effectiveness - Very low crosstalk   effectiveness  - Very low crosstalk   effectiveness   termination 
        - Very low crosstalk - CL2 listed for external use - Very low crosstalk   - Very low crosstalk - Zippable 
        - CL2 listed for external use     - CL2 listed for external use 
             - Low skew
Conductor Size 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 28 AWG 28 AWG 32 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 
Conductor Material Tinned Copper Tinned Copper Tinned Copper Tinned Copper Silver Plated Copper Silver Plated Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Silver Plated Copper Tinned Copper Tinned Copper
Conductor Stranding 7 x 0.102 (7x38) Solid Solid Solid Solid 7 x 0.102 (7x38) 7 x 0.102 (7x38) Solid Solid Solid 7 x 0.102 (7x38) Solid Solid 7 x 0.102 (7x38) 7 x 0.102 (7x38) 7 x 0.127  (7x36) 7 x 0.127  (7x36) Solid 7 x 0.127  (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127  (7x36) 19 x 0.079 (19x40) 
Conductor Quantity 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 50 to 100 20 to 68 (10 to 34 pairs) 96 6 to 50 6 to 64 9 to 64 9 to 64 9 to 64 10 to 64 9 to 64 10 to 60 10 to 64 9 to 64 
Primary Insulation PVC TPE PO PVC FEP FEP TPE TPE TPE TPE TPE TPE TPE PO PVC PVC PVC PVC PO PVC PVC TPE FEP PVC PVC
Primary Color Gray Gray Off-White Gray Opaque White Opaque White Gray Translucent Translucent Translucent Gray Translucent Translucent White/Blue Repeat Gray Gray Gray (Optional Black) Gray Off-White 10 Color Repeat Gray Gray Blue Gray Gray (Optional Black)
Jacket Insulation        PVC PVC TPE TPE PVC PVC           PVC
Jacket Color        Gray Gray Gray Gray Gray Gray           Black
Shield        Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil
Voltage Rating USA / EU [V] 30 / <50 150 / <50 30 / <50 30 / <50 150 / <50 150 / <50 150 / <50 N.E.C. 725, CL2 / <50 N.E.C. 725, CL2 / <50 150 / <50 150 / <50 150 / <50 N.E.C. 725 CL2 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 30 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 
Temperature Min.  [°C] -20 -40 -20 -20 -55 -55 -40   -20 -20 -20  -10 -20 -20 -20 -20 -20 -20 -20 -40 -55 -20 -20
Temperature Max. [°C] +105 +105 +105 +105 +150 +150 +105 +75 +75 +105 +105 +105 +75 +80 +105 +105 +105 +105 +105 +105 +105 +105 +200 +80 (AWM) 75 (CL2) +105
UL Recognition / Listing 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - - / 3 - / 3 3 / - 3 / - 3 / - 3 / - - / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / 3 3 / - 
Flammability  UL / CUL VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 VW-1 VW-1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 IEC 332-1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 N.E.C. 725, CL2 / FT1 VW-1 / FT1 
RoHS Compliant  3 Contact 3M, contains decaBDE 3 3 3 3 Contact 3M, contains decaBDE 3 3 3 Contact 3M, contains decaBDE 3 3 3 3 3 3 3 3 3 3 Contact 3M, contains decaBDE 3 3 3 
Download by Tech Sheet Number: TS-0875 TS-0068 TS-0886 TS-0830 TS-0653 TS-0654 TS-0508 TS-0285 TS-0451 TS-0402 TS-0730 TS-0598 TS-0876  TS-2253 TS-0573 TS-0452 TS-0080 TS-0419 TS-0722 TS-0123 TS-0247 TS-0317 TS-0553 TS-0060 TS-0058 
www.3M.com [use the search window] 
 
All 3M™ Flat and  
Round Cables  
permit termination   
to a broad line  
of IDC connectors
 
Cable Type/Description  Twisted Pair  Twisted Pair Twisted Pair Flat Ground Plane Ground Plane Ground Plane Shielded Jacketed Shielded Jacketed Round Jacketed Round Jacketed Round Jacketed Round Jacketed Round Jacketed Round Shielded Round Jacketed Shielded Round Jacketed Twisted Round Jacketed Shielded Pleated Foil Pleated Foil  Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor 
 Flat Cable Flat Cable Cable, Halogen Free Flat Cable Flat Cable Flat Cable Flat Cable Twisted Pair Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable, High Flex Life Twisted Pair Flat Cable Jacketed Flat Cable Twisted Pair Flat Cable Pair, Halogen Free Twisted, Halogen Free  Shielded Flat Cable Shielded Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable 
Pitch / Centerline mm (in.) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 0.635 (.025) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 2.54 (.100) 2.54 (.100) 
3M Cable Series 1700  3782  2100 3469 3353 3476  3517 1785 3896 3758 3759 3834 3783 3659 3784 79983 79984 90104 90204 3801  3306  3770  3811  8124 8125   
Features - Color-coded for wire - Loose twisted pair  - Halogen free  - Lower crosstalk than round - Lower crosstalk than round - Lower crosstalk than round - 20 dB average shielding - Reduced crosstalk - Flat sections permit mass - 1.27 mm [ 0.50" ] centers permit - Flat sections permit mass - For external applications - For external applications - Flat sections permit mass - For external applications - For external applications - For external applications - Thick jacket for external - Thin cover for internal - For higher current applications - For higher current applications - For higher current applications - For higher current applications - For higher current applications - For higher current applications 
   identification   construction for easier  - Low toxicity     conductor flat cable   conductor flat cable   conductor flat cable   effectiveness - Different lengths of split    termination on 61 mm    mass termination to broad line   termination on 61 mm - Flat sections permit mass - Reduced crosstalk    termination on 61 mm  [ 2.4" ] - Reduced crosstalk - Halogen free - Halogen free    applications   applications - Zippable - The “basic solid cable” for - Extended temperature range - Color coded for wire identification - Compatible with CHG 2.54 mm - Compatible with CHG  
 - Reduced crosstalk   routing - Low smoke - No drain wire - Both edge conductors  - Conductor No. 1 contacts - CL2 listed for external use   bonded repeat sections   [ 2.4" ] centers    of IDC connectors   [ 2.4" ] centers   termination on 61 mm - Flat sections permit mass     centers - Flat sections permit mass - Low toxicity - Low toxicity - Suitable for 50 Ohm unbalanced - Suitable for 50 Ohm unbalanced       2.54 mm [ 0.100" ] IDC - Zippable - Zippable   [ .100" ] IDC sockets   2.54 mm [ .100" ]   
 - Different lengths of twisted/  - Reduced crosstalk - Reduced crosstalk    contact to the ground plane    to the  ground plane - AWM listed for internal use   available - Construction allows - For external applications  - Construction allows    [ 2.4" ] centers   termination - Construction allows    termination - Low smoke - Low smoke   and 100 Ohm balanced    and 100 Ohm balanced     connectors   - Zippable   IDC sockets 
   flat repeat sections  - Bonded flat sections for easy - Different lengths of twisted/flat  - Two drain wires - One drain wire - Primary cable is zippable - 20 dB average shielding   easy routing - Construction allows   easy routing - Construction allows - Loose twisted pair    easy routing - Loose twisted pair  - Reduced crosstalk - Shielding provides excellent   impedance applications   impedance applications  - Zippable    - Zippable 
   available   IDC connector termination   repeat sections available       effectiveness - Primary cable is zippable    easy routing - CL2 listed for external use   easy routing   construction for easier - CL2 listed for external use   construction for easier  - Flat sections permit mass   EMI / ESD protection - 35 dB average shielding - 35 dB average shielding   
  - Zippable      - CL2 listed for external use  - CL2 listed for external use - AWM listed for internal use - CL2 listed for external use   routing - AWM listed for internal use   routing     termination - Reduced crosstalk   effectiveness   effectiveness 
        - AWM listed for internal use  - For higher current applications - Primary cable is zippable - Primary cable is zippable - Primary cable is zippable - 35 dB average shielding - Shielding provides excellent - Loose twisted pair  - Flat sections permit mass - Very low crosstalk - Very low crosstalk 
          - Primary cable is zippable      effectiveness   EMI / ESD protection    construction for easier routing   termination - CL2 listed for external use - Mates with common IDC 
                - Primary cable is zippable - Primary cable is zippable  - Loose twisted pair  - Mates with common IDC    connectors         
                   construction for easier routing   connectors
Conductor Size 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 30 AWG 26 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 26 AWG 26 AWG 26 AWG 26 AWG 22 AWG 24 AWG
Conductor Material Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Silver Plated Stranded Copper Tinned Copper Tinned Copper Tinned Copper   Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Bare Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper
Conductor Stranding 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7  x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.102 (7x38) 7 x 0.160 (7x34) 7 x 0.127 (7x36) 19 x 0.079 (19x40) 7 x 0.127  (7x36) 7 x 0.102 (7x36) 7 x 0.127  (7x36) 7 x 0.127  (7x36) 7 x 0.127  (7x36) 7 x 0.127  (7x36)  7 x 0.127  (7x36) 7 x 0.160 (7x34) Solid 7 x 0.160 (7x34) 7 x 0.160 (7x34) 7 x 0.254 (7x30) 7 x 0.203 (7x32)
Conductor Quantity 10 to 64 (5 to 32 Pairs) 10 to 68 (5 to 34 Pairs) 10 to 64 (5 to 32 Pairs) 10 to 64 26 to 64 10 to 64 9 to 64 20 to 64 (10 to 32 Pairs) 20 to 100 9 to 64 9 to 64 10 to 64 10 to 68 (5 to 34 Pairs) 9 to 64 10 to 68 (5 to 34 Pairs) 10 to 68  (5 to 34 Pairs) 10 to 68 (5 to 34 Pairs) 15 to 64 15 to 64 9 to 64 10 to 60 9 to 64 9 to 64 5 to 40 6 to 30
Primary Insulation PVC PVC PO PVC PVC PVC PVC PVC PVC PVC PVC PVC PVC PVC PVC PE PE TPE TPE PVC PVC TPE PVC PVC PVC
Primary Color 10 Color Repeat 10 Color Repeat + White Blue + Off-White Pairs Repeat Gray Gray Gray Gray 10 Color Repeat + Tan (ground) Gray Gray Gray Black 10 Color Repeat + White Gray 10 Color Repeat + White Black and White Repeating Black and White Repeating Translucent Translucent Gray (Optional Black ) Gray Gray  10 Color Repeat Dark Gray Dark Gray
Jacket Insulation       PVC PVC PVC PVC PVC PVC PVC PVC PVC PE PE PVC TPE      
Jacket Color       Black Black Black Black Black Black Gray Black Gray Gray Gray Gray Gray        
Shield    Expanded Copper (one side only) Expanded Copper (one side only) Expanded Copper (one side only) Expanded Copper Expanded Copper      Aluminum Foil + Copper Braid Tinned Copper Braid   Pleated Copper Foil Pleated Copper Foil
Voltage Rating   USA / EU [V] 300 / <50 300 / <50 150 / <50 300 / <50 300 / <50 300 / <50 300 / <50 150 / <50 30 / <50 300 / <50 300 / <50 N.E.C. 725, CL2  / <50 300 / <50 300 / <50 300 / <50 30 / <50 30 / <50 Article 725 CL2 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 
Temperature Min.  [°C] -20 -20 -20 -20 -20 -20 -20 -20 -20 -20 -20   -20  -20 -20  -20 -20 -20 -40 -20 -20 -20
Temperature Max. [°C] +105 +80 +80 +105 +105 +105 +80  (AWM) 75 (CL2) +80 (AWM) 75 (CL2) +105 +75 (CL2) +80 (AWM) 75 (CL2) +75 +80 +80 (AWM) 75 (CL2) +80 +80 +80 +75 +105 +105 +105 +105 +105 +105 +105
UL Recognition / Listing 3 / - - / - 3 / - 3 / - 3 / - 3 / - 3 /  3 3 /  3 3 / - 3 /  3 3 /  3 - /  3 - / - 3 / 3 - / - - / - - / - - /  3 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / -
Flammability  UL / CUL VW-1 / FT1 VW-1 VW-1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 VW-1/ FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2  / FT1 VW-1 N.E.C. 725, CL2 / FT1 VW-1  VW-1  VW-1  N.E.C. 725, CL2 / FT1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 
RoHS Compliant  3 3 3 Planned Q4 2008 Planned Q4 2008 Planned Q4 2008 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 Contact 3M, contains decaBDE 3 3 3

Download by Tech Sheet Number: TS-0115 TS-0999 TS-0762 TS-0077 TS-0078 TS-0071 TS-0069 TS-0308 TS-2173 TS-2200 TS-0070 TS-1006 TS-2249 TS-0083 TS-2250 TS-2251  TS-2252  TS-0288 TS-0403 TS-0063 TS-0066 TS-0342 TS-0122 TS-0084 TS-0259   
www.3M.com [use the search window]
Customized Cable? Ask your local 3M contact.

http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=JFXC6MDV4Xit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=821G10QKFZbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=4MWWSM7B46it&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LE
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=G55ZSTYSNJit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=Q48V2MB3HSbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=P4QMGFXYSJit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=GX1HFW2RSZbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=5RT7ZCKNLYit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=VTGDW6DLPHbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=34NBLT1C1Nit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=QG1C1X6X7Jbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=XVM5KSLNHVit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=PKB4BNXJSRbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=W8N1NBCXMKit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=DN61MF3DCMbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=V8N8QLR78Zit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=NM53CGW07Hbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=TMMHFPQVR2it&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=XT24WXN47Lbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=D8BBWSW4RXit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=8M4T089VBDbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=J4YPKM76QKit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=NQ201PLK8Pbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl


All 3M™ Flat and  
Round Cables   
permit termination   
to a broad line                               
of IDC connectors                           
 
Cable Type/Description  Round Conductor  Round Conductor  Round Conductor Round Conductor  Round Conductor  Round Conductor Round Conductor  Pleated Foil  Pleated Foil  Pleated Foil  Pleated Foil Pleated Foil Pleated Foil Shielded Halogen Free Twisted Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Jacketed Flat Cable Round Conductor Flat   
 Flat Cable Flat Cable Flat Cable, Halogen Free Flat Cable Flat Cable Flat Cable Flat Cable Shielded Flat Cable Shielded Flat Cable Shielded Flat Cable Shielded Flat Cable Shielded Flat Cable Flat Cable, Low Skew Pair Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable, Halogen Free Flat Cable Flat Cable Flat Cable Flat Cable  Cable, Medium Flex Life
Pitch / Centerline mm (in.) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.838 (.033) 1.0 (.039) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 
3M Cable Series 3754 3749  2049 3447 3604 3609 3756 90101  90111 90201  90202  90211 93101 79992 3849 3625  3365  3709  2010  3302  3667  3355 3601 3603  3539
Features - The “basic stranded cable” for - The “basic solid cable” for  - Halogen free - 6.35 mm [ .025" ] wire spacing - Excellent abrasion and chemical - Excellent abrasion and chemical - Meets SCSI-3 impedance - Thick jacket for external - Thick jacket for external - Thin cover for internal - Thin cover for internal - Thin cover for internal - Thick jacket for external - Halogen free - 3 row DIN connector compatible - Suitable for 2 mm [ .079" ] - The “basic stranded cable” - Zippable - Halogen free - Color-coded for wire - Split conductor sections allow - Extended temperature range - Excellent abrasion and chemical - CL2 listed for external use - 10 million flex cycles at 
   1.27 mm [ 0.050" ]    1.27 mm [ 0.050" ]  - Low toxicity   designed for mass termination   resistance   resistance   requirements   applications   applications    applications   applications   applications   applications - Low toxicity - Zippable     IDC connectors   for 2.54 mm [ .100" ]   - Low toxicity   identification    for easier routing - Zippable    resistance - AWM listed for internal use   22 mm [ 0.87" ] bended radius 
    IDC connectors   IDC connectors  - Low smoke - Zippable - Excellent mechanical durability - Excellent mechanical durability  - Suitable for 50 Ohm unbalanced - Suitable for 75 Ohm unbalanced - Suitable for 50 Ohm unbalanced - 35 dB average shielding - Suitable for 75 Ohm unbalanced - Suitable for 50 Ohm unbalanced - Low smoke  - Zippable   IDC connectors   - Low smoke - Zippable - Split/bond repeat of 61 cm [ 2.4" ]  - Excellent mechanical durability - Primary cable is zippable - Zippable  
 - Zippable - Meets SCSI-3 Fast-20 - Zippable  - For extreme temperature req.   - For extreme temperature req.    and 100 Ohm balanced impedance   impedance applications    and 100 Ohm balanced   effectiveness   impedance applications   and 100 Ohm balanced  - Split conductor sections allow   - Zippable  - Zippable  - Custom constructions available  - For extreme temperature req. 
    impedance requirements          applications  - 35 dB average shielding      impedance applications - Very low crosstalk - 35 dB average shielding   Zo applications    for easier routing       - Zippable 
  - Zippable      - 35 dB average shielding   effectiveness - 35 dB average shielding - Stranded    effectiveness - 35 dB average shielding - Bonded sections for connector 
           effectiveness - Very low crosstalk   effectiveness  - Very low crosstalk   effectiveness   termination 
        - Very low crosstalk - CL2 listed for external use - Very low crosstalk   - Very low crosstalk - Zippable 
        - CL2 listed for external use     - CL2 listed for external use 
             - Low skew
Conductor Size 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 28 AWG 28 AWG 32 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 
Conductor Material Tinned Copper Tinned Copper Tinned Copper Tinned Copper Silver Plated Copper Silver Plated Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Silver Plated Copper Tinned Copper Tinned Copper
Conductor Stranding 7 x 0.102 (7x38) Solid Solid Solid Solid 7 x 0.102 (7x38) 7 x 0.102 (7x38) Solid Solid Solid 7 x 0.102 (7x38) Solid Solid 7 x 0.102 (7x38) 7 x 0.102 (7x38) 7 x 0.127  (7x36) 7 x 0.127  (7x36) Solid 7 x 0.127  (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127  (7x36) 19 x 0.079 (19x40) 
Conductor Quantity 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 50 to 100 20 to 68 (10 to 34 pairs) 96 6 to 50 6 to 64 9 to 64 9 to 64 9 to 64 10 to 64 9 to 64 10 to 60 10 to 64 9 to 64 
Primary Insulation PVC TPE PO PVC FEP FEP TPE TPE TPE TPE TPE TPE TPE PO PVC PVC PVC PVC PO PVC PVC TPE FEP PVC PVC
Primary Color Gray Gray Off-White Gray Opaque White Opaque White Gray Translucent Translucent Translucent Gray Translucent Translucent White/Blue Repeat Gray Gray Gray (Optional Black) Gray Off-White 10 Color Repeat Gray Gray Blue Gray Gray (Optional Black)
Jacket Insulation        PVC PVC TPE TPE PVC PVC           PVC
Jacket Color        Gray Gray Gray Gray Gray Gray           Black
Shield        Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil
Voltage Rating USA / EU [V] 30 / <50 150 / <50 30 / <50 30 / <50 150 / <50 150 / <50 150 / <50 N.E.C. 725, CL2 / <50 N.E.C. 725, CL2 / <50 150 / <50 150 / <50 150 / <50 N.E.C. 725 CL2 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 30 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 
Temperature Min.  [°C] -20 -40 -20 -20 -55 -55 -40   -20 -20 -20  -10 -20 -20 -20 -20 -20 -20 -20 -40 -55 -20 -20
Temperature Max. [°C] +105 +105 +105 +105 +150 +150 +105 +75 +75 +105 +105 +105 +75 +80 +105 +105 +105 +105 +105 +105 +105 +105 +200 +80 (AWM) 75 (CL2) +105
UL Recognition / Listing 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - - / 3 - / 3 3 / - 3 / - 3 / - 3 / - - / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / 3 3 / - 
Flammability  UL / CUL VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 VW-1 VW-1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 IEC 332-1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 N.E.C. 725, CL2 / FT1 VW-1 / FT1 
RoHS Compliant  3 Contact 3M, contains decaBDE 3 3 3 3 Contact 3M, contains decaBDE 3 3 3 Contact 3M, contains decaBDE 3 3 3 3 3 3 3 3 3 3 Contact 3M, contains decaBDE 3 3 3 
Download by Tech Sheet Number: TS-0875 TS-0068 TS-0886 TS-0830 TS-0653 TS-0654 TS-0508 TS-0285 TS-0451 TS-0402 TS-0730 TS-0598 TS-0876  TS-2253 TS-0573 TS-0452 TS-0080 TS-0419 TS-0722 TS-0123 TS-0247 TS-0317 TS-0553 TS-0060 TS-0058 
www.3M.com [use the search window] 
 
All 3M™ Flat and  
Round Cables  
permit termination   
to a broad line  
of IDC connectors
 
Cable Type/Description  Twisted Pair  Twisted Pair Twisted Pair Flat Ground Plane Ground Plane Ground Plane Shielded Jacketed Shielded Jacketed Round Jacketed Round Jacketed Round Jacketed Round Jacketed Round Jacketed Round Shielded Round Jacketed Shielded Round Jacketed Twisted Round Jacketed Shielded Pleated Foil Pleated Foil  Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor 
 Flat Cable Flat Cable Cable, Halogen Free Flat Cable Flat Cable Flat Cable Flat Cable Twisted Pair Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable, High Flex Life Twisted Pair Flat Cable Jacketed Flat Cable Twisted Pair Flat Cable Pair, Halogen Free Twisted, Halogen Free  Shielded Flat Cable Shielded Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable 
Pitch / Centerline mm (in.) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 0.635 (.025) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 2.54 (.100) 2.54 (.100) 
3M Cable Series 1700  3782  2100 3469 3353 3476  3517 1785 3896 3758 3759 3834 3783 3659 3784 79983 79984 90104 90204 3801  3306  3770  3811  8124 8125   
Features - Color-coded for wire - Loose twisted pair  - Halogen free  - Lower crosstalk than round - Lower crosstalk than round - Lower crosstalk than round - 20 dB average shielding - Reduced crosstalk - Flat sections permit mass - 1.27 mm [ 0.50" ] centers permit - Flat sections permit mass - For external applications - For external applications - Flat sections permit mass - For external applications - For external applications - For external applications - Thick jacket for external - Thin cover for internal - For higher current applications - For higher current applications - For higher current applications - For higher current applications - For higher current applications - For higher current applications 
   identification   construction for easier  - Low toxicity     conductor flat cable   conductor flat cable   conductor flat cable   effectiveness - Different lengths of split    termination on 61 mm    mass termination to broad line   termination on 61 mm - Flat sections permit mass - Reduced crosstalk    termination on 61 mm  [ 2.4" ] - Reduced crosstalk - Halogen free - Halogen free    applications   applications - Zippable - The “basic solid cable” for - Extended temperature range - Color coded for wire identification - Compatible with CHG 2.54 mm - Compatible with CHG  
 - Reduced crosstalk   routing - Low smoke - No drain wire - Both edge conductors  - Conductor No. 1 contacts - CL2 listed for external use   bonded repeat sections   [ 2.4" ] centers    of IDC connectors   [ 2.4" ] centers   termination on 61 mm - Flat sections permit mass     centers - Flat sections permit mass - Low toxicity - Low toxicity - Suitable for 50 Ohm unbalanced - Suitable for 50 Ohm unbalanced       2.54 mm [ 0.100" ] IDC - Zippable - Zippable   [ .100" ] IDC sockets   2.54 mm [ .100" ]   
 - Different lengths of twisted/  - Reduced crosstalk - Reduced crosstalk    contact to the ground plane    to the  ground plane - AWM listed for internal use   available - Construction allows - For external applications  - Construction allows    [ 2.4" ] centers   termination - Construction allows    termination - Low smoke - Low smoke   and 100 Ohm balanced    and 100 Ohm balanced     connectors   - Zippable   IDC sockets 
   flat repeat sections  - Bonded flat sections for easy - Different lengths of twisted/flat  - Two drain wires - One drain wire - Primary cable is zippable - 20 dB average shielding   easy routing - Construction allows   easy routing - Construction allows - Loose twisted pair    easy routing - Loose twisted pair  - Reduced crosstalk - Shielding provides excellent   impedance applications   impedance applications  - Zippable    - Zippable 
   available   IDC connector termination   repeat sections available       effectiveness - Primary cable is zippable    easy routing - CL2 listed for external use   easy routing   construction for easier - CL2 listed for external use   construction for easier  - Flat sections permit mass   EMI / ESD protection - 35 dB average shielding - 35 dB average shielding   
  - Zippable      - CL2 listed for external use  - CL2 listed for external use - AWM listed for internal use - CL2 listed for external use   routing - AWM listed for internal use   routing     termination - Reduced crosstalk   effectiveness   effectiveness 
        - AWM listed for internal use  - For higher current applications - Primary cable is zippable - Primary cable is zippable - Primary cable is zippable - 35 dB average shielding - Shielding provides excellent - Loose twisted pair  - Flat sections permit mass - Very low crosstalk - Very low crosstalk 
          - Primary cable is zippable      effectiveness   EMI / ESD protection    construction for easier routing   termination - CL2 listed for external use - Mates with common IDC 
                - Primary cable is zippable - Primary cable is zippable  - Loose twisted pair  - Mates with common IDC    connectors         
                   construction for easier routing   connectors
Conductor Size 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 30 AWG 26 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 26 AWG 26 AWG 26 AWG 26 AWG 22 AWG 24 AWG
Conductor Material Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Silver Plated Stranded Copper Tinned Copper Tinned Copper Tinned Copper   Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Bare Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper
Conductor Stranding 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7  x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.102 (7x38) 7 x 0.160 (7x34) 7 x 0.127 (7x36) 19 x 0.079 (19x40) 7 x 0.127  (7x36) 7 x 0.102 (7x36) 7 x 0.127  (7x36) 7 x 0.127  (7x36) 7 x 0.127  (7x36) 7 x 0.127  (7x36)  7 x 0.127  (7x36) 7 x 0.160 (7x34) Solid 7 x 0.160 (7x34) 7 x 0.160 (7x34) 7 x 0.254 (7x30) 7 x 0.203 (7x32)
Conductor Quantity 10 to 64 (5 to 32 Pairs) 10 to 68 (5 to 34 Pairs) 10 to 64 (5 to 32 Pairs) 10 to 64 26 to 64 10 to 64 9 to 64 20 to 64 (10 to 32 Pairs) 20 to 100 9 to 64 9 to 64 10 to 64 10 to 68 (5 to 34 Pairs) 9 to 64 10 to 68 (5 to 34 Pairs) 10 to 68  (5 to 34 Pairs) 10 to 68 (5 to 34 Pairs) 15 to 64 15 to 64 9 to 64 10 to 60 9 to 64 9 to 64 5 to 40 6 to 30
Primary Insulation PVC PVC PO PVC PVC PVC PVC PVC PVC PVC PVC PVC PVC PVC PVC PE PE TPE TPE PVC PVC TPE PVC PVC PVC
Primary Color 10 Color Repeat 10 Color Repeat + White Blue + Off-White Pairs Repeat Gray Gray Gray Gray 10 Color Repeat + Tan (ground) Gray Gray Gray Black 10 Color Repeat + White Gray 10 Color Repeat + White Black and White Repeating Black and White Repeating Translucent Translucent Gray (Optional Black ) Gray Gray  10 Color Repeat Dark Gray Dark Gray
Jacket Insulation       PVC PVC PVC PVC PVC PVC PVC PVC PVC PE PE PVC TPE      
Jacket Color       Black Black Black Black Black Black Gray Black Gray Gray Gray Gray Gray        
Shield    Expanded Copper (one side only) Expanded Copper (one side only) Expanded Copper (one side only) Expanded Copper Expanded Copper      Aluminum Foil + Copper Braid Tinned Copper Braid   Pleated Copper Foil Pleated Copper Foil
Voltage Rating   USA / EU [V] 300 / <50 300 / <50 150 / <50 300 / <50 300 / <50 300 / <50 300 / <50 150 / <50 30 / <50 300 / <50 300 / <50 N.E.C. 725, CL2  / <50 300 / <50 300 / <50 300 / <50 30 / <50 30 / <50 Article 725 CL2 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 
Temperature Min.  [°C] -20 -20 -20 -20 -20 -20 -20 -20 -20 -20 -20   -20  -20 -20  -20 -20 -20 -40 -20 -20 -20
Temperature Max. [°C] +105 +80 +80 +105 +105 +105 +80  (AWM) 75 (CL2) +80 (AWM) 75 (CL2) +105 +75 (CL2) +80 (AWM) 75 (CL2) +75 +80 +80 (AWM) 75 (CL2) +80 +80 +80 +75 +105 +105 +105 +105 +105 +105 +105
UL Recognition / Listing 3 / - - / - 3 / - 3 / - 3 / - 3 / - 3 /  3 3 /  3 3 / - 3 /  3 3 /  3 - /  3 - / - 3 / 3 - / - - / - - / - - /  3 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / -
Flammability  UL / CUL VW-1 / FT1 VW-1 VW-1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 VW-1/ FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2  / FT1 VW-1 N.E.C. 725, CL2 / FT1 VW-1  VW-1  VW-1  N.E.C. 725, CL2 / FT1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 
RoHS Compliant  3 3 3 Planned Q4 2008 Planned Q4 2008 Planned Q4 2008 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 Contact 3M, contains decaBDE 3 3 3

Download by Tech Sheet Number: TS-0115 TS-0999 TS-0762 TS-0077 TS-0078 TS-0071 TS-0069 TS-0308 TS-2173 TS-2200 TS-0070 TS-1006 TS-2249 TS-0083 TS-2250 TS-2251  TS-2252  TS-0288 TS-0403 TS-0063 TS-0066 TS-0342 TS-0122 TS-0084 TS-0259   
www.3M.com [use the search window]
Customized Cable? Ask your local 3M contact.

http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=QKFGL4WCLXit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=NM5N3V5MKTbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=BFZ75PD1M8it&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=2V93NFMCB4bl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=R0VDDKFW64it&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=87D9ZL07DWbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=TXFH2XR275it&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=TC2P077SZLbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_nid=N3G2M59QX5be6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=TCWR6DMB8Tit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=LSKJ1QZB2Sbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=7NT6YSFKNKit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=28PX24BFRNbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl


All 3M™ Flat and  
Round Cables   
permit termination   
to a broad line                               
of IDC connectors                           
 
Cable Type/Description  Round Conductor  Round Conductor  Round Conductor Round Conductor  Round Conductor  Round Conductor Round Conductor  Pleated Foil  Pleated Foil  Pleated Foil  Pleated Foil Pleated Foil Pleated Foil Shielded Halogen Free Twisted Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Jacketed Flat Cable Round Conductor Flat   
 Flat Cable Flat Cable Flat Cable, Halogen Free Flat Cable Flat Cable Flat Cable Flat Cable Shielded Flat Cable Shielded Flat Cable Shielded Flat Cable Shielded Flat Cable Shielded Flat Cable Flat Cable, Low Skew Pair Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable, Halogen Free Flat Cable Flat Cable Flat Cable Flat Cable  Cable, Medium Flex Life
Pitch / Centerline mm (in.) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.838 (.033) 1.0 (.039) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 
3M Cable Series 3754 3749  2049 3447 3604 3609 3756 90101  90111 90201  90202  90211 93101 79992 3849 3625  3365  3709  2010  3302  3667  3355 3601 3603  3539
Features - The “basic stranded cable” for - The “basic solid cable” for  - Halogen free - 6.35 mm [ .025" ] wire spacing - Excellent abrasion and chemical - Excellent abrasion and chemical - Meets SCSI-3 impedance - Thick jacket for external - Thick jacket for external - Thin cover for internal - Thin cover for internal - Thin cover for internal - Thick jacket for external - Halogen free - 3 row DIN connector compatible - Suitable for 2 mm [ .079" ] - The “basic stranded cable” - Zippable - Halogen free - Color-coded for wire - Split conductor sections allow - Extended temperature range - Excellent abrasion and chemical - CL2 listed for external use - 10 million flex cycles at 
   1.27 mm [ 0.050" ]    1.27 mm [ 0.050" ]  - Low toxicity   designed for mass termination   resistance   resistance   requirements   applications   applications    applications   applications   applications   applications - Low toxicity - Zippable     IDC connectors   for 2.54 mm [ .100" ]   - Low toxicity   identification    for easier routing - Zippable    resistance - AWM listed for internal use   22 mm [ 0.87" ] bended radius 
    IDC connectors   IDC connectors  - Low smoke - Zippable - Excellent mechanical durability - Excellent mechanical durability  - Suitable for 50 Ohm unbalanced - Suitable for 75 Ohm unbalanced - Suitable for 50 Ohm unbalanced - 35 dB average shielding - Suitable for 75 Ohm unbalanced - Suitable for 50 Ohm unbalanced - Low smoke  - Zippable   IDC connectors   - Low smoke - Zippable - Split/bond repeat of 61 cm [ 2.4" ]  - Excellent mechanical durability - Primary cable is zippable - Zippable  
 - Zippable - Meets SCSI-3 Fast-20 - Zippable  - For extreme temperature req.   - For extreme temperature req.    and 100 Ohm balanced impedance   impedance applications    and 100 Ohm balanced   effectiveness   impedance applications   and 100 Ohm balanced  - Split conductor sections allow   - Zippable  - Zippable  - Custom constructions available  - For extreme temperature req. 
    impedance requirements          applications  - 35 dB average shielding      impedance applications - Very low crosstalk - 35 dB average shielding   Zo applications    for easier routing       - Zippable 
  - Zippable      - 35 dB average shielding   effectiveness - 35 dB average shielding - Stranded    effectiveness - 35 dB average shielding - Bonded sections for connector 
           effectiveness - Very low crosstalk   effectiveness  - Very low crosstalk   effectiveness   termination 
        - Very low crosstalk - CL2 listed for external use - Very low crosstalk   - Very low crosstalk - Zippable 
        - CL2 listed for external use     - CL2 listed for external use 
             - Low skew
Conductor Size 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 28 AWG 28 AWG 32 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 
Conductor Material Tinned Copper Tinned Copper Tinned Copper Tinned Copper Silver Plated Copper Silver Plated Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Silver Plated Copper Tinned Copper Tinned Copper
Conductor Stranding 7 x 0.102 (7x38) Solid Solid Solid Solid 7 x 0.102 (7x38) 7 x 0.102 (7x38) Solid Solid Solid 7 x 0.102 (7x38) Solid Solid 7 x 0.102 (7x38) 7 x 0.102 (7x38) 7 x 0.127  (7x36) 7 x 0.127  (7x36) Solid 7 x 0.127  (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127  (7x36) 19 x 0.079 (19x40) 
Conductor Quantity 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 50 to 100 20 to 68 (10 to 34 pairs) 96 6 to 50 6 to 64 9 to 64 9 to 64 9 to 64 10 to 64 9 to 64 10 to 60 10 to 64 9 to 64 
Primary Insulation PVC TPE PO PVC FEP FEP TPE TPE TPE TPE TPE TPE TPE PO PVC PVC PVC PVC PO PVC PVC TPE FEP PVC PVC
Primary Color Gray Gray Off-White Gray Opaque White Opaque White Gray Translucent Translucent Translucent Gray Translucent Translucent White/Blue Repeat Gray Gray Gray (Optional Black) Gray Off-White 10 Color Repeat Gray Gray Blue Gray Gray (Optional Black)
Jacket Insulation        PVC PVC TPE TPE PVC PVC           PVC
Jacket Color        Gray Gray Gray Gray Gray Gray           Black
Shield        Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil
Voltage Rating USA / EU [V] 30 / <50 150 / <50 30 / <50 30 / <50 150 / <50 150 / <50 150 / <50 N.E.C. 725, CL2 / <50 N.E.C. 725, CL2 / <50 150 / <50 150 / <50 150 / <50 N.E.C. 725 CL2 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 30 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 
Temperature Min.  [°C] -20 -40 -20 -20 -55 -55 -40   -20 -20 -20  -10 -20 -20 -20 -20 -20 -20 -20 -40 -55 -20 -20
Temperature Max. [°C] +105 +105 +105 +105 +150 +150 +105 +75 +75 +105 +105 +105 +75 +80 +105 +105 +105 +105 +105 +105 +105 +105 +200 +80 (AWM) 75 (CL2) +105
UL Recognition / Listing 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - - / 3 - / 3 3 / - 3 / - 3 / - 3 / - - / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / 3 3 / - 
Flammability  UL / CUL VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 VW-1 VW-1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 IEC 332-1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 N.E.C. 725, CL2 / FT1 VW-1 / FT1 
RoHS Compliant  3 Contact 3M, contains decaBDE 3 3 3 3 Contact 3M, contains decaBDE 3 3 3 Contact 3M, contains decaBDE 3 3 3 3 3 3 3 3 3 3 Contact 3M, contains decaBDE 3 3 3 
Download by Tech Sheet Number: TS-0875 TS-0068 TS-0886 TS-0830 TS-0653 TS-0654 TS-0508 TS-0285 TS-0451 TS-0402 TS-0730 TS-0598 TS-0876  TS-2253 TS-0573 TS-0452 TS-0080 TS-0419 TS-0722 TS-0123 TS-0247 TS-0317 TS-0553 TS-0060 TS-0058 
www.3M.com [use the search window] 
 
All 3M™ Flat and  
Round Cables  
permit termination   
to a broad line  
of IDC connectors
 
Cable Type/Description  Twisted Pair  Twisted Pair Twisted Pair Flat Ground Plane Ground Plane Ground Plane Shielded Jacketed Shielded Jacketed Round Jacketed Round Jacketed Round Jacketed Round Jacketed Round Jacketed Round Shielded Round Jacketed Shielded Round Jacketed Twisted Round Jacketed Shielded Pleated Foil Pleated Foil  Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor 
 Flat Cable Flat Cable Cable, Halogen Free Flat Cable Flat Cable Flat Cable Flat Cable Twisted Pair Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable, High Flex Life Twisted Pair Flat Cable Jacketed Flat Cable Twisted Pair Flat Cable Pair, Halogen Free Twisted, Halogen Free  Shielded Flat Cable Shielded Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable 
Pitch / Centerline mm (in.) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 0.635 (.025) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 2.54 (.100) 2.54 (.100) 
3M Cable Series 1700  3782  2100 3469 3353 3476  3517 1785 3896 3758 3759 3834 3783 3659 3784 79983 79984 90104 90204 3801  3306  3770  3811  8124 8125   
Features - Color-coded for wire - Loose twisted pair  - Halogen free  - Lower crosstalk than round - Lower crosstalk than round - Lower crosstalk than round - 20 dB average shielding - Reduced crosstalk - Flat sections permit mass - 1.27 mm [ 0.50" ] centers permit - Flat sections permit mass - For external applications - For external applications - Flat sections permit mass - For external applications - For external applications - For external applications - Thick jacket for external - Thin cover for internal - For higher current applications - For higher current applications - For higher current applications - For higher current applications - For higher current applications - For higher current applications 
   identification   construction for easier  - Low toxicity     conductor flat cable   conductor flat cable   conductor flat cable   effectiveness - Different lengths of split    termination on 61 mm    mass termination to broad line   termination on 61 mm - Flat sections permit mass - Reduced crosstalk    termination on 61 mm  [ 2.4" ] - Reduced crosstalk - Halogen free - Halogen free    applications   applications - Zippable - The “basic solid cable” for - Extended temperature range - Color coded for wire identification - Compatible with CHG 2.54 mm - Compatible with CHG  
 - Reduced crosstalk   routing - Low smoke - No drain wire - Both edge conductors  - Conductor No. 1 contacts - CL2 listed for external use   bonded repeat sections   [ 2.4" ] centers    of IDC connectors   [ 2.4" ] centers   termination on 61 mm - Flat sections permit mass     centers - Flat sections permit mass - Low toxicity - Low toxicity - Suitable for 50 Ohm unbalanced - Suitable for 50 Ohm unbalanced       2.54 mm [ 0.100" ] IDC - Zippable - Zippable   [ .100" ] IDC sockets   2.54 mm [ .100" ]   
 - Different lengths of twisted/  - Reduced crosstalk - Reduced crosstalk    contact to the ground plane    to the  ground plane - AWM listed for internal use   available - Construction allows - For external applications  - Construction allows    [ 2.4" ] centers   termination - Construction allows    termination - Low smoke - Low smoke   and 100 Ohm balanced    and 100 Ohm balanced     connectors   - Zippable   IDC sockets 
   flat repeat sections  - Bonded flat sections for easy - Different lengths of twisted/flat  - Two drain wires - One drain wire - Primary cable is zippable - 20 dB average shielding   easy routing - Construction allows   easy routing - Construction allows - Loose twisted pair    easy routing - Loose twisted pair  - Reduced crosstalk - Shielding provides excellent   impedance applications   impedance applications  - Zippable    - Zippable 
   available   IDC connector termination   repeat sections available       effectiveness - Primary cable is zippable    easy routing - CL2 listed for external use   easy routing   construction for easier - CL2 listed for external use   construction for easier  - Flat sections permit mass   EMI / ESD protection - 35 dB average shielding - 35 dB average shielding   
  - Zippable      - CL2 listed for external use  - CL2 listed for external use - AWM listed for internal use - CL2 listed for external use   routing - AWM listed for internal use   routing     termination - Reduced crosstalk   effectiveness   effectiveness 
        - AWM listed for internal use  - For higher current applications - Primary cable is zippable - Primary cable is zippable - Primary cable is zippable - 35 dB average shielding - Shielding provides excellent - Loose twisted pair  - Flat sections permit mass - Very low crosstalk - Very low crosstalk 
          - Primary cable is zippable      effectiveness   EMI / ESD protection    construction for easier routing   termination - CL2 listed for external use - Mates with common IDC 
                - Primary cable is zippable - Primary cable is zippable  - Loose twisted pair  - Mates with common IDC    connectors         
                   construction for easier routing   connectors
Conductor Size 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 30 AWG 26 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 26 AWG 26 AWG 26 AWG 26 AWG 22 AWG 24 AWG
Conductor Material Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Silver Plated Stranded Copper Tinned Copper Tinned Copper Tinned Copper   Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Bare Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper
Conductor Stranding 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7  x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.102 (7x38) 7 x 0.160 (7x34) 7 x 0.127 (7x36) 19 x 0.079 (19x40) 7 x 0.127  (7x36) 7 x 0.102 (7x36) 7 x 0.127  (7x36) 7 x 0.127  (7x36) 7 x 0.127  (7x36) 7 x 0.127  (7x36)  7 x 0.127  (7x36) 7 x 0.160 (7x34) Solid 7 x 0.160 (7x34) 7 x 0.160 (7x34) 7 x 0.254 (7x30) 7 x 0.203 (7x32)
Conductor Quantity 10 to 64 (5 to 32 Pairs) 10 to 68 (5 to 34 Pairs) 10 to 64 (5 to 32 Pairs) 10 to 64 26 to 64 10 to 64 9 to 64 20 to 64 (10 to 32 Pairs) 20 to 100 9 to 64 9 to 64 10 to 64 10 to 68 (5 to 34 Pairs) 9 to 64 10 to 68 (5 to 34 Pairs) 10 to 68  (5 to 34 Pairs) 10 to 68 (5 to 34 Pairs) 15 to 64 15 to 64 9 to 64 10 to 60 9 to 64 9 to 64 5 to 40 6 to 30
Primary Insulation PVC PVC PO PVC PVC PVC PVC PVC PVC PVC PVC PVC PVC PVC PVC PE PE TPE TPE PVC PVC TPE PVC PVC PVC
Primary Color 10 Color Repeat 10 Color Repeat + White Blue + Off-White Pairs Repeat Gray Gray Gray Gray 10 Color Repeat + Tan (ground) Gray Gray Gray Black 10 Color Repeat + White Gray 10 Color Repeat + White Black and White Repeating Black and White Repeating Translucent Translucent Gray (Optional Black ) Gray Gray  10 Color Repeat Dark Gray Dark Gray
Jacket Insulation       PVC PVC PVC PVC PVC PVC PVC PVC PVC PE PE PVC TPE      
Jacket Color       Black Black Black Black Black Black Gray Black Gray Gray Gray Gray Gray        
Shield    Expanded Copper (one side only) Expanded Copper (one side only) Expanded Copper (one side only) Expanded Copper Expanded Copper      Aluminum Foil + Copper Braid Tinned Copper Braid   Pleated Copper Foil Pleated Copper Foil
Voltage Rating   USA / EU [V] 300 / <50 300 / <50 150 / <50 300 / <50 300 / <50 300 / <50 300 / <50 150 / <50 30 / <50 300 / <50 300 / <50 N.E.C. 725, CL2  / <50 300 / <50 300 / <50 300 / <50 30 / <50 30 / <50 Article 725 CL2 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 
Temperature Min.  [°C] -20 -20 -20 -20 -20 -20 -20 -20 -20 -20 -20   -20  -20 -20  -20 -20 -20 -40 -20 -20 -20
Temperature Max. [°C] +105 +80 +80 +105 +105 +105 +80  (AWM) 75 (CL2) +80 (AWM) 75 (CL2) +105 +75 (CL2) +80 (AWM) 75 (CL2) +75 +80 +80 (AWM) 75 (CL2) +80 +80 +80 +75 +105 +105 +105 +105 +105 +105 +105
UL Recognition / Listing 3 / - - / - 3 / - 3 / - 3 / - 3 / - 3 /  3 3 /  3 3 / - 3 /  3 3 /  3 - /  3 - / - 3 / 3 - / - - / - - / - - /  3 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / -
Flammability  UL / CUL VW-1 / FT1 VW-1 VW-1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 VW-1/ FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2  / FT1 VW-1 N.E.C. 725, CL2 / FT1 VW-1  VW-1  VW-1  N.E.C. 725, CL2 / FT1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 
RoHS Compliant  3 3 3 Planned Q4 2008 Planned Q4 2008 Planned Q4 2008 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 Contact 3M, contains decaBDE 3 3 3

Download by Tech Sheet Number: TS-0115 TS-0999 TS-0762 TS-0077 TS-0078 TS-0071 TS-0069 TS-0308 TS-2173 TS-2200 TS-0070 TS-1006 TS-2249 TS-0083 TS-2250 TS-2251  TS-2252  TS-0288 TS-0403 TS-0063 TS-0066 TS-0342 TS-0122 TS-0084 TS-0259   
www.3M.com [use the search window]
Customized Cable? Ask your local 3M contact.

http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=B1Q02VZW3Nit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=H5SM47GK7Bbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=LYF127WNWTit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=42XRSK7H4Vbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=3D8DT2QKYZit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=P9XW6QH60Jbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=WCTTPN8P47it&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=TXKR1T32HXbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=K1TQLWYDK2it&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=9S15H3ZM9Zbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=YVD18FPSQQit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=X933ZMB4TJbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=QZHLH8VC1Jit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=37810CP329bl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=QQS4SY6YY2it&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=SSTD75TJCKbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=1X84N1164Tit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=WM1S2JT59Qbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=5XJRY4BR6Zit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=VLQNZP0D75bl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl


All 3M™ Flat and  
Round Cables   
permit termination   
to a broad line                               
of IDC connectors                           
 
Cable Type/Description  Round Conductor  Round Conductor  Round Conductor Round Conductor  Round Conductor  Round Conductor Round Conductor  Pleated Foil  Pleated Foil  Pleated Foil  Pleated Foil Pleated Foil Pleated Foil Shielded Halogen Free Twisted Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Jacketed Flat Cable Round Conductor Flat   
 Flat Cable Flat Cable Flat Cable, Halogen Free Flat Cable Flat Cable Flat Cable Flat Cable Shielded Flat Cable Shielded Flat Cable Shielded Flat Cable Shielded Flat Cable Shielded Flat Cable Flat Cable, Low Skew Pair Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable, Halogen Free Flat Cable Flat Cable Flat Cable Flat Cable  Cable, Medium Flex Life
Pitch / Centerline mm (in.) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.635 (.025) 0.838 (.033) 1.0 (.039) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 
3M Cable Series 3754 3749  2049 3447 3604 3609 3756 90101  90111 90201  90202  90211 93101 79992 3849 3625  3365  3709  2010  3302  3667  3355 3601 3603  3539
Features - The “basic stranded cable” for - The “basic solid cable” for  - Halogen free - 6.35 mm [ .025" ] wire spacing - Excellent abrasion and chemical - Excellent abrasion and chemical - Meets SCSI-3 impedance - Thick jacket for external - Thick jacket for external - Thin cover for internal - Thin cover for internal - Thin cover for internal - Thick jacket for external - Halogen free - 3 row DIN connector compatible - Suitable for 2 mm [ .079" ] - The “basic stranded cable” - Zippable - Halogen free - Color-coded for wire - Split conductor sections allow - Extended temperature range - Excellent abrasion and chemical - CL2 listed for external use - 10 million flex cycles at 
   1.27 mm [ 0.050" ]    1.27 mm [ 0.050" ]  - Low toxicity   designed for mass termination   resistance   resistance   requirements   applications   applications    applications   applications   applications   applications - Low toxicity - Zippable     IDC connectors   for 2.54 mm [ .100" ]   - Low toxicity   identification    for easier routing - Zippable    resistance - AWM listed for internal use   22 mm [ 0.87" ] bended radius 
    IDC connectors   IDC connectors  - Low smoke - Zippable - Excellent mechanical durability - Excellent mechanical durability  - Suitable for 50 Ohm unbalanced - Suitable for 75 Ohm unbalanced - Suitable for 50 Ohm unbalanced - 35 dB average shielding - Suitable for 75 Ohm unbalanced - Suitable for 50 Ohm unbalanced - Low smoke  - Zippable   IDC connectors   - Low smoke - Zippable - Split/bond repeat of 61 cm [ 2.4" ]  - Excellent mechanical durability - Primary cable is zippable - Zippable  
 - Zippable - Meets SCSI-3 Fast-20 - Zippable  - For extreme temperature req.   - For extreme temperature req.    and 100 Ohm balanced impedance   impedance applications    and 100 Ohm balanced   effectiveness   impedance applications   and 100 Ohm balanced  - Split conductor sections allow   - Zippable  - Zippable  - Custom constructions available  - For extreme temperature req. 
    impedance requirements          applications  - 35 dB average shielding      impedance applications - Very low crosstalk - 35 dB average shielding   Zo applications    for easier routing       - Zippable 
  - Zippable      - 35 dB average shielding   effectiveness - 35 dB average shielding - Stranded    effectiveness - 35 dB average shielding - Bonded sections for connector 
           effectiveness - Very low crosstalk   effectiveness  - Very low crosstalk   effectiveness   termination 
        - Very low crosstalk - CL2 listed for external use - Very low crosstalk   - Very low crosstalk - Zippable 
        - CL2 listed for external use     - CL2 listed for external use 
             - Low skew
Conductor Size 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 30 AWG 28 AWG 28 AWG 32 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 
Conductor Material Tinned Copper Tinned Copper Tinned Copper Tinned Copper Silver Plated Copper Silver Plated Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Silver Plated Copper Tinned Copper Tinned Copper
Conductor Stranding 7 x 0.102 (7x38) Solid Solid Solid Solid 7 x 0.102 (7x38) 7 x 0.102 (7x38) Solid Solid Solid 7 x 0.102 (7x38) Solid Solid 7 x 0.102 (7x38) 7 x 0.102 (7x38) 7 x 0.127  (7x36) 7 x 0.127  (7x36) Solid 7 x 0.127  (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127  (7x36) 19 x 0.079 (19x40) 
Conductor Quantity 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 20 to 100 50 to 100 20 to 68 (10 to 34 pairs) 96 6 to 50 6 to 64 9 to 64 9 to 64 9 to 64 10 to 64 9 to 64 10 to 60 10 to 64 9 to 64 
Primary Insulation PVC TPE PO PVC FEP FEP TPE TPE TPE TPE TPE TPE TPE PO PVC PVC PVC PVC PO PVC PVC TPE FEP PVC PVC
Primary Color Gray Gray Off-White Gray Opaque White Opaque White Gray Translucent Translucent Translucent Gray Translucent Translucent White/Blue Repeat Gray Gray Gray (Optional Black) Gray Off-White 10 Color Repeat Gray Gray Blue Gray Gray (Optional Black)
Jacket Insulation        PVC PVC TPE TPE PVC PVC           PVC
Jacket Color        Gray Gray Gray Gray Gray Gray           Black
Shield        Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil Pleated Copper Foil
Voltage Rating USA / EU [V] 30 / <50 150 / <50 30 / <50 30 / <50 150 / <50 150 / <50 150 / <50 N.E.C. 725, CL2 / <50 N.E.C. 725, CL2 / <50 150 / <50 150 / <50 150 / <50 N.E.C. 725 CL2 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 30 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 
Temperature Min.  [°C] -20 -40 -20 -20 -55 -55 -40   -20 -20 -20  -10 -20 -20 -20 -20 -20 -20 -20 -40 -55 -20 -20
Temperature Max. [°C] +105 +105 +105 +105 +150 +150 +105 +75 +75 +105 +105 +105 +75 +80 +105 +105 +105 +105 +105 +105 +105 +105 +200 +80 (AWM) 75 (CL2) +105
UL Recognition / Listing 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - - / 3 - / 3 3 / - 3 / - 3 / - 3 / - - / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / 3 3 / - 
Flammability  UL / CUL VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 VW-1 VW-1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 IEC 332-1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 N.E.C. 725, CL2 / FT1 VW-1 / FT1 
RoHS Compliant  3 Contact 3M, contains decaBDE 3 3 3 3 Contact 3M, contains decaBDE 3 3 3 Contact 3M, contains decaBDE 3 3 3 3 3 3 3 3 3 3 Contact 3M, contains decaBDE 3 3 3 
Download by Tech Sheet Number: TS-0875 TS-0068 TS-0886 TS-0830 TS-0653 TS-0654 TS-0508 TS-0285 TS-0451 TS-0402 TS-0730 TS-0598 TS-0876  TS-2253 TS-0573 TS-0452 TS-0080 TS-0419 TS-0722 TS-0123 TS-0247 TS-0317 TS-0553 TS-0060 TS-0058 
www.3M.com [use the search window] 
 
All 3M™ Flat and  
Round Cables  
permit termination   
to a broad line  
of IDC connectors
 
Cable Type/Description  Twisted Pair  Twisted Pair Twisted Pair Flat Ground Plane Ground Plane Ground Plane Shielded Jacketed Shielded Jacketed Round Jacketed Round Jacketed Round Jacketed Round Jacketed Round Jacketed Round Shielded Round Jacketed Shielded Round Jacketed Twisted Round Jacketed Shielded Pleated Foil Pleated Foil  Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor Round Conductor 
 Flat Cable Flat Cable Cable, Halogen Free Flat Cable Flat Cable Flat Cable Flat Cable Twisted Pair Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable, High Flex Life Twisted Pair Flat Cable Jacketed Flat Cable Twisted Pair Flat Cable Pair, Halogen Free Twisted, Halogen Free  Shielded Flat Cable Shielded Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable Flat Cable 
Pitch / Centerline mm (in.) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 0.635 (.025) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 1.27 (.050) 2.54 (.100) 2.54 (.100) 
3M Cable Series 1700  3782  2100 3469 3353 3476  3517 1785 3896 3758 3759 3834 3783 3659 3784 79983 79984 90104 90204 3801  3306  3770  3811  8124 8125   
Features - Color-coded for wire - Loose twisted pair  - Halogen free  - Lower crosstalk than round - Lower crosstalk than round - Lower crosstalk than round - 20 dB average shielding - Reduced crosstalk - Flat sections permit mass - 1.27 mm [ 0.50" ] centers permit - Flat sections permit mass - For external applications - For external applications - Flat sections permit mass - For external applications - For external applications - For external applications - Thick jacket for external - Thin cover for internal - For higher current applications - For higher current applications - For higher current applications - For higher current applications - For higher current applications - For higher current applications 
   identification   construction for easier  - Low toxicity     conductor flat cable   conductor flat cable   conductor flat cable   effectiveness - Different lengths of split    termination on 61 mm    mass termination to broad line   termination on 61 mm - Flat sections permit mass - Reduced crosstalk    termination on 61 mm  [ 2.4" ] - Reduced crosstalk - Halogen free - Halogen free    applications   applications - Zippable - The “basic solid cable” for - Extended temperature range - Color coded for wire identification - Compatible with CHG 2.54 mm - Compatible with CHG  
 - Reduced crosstalk   routing - Low smoke - No drain wire - Both edge conductors  - Conductor No. 1 contacts - CL2 listed for external use   bonded repeat sections   [ 2.4" ] centers    of IDC connectors   [ 2.4" ] centers   termination on 61 mm - Flat sections permit mass     centers - Flat sections permit mass - Low toxicity - Low toxicity - Suitable for 50 Ohm unbalanced - Suitable for 50 Ohm unbalanced       2.54 mm [ 0.100" ] IDC - Zippable - Zippable   [ .100" ] IDC sockets   2.54 mm [ .100" ]   
 - Different lengths of twisted/  - Reduced crosstalk - Reduced crosstalk    contact to the ground plane    to the  ground plane - AWM listed for internal use   available - Construction allows - For external applications  - Construction allows    [ 2.4" ] centers   termination - Construction allows    termination - Low smoke - Low smoke   and 100 Ohm balanced    and 100 Ohm balanced     connectors   - Zippable   IDC sockets 
   flat repeat sections  - Bonded flat sections for easy - Different lengths of twisted/flat  - Two drain wires - One drain wire - Primary cable is zippable - 20 dB average shielding   easy routing - Construction allows   easy routing - Construction allows - Loose twisted pair    easy routing - Loose twisted pair  - Reduced crosstalk - Shielding provides excellent   impedance applications   impedance applications  - Zippable    - Zippable 
   available   IDC connector termination   repeat sections available       effectiveness - Primary cable is zippable    easy routing - CL2 listed for external use   easy routing   construction for easier - CL2 listed for external use   construction for easier  - Flat sections permit mass   EMI / ESD protection - 35 dB average shielding - 35 dB average shielding   
  - Zippable      - CL2 listed for external use  - CL2 listed for external use - AWM listed for internal use - CL2 listed for external use   routing - AWM listed for internal use   routing     termination - Reduced crosstalk   effectiveness   effectiveness 
        - AWM listed for internal use  - For higher current applications - Primary cable is zippable - Primary cable is zippable - Primary cable is zippable - 35 dB average shielding - Shielding provides excellent - Loose twisted pair  - Flat sections permit mass - Very low crosstalk - Very low crosstalk 
          - Primary cable is zippable      effectiveness   EMI / ESD protection    construction for easier routing   termination - CL2 listed for external use - Mates with common IDC 
                - Primary cable is zippable - Primary cable is zippable  - Loose twisted pair  - Mates with common IDC    connectors         
                   construction for easier routing   connectors
Conductor Size 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 30 AWG 26 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 26 AWG 26 AWG 26 AWG 26 AWG 22 AWG 24 AWG
Conductor Material Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Silver Plated Stranded Copper Tinned Copper Tinned Copper Tinned Copper   Tinned Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper Bare Copper Tinned Copper Tinned Copper Tinned Copper Tinned Copper
Conductor Stranding 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7  x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.102 (7x38) 7 x 0.160 (7x34) 7 x 0.127 (7x36) 19 x 0.079 (19x40) 7 x 0.127  (7x36) 7 x 0.102 (7x36) 7 x 0.127  (7x36) 7 x 0.127  (7x36) 7 x 0.127  (7x36) 7 x 0.127  (7x36)  7 x 0.127  (7x36) 7 x 0.160 (7x34) Solid 7 x 0.160 (7x34) 7 x 0.160 (7x34) 7 x 0.254 (7x30) 7 x 0.203 (7x32)
Conductor Quantity 10 to 64 (5 to 32 Pairs) 10 to 68 (5 to 34 Pairs) 10 to 64 (5 to 32 Pairs) 10 to 64 26 to 64 10 to 64 9 to 64 20 to 64 (10 to 32 Pairs) 20 to 100 9 to 64 9 to 64 10 to 64 10 to 68 (5 to 34 Pairs) 9 to 64 10 to 68 (5 to 34 Pairs) 10 to 68  (5 to 34 Pairs) 10 to 68 (5 to 34 Pairs) 15 to 64 15 to 64 9 to 64 10 to 60 9 to 64 9 to 64 5 to 40 6 to 30
Primary Insulation PVC PVC PO PVC PVC PVC PVC PVC PVC PVC PVC PVC PVC PVC PVC PE PE TPE TPE PVC PVC TPE PVC PVC PVC
Primary Color 10 Color Repeat 10 Color Repeat + White Blue + Off-White Pairs Repeat Gray Gray Gray Gray 10 Color Repeat + Tan (ground) Gray Gray Gray Black 10 Color Repeat + White Gray 10 Color Repeat + White Black and White Repeating Black and White Repeating Translucent Translucent Gray (Optional Black ) Gray Gray  10 Color Repeat Dark Gray Dark Gray
Jacket Insulation       PVC PVC PVC PVC PVC PVC PVC PVC PVC PE PE PVC TPE      
Jacket Color       Black Black Black Black Black Black Gray Black Gray Gray Gray Gray Gray        
Shield    Expanded Copper (one side only) Expanded Copper (one side only) Expanded Copper (one side only) Expanded Copper Expanded Copper      Aluminum Foil + Copper Braid Tinned Copper Braid   Pleated Copper Foil Pleated Copper Foil
Voltage Rating   USA / EU [V] 300 / <50 300 / <50 150 / <50 300 / <50 300 / <50 300 / <50 300 / <50 150 / <50 30 / <50 300 / <50 300 / <50 N.E.C. 725, CL2  / <50 300 / <50 300 / <50 300 / <50 30 / <50 30 / <50 Article 725 CL2 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 300 / <50 
Temperature Min.  [°C] -20 -20 -20 -20 -20 -20 -20 -20 -20 -20 -20   -20  -20 -20  -20 -20 -20 -40 -20 -20 -20
Temperature Max. [°C] +105 +80 +80 +105 +105 +105 +80  (AWM) 75 (CL2) +80 (AWM) 75 (CL2) +105 +75 (CL2) +80 (AWM) 75 (CL2) +75 +80 +80 (AWM) 75 (CL2) +80 +80 +80 +75 +105 +105 +105 +105 +105 +105 +105
UL Recognition / Listing 3 / - - / - 3 / - 3 / - 3 / - 3 / - 3 /  3 3 /  3 3 / - 3 /  3 3 /  3 - /  3 - / - 3 / 3 - / - - / - - / - - /  3 3 / - 3 / - 3 / - 3 / - 3 / - 3 / - 3 / -
Flammability  UL / CUL VW-1 / FT1 VW-1 VW-1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 VW-1/ FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2  / FT1 VW-1 N.E.C. 725, CL2 / FT1 VW-1  VW-1  VW-1  N.E.C. 725, CL2 / FT1 VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 Horizontal VW-1 / FT1 VW-1 / FT1 VW-1 / FT1 
RoHS Compliant  3 3 3 Planned Q4 2008 Planned Q4 2008 Planned Q4 2008 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 Contact 3M, contains decaBDE 3 3 3

Download by Tech Sheet Number: TS-0115 TS-0999 TS-0762 TS-0077 TS-0078 TS-0071 TS-0069 TS-0308 TS-2173 TS-2200 TS-0070 TS-1006 TS-2249 TS-0083 TS-2250 TS-2251  TS-2252  TS-0288 TS-0403 TS-0063 TS-0066 TS-0342 TS-0122 TS-0084 TS-0259   
www.3M.com [use the search window]
Customized Cable? Ask your local 3M contact.

http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=TJNPLF3GF2it&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=NNKN2BJBZ0bl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=7HK8CKZ3Q5it&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=9F33KVPMDVbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=DLX12M2KYFit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=76HG88110Fbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=H11Q0ZGDT0it&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=5Z9Z2QVDLPbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=JBCCNKRQPPit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=8N90SFB7PWbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=855TBYZXVNit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=D2FDQK85M6bl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=717V60N0CQit&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=FGXWGCJG2Mbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl
http://solutions.3m.com/wps/portal/3M/en_WW/electronics/home/productsandservices/products/interconnectsolutions/ProductCatalog/Products/?PC_7_RJH9U5230GE3E02LECIE20KMT3_node=Y1XB37G5T7it&PC_7_RJH9U5230GE3E02LECIE20KMT3_root=H9K7Q54NPGgv&PC_7_RJH9U5230GE3E02LECIE20KMT3_vroot=L1JTT8SGWLge&PC_7_RJH9U5230GE3E02LECIE20KMT3_bgel=WW5W9542VXbl&PC_7_RJH9U5230GE3E02LECIE20KMT3_gvel=6Z44P5GPWMgl


 
 
 
 

 
Round Conductor Flat Round Shielded Jacketed  Round Shielded Jacketed  Round Shielded Jacketed Round Shielded Jacketed 
Cable, High Flex Life Discrete Wire Cable Discrete Wire Cable Discrete Wire Cable Discrete Wire Cable

1.27 (.050)    
3319 3600B 3644B 3647B KU-C-KMPVV
- 100 million flex cycles at - Twisted pairs - Twisted pairs - Twisted pairs - Twisted pairs 
   22 mm [ 0.87" ] bended radius - Dual shielding - Dual shielding - Dual shielding - Reduced crosstalk 
- Zippable - 35 dB average shielding - 35 dB average shielding - 35 dB average shielding - Very flexible 
   effectiveness   effectiveness   effectiveness  
 - Reduced crosstalk - Reduced crosstalk - Reduced crosstalk  
 - CL2 listed for external use - Suitable for 100 Ohm balanced - Suitable for 100 Ohm balanced  
 -  Wire OD tailored for use   impedance applications   impedance applications  

with MDR   - CL2 listed for external use  - IEEE 1284 compliant  
  -  Wire OD tailored for use  - CL2 listed for external use 

with MDR  - Wire OD tailored for use with MDR 
28 AWG 28 AWG 28 AWG 28 AWG 28 AWG
Silver Plated Copper Alloy Tinned Copper Tinned Copper Tinned Copper Tinned Copper
19 x 0.079 (19x40) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36)
6 to 64 14 to 100 (7 to 50 Pairs) 14 to 100 (7 to 50 Pairs) 36 (18 Pairs) 14 to 100 (7 to 50 Pairs)
PVC PVC PO PO PVC
Black Color Coded Color Coded Color Coded Color Coded
 PVC PVC PVC PVC
 Beige (Black Optional) Beige (Black Optional) Beige Cream
 Aluminum Foil + Copper Braid Aluminum Foil + Copper Braid Aluminum Foil + Copper Braid Tinned Copper Braid
300 / <50 N.E.C. 725, CL2 / <50 N.E.C. 725, CL2 / <50 N.E.C. 725, CL2 / <50 30 / <50
-20    -20
+105 +75 +75 +75 +60
3 / -	 - / 3 - / 3  - / 3 - / - 
VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 VW-1
3	 3 3 3 3

TS-0059 TS-0388 TS-0826 TS-0582 TS-2272
 

 
 
 
 
   

Round Conductor Round Conductor Round Shielded Jacketed Round Shielded Jacketed PVC Shielded  
Flat Cable Flat Cable Discrete Wire Cable Discrete Wire Cable Jacket 
Halogen Free

3.96 (.156) 3.96 (.156)   
3391 8132 3750 3560 3617
- For higher current applications - For higher current applications - Twisted pairs - Twisted pairs - 3 sizes available 
- Zippable - Zippable - Dual shielding - Dual shielding - PVC insulation provides 
  - 35 dB average shielding - 35 dB average shielding   excellent protection for 
    effectiveness    effectiveness   external wiring applications 
  - Reduced crosstalk - Reduced crosstalk - Polyester leader for easy 
  - For higher current applications - For higher current applications   pull-through of cable, expanded 
  - Suitable for 50 Ohm unbalanced - CL2 listed for external use   copper shield for flexibility 
    and 100 Ohm balanced - AWM listed for internal use   and easy termination 
    impedance applications  - 20 dB average shielding 
  - CL2 listed for external use    effectiveness 
  - AWM listed for internal use 
22 AWG 18 AWG 26 AWG 26 AWG
Tinned Copper Tinned Copper Tinned Copper Tinned Copper 
7 x 0.254 (7x30) 19 x 0.254 (19x30) 7 x 0.160 (7x34) Solid
4 to 22 4 to 24 10 to 64 (5 to 32 Pairs) 10 to 64 (5 to 32 Pairs)
PVC PVC PVC PVC PVC
10 Color Repeat Dark Gray Wires Color Coded Color Coded Black
  PVC PVC 
  Gray Gray 
  Aluminum Foil + Copper Braid Aluminum Foil + Copper Braid Expanded Copper
600 / <50 300 / <50 300 / <50 300 / <50
-20 -20 -20 -20 -20
+80 +105 +80 (AWM) 75 (CL2) +80 (AWM) 75 (CL2) +80
3 / - 3 / -  3 / 3	 3 / 3	 Not applicable
 VW-1 / FT1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1  VW-1 / FT1
3 3 3	 3			 3

TS-0079 TS-0057 TS-0072 TS-0672 TS-0061

9.52 mm
[ 3/8" ]

12.70 mm
[ 1/2" ]

5.86 mm
[ 5/8" ]

19.0 mm
[ 3/4" ]

22.2 mm
[ 7/8" ]

25.4 mm
[ 1" ]

28.575 mm
[ 1 1/8" ]

 Individual Strands     Overall Conductor Construction
AWG Number Outside Diameter Outside Diameter Cross Section

mm / inch mm / inch 2mm  / Circ. Mils

22 1 0.643 / 0.0253 0.64 / 0.0253 0.326 / 640

22 7 0.254 / 0.0100 0.78 / 0.0300 0.355 / 700

22 19 0.160 / 0.0063 0.81 / 0.0320 0.382 / 750

24 1 0.510 / 0.0201 0.51 / 0.0201 0.205 / 404

24 7 0.203 / 0.0080 0.61 / 0.0240 0.227 / 448

24 19 0.127 / 0.0050 0.64 / 0.0250 0.241 / 475

26 1 0.404 / 0.0159 0.40 / 0.0159 0.128 / 253

26 7 0.160 / 0.0063 0.48 / 0.0190 0.141 / 275

26 19 0.102 / 0.0040 0.51 / 0.0200 0.149 / 304

28 1 0.320 / 0.0126 0.32 / 0.0126 0.080 / 124

28 7 0.127 / 0.0050 0.38 / 0.0150 0.089 / 175

28 19 0.080 / 0.0031 0.40 / 0.0160 0.092 / 201

30 1 0.250 / 0.0100 0.25 / 0.0100 0.050 / 100

30 7 0.102 / 0.0040 0.30 / 0.0120 0.057 / 112

3M Interconnect Products

and Accessories
Cables

Selection Guide

Each of the three cables represented in this chart consists of 28 AWG 

stranded conductors on 1.27 mm [ .050" ] wire spacing.

3M™ Round Conductor Flat Cable 3365 represents conductors that  

consist of seven strands, in which each of the strands are 36 AWG  

tinned soft copper.

3M™ Round Conductor Flat Cable, Medium Flex Life 3539 represents  

conductors that consist of 19 strands, in which each of the strands are  

40 AWG tinned soft copper.

3M™ Round Conductor Flat Cable, High Flex Life 3319 represents  

conductors that consist of 19 strands, in which each of the strands are  

40 AWG silver plated high-strength copper alloy.

The “Rolling Flex Test” flexed the cable 180° around a  

radius closely resembling typical usage, as represented in 

the illustration at right.

For more details, download tech sheet TS-0732.

Cable Flex Cycles Accessories

3M™ High Flex Life Braided Shield 

The construction of woven conductors consisting of  

tinned-copper foil spirally wound over glass fibers allows  

up to 50 million flex cycles at 3.81 cm [ 1.5" ] radius.  

Available from 5 mm up to 37 mm [ 0.2" up to 1.5" ].

3M™ Cable Clamp 

The 3M Cable Clamp 3484 facilitates cable routing  

by clamping and retaining up to six layers of flat cable.  

Available with or without adhesive backing. 

For more details, download  

tech      sheet TS-0260.

AWG Conversion Table

3M™ Cable Assemblies
Contact your 3M sales representative.

3M™ Flat Ribbon Cable Cutter 
The 3M Flat Ribbon Cable Cutter 3382 with toggle  

lever cuts cables up to 81.5 mm [ 3.2" ] width  

without conductor deformation. The cutting  

anvil with wire guide assures a  

square cut.

3M™ Shielding Tapes 

3M offers a variety of different shielding tapes for  

grounding and shielding. Various copper, aluminum or  

fabric tapes with conductive adhesives are available.

For more details, download tech sheet TS-0713.

3M™ Heat Shrink Tubing 

3M Heat Shrink Tubing offers an outstanding balance  

of electrical, physical and chemical properties  

for a wide variety of applications.

For more  

details, contact  

your 3M sales  

representative.
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Round Conductor Flat Round Shielded Jacketed  Round Shielded Jacketed  Round Shielded Jacketed Round Shielded Jacketed 
Cable, High Flex Life Discrete Wire Cable Discrete Wire Cable Discrete Wire Cable Discrete Wire Cable

1.27 (.050)    
3319 3600B 3644B 3647B KU-C-KMPVV
- 100 million flex cycles at - Twisted pairs - Twisted pairs - Twisted pairs - Twisted pairs 
   22 mm [ 0.87" ] bended radius - Dual shielding - Dual shielding - Dual shielding - Reduced crosstalk 
- Zippable - 35 dB average shielding - 35 dB average shielding - 35 dB average shielding - Very flexible 
   effectiveness   effectiveness   effectiveness  
 - Reduced crosstalk - Reduced crosstalk - Reduced crosstalk  
 - CL2 listed for external use - Suitable for 100 Ohm balanced - Suitable for 100 Ohm balanced  
 -  Wire OD tailored for use   impedance applications   impedance applications  

with MDR   - CL2 listed for external use  - IEEE 1284 compliant  
  -  Wire OD tailored for use  - CL2 listed for external use 

with MDR  - Wire OD tailored for use with MDR 
28 AWG 28 AWG 28 AWG 28 AWG 28 AWG
Silver Plated Copper Alloy Tinned Copper Tinned Copper Tinned Copper Tinned Copper
19 x 0.079 (19x40) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36) 7 x 0.127 (7x36)
6 to 64 14 to 100 (7 to 50 Pairs) 14 to 100 (7 to 50 Pairs) 36 (18 Pairs) 14 to 100 (7 to 50 Pairs)
PVC PVC PO PO PVC
Black Color Coded Color Coded Color Coded Color Coded
 PVC PVC PVC PVC
 Beige (Black Optional) Beige (Black Optional) Beige Cream
 Aluminum Foil + Copper Braid Aluminum Foil + Copper Braid Aluminum Foil + Copper Braid Tinned Copper Braid
300 / <50 N.E.C. 725, CL2 / <50 N.E.C. 725, CL2 / <50 N.E.C. 725, CL2 / <50 30 / <50
-20    -20
+105 +75 +75 +75 +60
3 / -	 - / 3 - / 3  - / 3 - / - 
VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1 VW-1
3	 3 3 3 3

TS-0059 TS-0388 TS-0826 TS-0582 TS-2272
 

 
 
 
 
   

Round Conductor Round Conductor Round Shielded Jacketed Round Shielded Jacketed PVC Shielded  
Flat Cable Flat Cable Discrete Wire Cable Discrete Wire Cable Jacket 
Halogen Free

3.96 (.156) 3.96 (.156)   
3391 8132 3750 3560 3617
- For higher current applications - For higher current applications - Twisted pairs - Twisted pairs - 3 sizes available 
- Zippable - Zippable - Dual shielding - Dual shielding - PVC insulation provides 
  - 35 dB average shielding - 35 dB average shielding   excellent protection for 
    effectiveness    effectiveness   external wiring applications 
  - Reduced crosstalk - Reduced crosstalk - Polyester leader for easy 
  - For higher current applications - For higher current applications   pull-through of cable, expanded 
  - Suitable for 50 Ohm unbalanced - CL2 listed for external use   copper shield for flexibility 
    and 100 Ohm balanced - AWM listed for internal use   and easy termination 
    impedance applications  - 20 dB average shielding 
  - CL2 listed for external use    effectiveness 
  - AWM listed for internal use 
22 AWG 18 AWG 26 AWG 26 AWG
Tinned Copper Tinned Copper Tinned Copper Tinned Copper 
7 x 0.254 (7x30) 19 x 0.254 (19x30) 7 x 0.160 (7x34) Solid
4 to 22 4 to 24 10 to 64 (5 to 32 Pairs) 10 to 64 (5 to 32 Pairs)
PVC PVC PVC PVC PVC
10 Color Repeat Dark Gray Wires Color Coded Color Coded Black
  PVC PVC 
  Gray Gray 
  Aluminum Foil + Copper Braid Aluminum Foil + Copper Braid Expanded Copper
600 / <50 300 / <50 300 / <50 300 / <50
-20 -20 -20 -20 -20
+80 +105 +80 (AWM) 75 (CL2) +80 (AWM) 75 (CL2) +80
3 / - 3 / -  3 / 3	 3 / 3	 Not applicable
 VW-1 / FT1 VW-1 / FT1 N.E.C. 725, CL2 / FT1 N.E.C. 725, CL2 / FT1  VW-1 / FT1
3 3 3	 3			 3

TS-0079 TS-0057 TS-0072 TS-0672 TS-0061

9.52 mm
[ 3/8" ]

12.70 mm
[ 1/2" ]

5.86 mm
[ 5/8" ]

19.0 mm
[ 3/4" ]

22.2 mm
[ 7/8" ]

25.4 mm
[ 1" ]

28.575 mm
[ 1 1/8" ]

 Individual Strands     Overall Conductor Construction
AWG Number Outside Diameter Outside Diameter Cross Section

mm / inch mm / inch 2mm  / Circ. Mils

22 1 0.643 / 0.0253 0.64 / 0.0253 0.326 / 640

22 7 0.254 / 0.0100 0.78 / 0.0300 0.355 / 700

22 19 0.160 / 0.0063 0.81 / 0.0320 0.382 / 750

24 1 0.510 / 0.0201 0.51 / 0.0201 0.205 / 404

24 7 0.203 / 0.0080 0.61 / 0.0240 0.227 / 448

24 19 0.127 / 0.0050 0.64 / 0.0250 0.241 / 475

26 1 0.404 / 0.0159 0.40 / 0.0159 0.128 / 253

26 7 0.160 / 0.0063 0.48 / 0.0190 0.141 / 275

26 19 0.102 / 0.0040 0.51 / 0.0200 0.149 / 304

28 1 0.320 / 0.0126 0.32 / 0.0126 0.080 / 124

28 7 0.127 / 0.0050 0.38 / 0.0150 0.089 / 175

28 19 0.080 / 0.0031 0.40 / 0.0160 0.092 / 201

30 1 0.250 / 0.0100 0.25 / 0.0100 0.050 / 100

30 7 0.102 / 0.0040 0.30 / 0.0120 0.057 / 112

3M Interconnect Products

and Accessories
Cables

Selection Guide

Each of the three cables represented in this chart consists of 28 AWG 

stranded conductors on 1.27 mm [ .050" ] wire spacing.

3M™ Round Conductor Flat Cable 3365 represents conductors that  

consist of seven strands, in which each of the strands are 36 AWG  

tinned soft copper.

3M™ Round Conductor Flat Cable, Medium Flex Life 3539 represents  

conductors that consist of 19 strands, in which each of the strands are  

40 AWG tinned soft copper.

3M™ Round Conductor Flat Cable, High Flex Life 3319 represents  

conductors that consist of 19 strands, in which each of the strands are  

40 AWG silver plated high-strength copper alloy.

The “Rolling Flex Test” flexed the cable 180° around a  

radius closely resembling typical usage, as represented in 

the illustration at right.

For more details, download tech sheet TS-0732.

Cable Flex Cycles Accessories

3M™ High Flex Life Braided Shield 

The construction of woven conductors consisting of  

tinned-copper foil spirally wound over glass fibers allows  

up to 50 million flex cycles at 3.81 cm [ 1.5" ] radius.  

Available from 5 mm up to 37 mm [ 0.2" up to 1.5" ].

3M™ Cable Clamp 

The 3M Cable Clamp 3484 facilitates cable routing  

by clamping and retaining up to six layers of flat cable.  

Available with or without adhesive backing. 

For more details, download  

tech      sheet TS-0260.

AWG Conversion Table

3M™ Cable Assemblies
Contact your 3M sales representative.

3M™ Flat Ribbon Cable Cutter 
The 3M Flat Ribbon Cable Cutter 3382 with toggle  

lever cuts cables up to 81.5 mm [ 3.2" ] width  

without conductor deformation. The cutting  

anvil with wire guide assures a  

square cut.

3M™ Shielding Tapes 

3M offers a variety of different shielding tapes for  

grounding and shielding. Various copper, aluminum or  

fabric tapes with conductive adhesives are available.

For more details, download tech sheet TS-0713.

3M™ Heat Shrink Tubing 

3M Heat Shrink Tubing offers an outstanding balance  

of electrical, physical and chemical properties  

for a wide variety of applications.

For more  

details, contact  

your 3M sales  

representative.

Flex Radius = 25.4 mm [ 1.0" ] Flex Diameter = 50.8 mm [ 2.0" ]

Cable

139.7 mm [ 5.5" ]
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