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WALDMANN
ENGINEER OF LIGHT

The global player from the Black Forest:
Waldmann stands for innovative lighting
expertise, intelligent designs and inter-
national experience.

Here, tradition, innovation and passion
create a perfect combination. Waldmann
develops sophisticated lighting solutions,
which support people at work, allow for
flexibility when taking into consideration
varying room situations and help save

energy. This makes the owner-run company
a technology leader in the divisions of
industry, office, care & health as well as
medical photo-therapy.

Since its foundation in 1928, its headquarters
are located in Villingen-Schwenningen — today
Waldmann has sales and production sites in

12 nations and 900 staff.

For you, this means: direct consulting by light
specialists on site and tailor-made solutions.







WALDMANN
LIGHT WITH VERY HIGH STANDARDS

Tradition & future-oriented solutions

For well over 60 years, Waldmann has been develop-
ing lighting concepts for a wide range of sectors and
fields of application. Health, productivity, safety and
energy savings are at the forefront.

The current state of technology and many years of
experience guarantee viable solutions.

Know-how & unique consulting

Waldmann takes its established application know-how
to customers and partners: You can go to LIGHTLINER,
a specially designed truck, to obtain comprehensive
consulting and test all lighting solutions yourself. It's
never been easier to find the right light!

Craftsmanship & individual concepts

Waldmann manufactures "Customized lighting™:

The task and the environment are the most important
parameters for the right lighting concept. Industrial
customers benefit from German craftsmanship, which
keeps what it promises: Exclusive solutions based on
a broad application know-how.

Quality & highest standards

Waldmann is distinguished by quality, reliability and
engineering know-how — everything that is associated
abroad with "Made in Germany". Quality awareness

is the basis of our actions. This is also what the active
environmental management (certified to DIN EN 14001)
stands for.
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WALDMANN'S TWIN-C PHILOSOPHY
LIGHT CONCEPTS WITH ADDED VALUE

How can you achieve optimum lighting, one of the most important value-adding factors in industry?
Very simple: with the right philosophy. At Waldmann, this philosophy is called "TWIN-C". This stands for
"Concepts" and "Components" and forms the centre of a 4-step plan for a light concept that increases,
among other things, productivity and safety.

The four steps for achieving an intelligent light concept

1. Analysis

2. Elaboration of the concept ("Concept")

3. Selection and definition of the right products ("Components”)
4. Implementation

Advantages of TWIN-C: more productivity and safety

Productivity — an increase of up to 40 % possible  Safety — fewer accidents by up to two thirds

e Maximizing the workplace potential ¢ \Well-lit workplaces reduce the risk of accidents

¢ Individually adjustable light increases productivity ¢ Reduction of the number and seriousness of injuries
¢ [mproved work performance ¢ Highly concentrated employees due to improved

e Decrease of error and reject rates light situation

¢ Increase in quality e Efficient light solutions instead of costly safety

measures



WALDMANN'S TWIN-C PHILOSOPHY
INTELLIGENT LIGHTING

TWIN-C helps to fully exploit energy saving potentials — and to simultaneously increase comfort and illuminance.
This is also an important topic in view of the demographic change since the light demand increases with
advancing age. Every workplace poses special challenges to the light engineers: A modern light concept
must meet individual requirements, including those of older employees, night and shift workers. This can be
achieved by intelligent, workplace-related TWIN-C light solutions.

Advantages of TWIN-C: better health and more energy savings

Health - increased well-being Energy saving - in the double-figure
percentage range
e Counteracting signs of ageing and deficiencies

e Staff needs are optimally taken into account e | ight for selective use

¢ Adapted to the requirements of older employees e Reduction in energy consumption in combination
as well with increased illuminance

¢ | ong-term health-promoting for night and ¢ High light efficiency at the workplace
shift workers ¢ Increased comfort thanks to high-quality lighting

e Fewer absences and increased motivation concepts









WALDMANN - POSSIBLE APPLICATIONS

IN AN ENTIRELY NEW LIGHT
A PASSION FOR INNOVATION

Waldmann light engineers make high demands on their work: innovative and individual light concepts at the
highest level. On the basis of their mechanical and electronic know-how, their broad experience and intense
dialogue with the customer, they develop reliable and long-lived products. This guarantees true insights!

Room lighting — a sophisticated concept all the way through

Waldmann assists you with flexible system solutions for different room situations. Especially production and
logistics halls require very sophisticated light solutions. Waldmann lighting concepts meet a wide range of
lighting needs, guarantee high flexibility and help save energy.

Workplace lighting — human beings come first

Waldmann's workplace lighting is guided by a simple principle: If the employee is well, this is good for the
company. Even in a high-tech world, the human being is still at the centre of all work processes. Waldmann
integrates his/her needs and requirements into optimum workplace lighting.

Machine lighting - light in extreme situations

For decades, Waldmann has been a strong partner in machine lighting matters. It presents product developers

with particular challenges: The lights must withstand extreme temperatures and mechanical impacts. This is
guaranteed by extensive vibration and shock tests and a 100 % tightness test.

13



POSSIBLE APPLICATIONS
IN INDUSTRIAL COMPANIES
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TAUREO
FLEXIBLE LIGHTING
WITH SYSTEM
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TAUREO emphasises the importance of Waldmann
as quality brand for high-quality lighting solutions at
the workplace: Via this new LED continuous-row
system, the Engineer of Light addresses the hall
lighting topic and supplements his concept of
intelligent lighting solutions for industry by another
convincing component.

As a modular system, TAUREO offers the suitable
light in each case for different requirements, such
as those found, for example, in productions halls,
logistics halls, storage halls or cooling facilities.
Thanks to its system character, TAUREO adapts
itself also very easily to changed conditions.

e | ight modules with premium LEDs

e Variants of up to 4700 lumen

e Ambient temperature up to +55° C

e Energy saving of 50 % compared with
conventional luminaires

e Maintenance-free: LED service life up to
60000 hours (L80B10) and more

e Continuous dimming and daylight and presence
sensors as option

e Maximum flexibility through modular design

e Optimum thermal management with intelligent
overheating protection

e Patented optics for precise light deflection and
different beam characteristics

e Time- and cost-saving putting into operation
through torsion-resistant and intelligent mounting
profiles

e High-quality processing according to Waldmann
quality standards

® H-year system warranty

e 20-year spare part warranty

ROOM LIGHTING
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TAUREO at a glance

e Power consumption from 22 W, 28 W or 33 W (system power) Continuously dimmable 1 - 10 V or DALI standard

e Net luminous flux package 3,300 Im, 4,000 Im or 4700 Im Completely protected and extruded light modules and operating devices

e Temperature of use: - 25° C to + 45° C (at 4700 Im) ® Phase selection via simple DIP switch
-25°Cto +50°C (at 4000 Im) Degree of protection IP20/IP40/IP54 for overall system, protection class |
-25°Cto+55°C (at 3300 Im) Overvoltage resistance 4 kV

e Residual light current 80 % after 60000 operating hours (IES LM 80 & TM 21) DALI, daylight control and presence sensors available as option

e Colour temperature neutral white 4000 K, 5000 K and daylight white 6500 K e Emergency lighting as option can be integrated directly into the support profile

e Internal optics for different beam characteristics (wide-beam, narrow-beam, e Dimensions of the support profile: 4200 mm/3000 mm/1200 mm/

extra narrow-beam, double asymmetric) 600 mm x 90 mm x 84 mm
e Support profile made of robust aluminium e Dimensions of the light module: 592 x 72 mm
e 7-wire premounted conductor group in 2.5 mm? * \Weight per 4200 mm: 15.4 kg fully equipped, 9.1 kg without equipment

e SUPPORT PROFILE

OPERATING DEVICE

LIGHT MODULE




CONTINUOUS-ROW SYSTEMS - TAUREO

23

d Production hall

JE Logistics hall

LIGHT MODULE Light current Light colour Power Order no.
4000 Im 4000K 28 W H10 000 059 - 006 211 82
4000 Im 5000K 28 W H10 000 329-006 791 60
4000 Im 6500K 28 W H10 000 289 - 006 462 49
4700 Im 4000K 33W H10 000 399 - 006 959 38
e 4700 Im 5000K 33W H10 000 409 - 006 959 41
W optics 4700 Im 6500K 33W H10 000 419 - 006 959 44
4000 Im 4000K 28 W H10 000 049-006 211 74
4000 Im 5000K 28 W H10 000 469 - 006 960 05
4000 Im 6500K 28 W H10 000 279 - 006 462 46
4700 Im 4000K 33W H10 000 489 - 006 960 11
4700 Im 5000K 33W H10 000 499 - 006 960 14
N optics 4700 Im 6500K 33W H10 000 509 - 006 960 17
4000 Im 4000K 28 W H10 000 249 - 006 296 24
4000 Im 5000K 28 W H10 000 559 - 006 960 32
4000 Im 6500K 28 W H10 000 269 - 006 462 43
4700 Im 4000K 33W H10 000 579 - 006 960 38
4700 Im 5000K 33W H10 000 589 - 006 960 41
xN optics 4700 Im 6500K 33W H10 000 599 - 006 960 44
4000 Im 4000K 28 W H10 000 069 -006 211 91
4000 Im 5000K 28 W H10 000 649 - 006 960 60
4000 Im 6500K 28 W H10 000 299 - 006 462 52
4700 Im 4000K 33W H10 000 669 - 006 960 67
4700 Im 5000K 33W H10 000 679 - 006 960 70
D optics 4700 Im 6500K 33W H10 000 689 - 006 960 74
Variants with a light current of 3300 Im upon request
OPERATING DEVICE Connected load Special feature Order no.
220-240V dimmable 1-10V H11 000 119 - 006 803 39
220-240V DALI H11 000 129 - 006 803 43
SUPPORT PROFILE Length Colour Special feature Order no.
4200 mm colourless anodised 7-pin, black cover H12 000 119-006 714 31
3000 mm colourless anodised 7-pin, black cover H12 000 129-006 714 39
1200 mm colourless anodised 7-pin, black cover H12 000 139-006 714 42
600 mm colourless anodised 7-pin, black cover H12 000 149 - 006 714 45

ROOM LIGHTING



ACANEO
STRONG LIGHTING PARTNER
FOR ANY HEIGHT

ACANEDO is the ideal solution for wide-area general lighting
of buildings with high room heights: Efficient lighting in halls
up to 30 metres in height. This increases the performance
of staff and the quality of their work. ACANEO also provides
an important contribution to a positive energy balance. Your
company benefits from these factors: Social responsibility
and commitment to the environment have a favourable
effect on cost efficiency.

Z

reddot award 2016
winner

e Advanced LED technology with up to 60000 hours of
service life (L80B10)
e Extremely robust die-cast aluminium housing
e Energy saving compared with conventional luminaires
e Time- and cost-saving mounting
® Thermal management with intelligent overheating
protection
Patented optics for precise light deflection
High-quality processing according to Waldmann quality
standards
Maintenance-free
b-year system warranty
Resistant to common coolants, oils and welding vapours
Integrated constant light output (CLO)




ACANEO
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ROBUST. LONG SERVICE LIFE. EFFICIENT.

Light technology in a new dimension

ACANEDO is the right solution for different room situations:
Waldmann offers the luminous flux package that matches
different room heights and illuminance levels. The optics
was developed with a view to achieving minimum glare and
maximum homogeneity in the focus, which we managed
to do convincingly (UGR < 21). This increases occupational
safety, while reducing the number of accidents.

Light for extreme conditions

ACANEO fulfils the high demands of logistics, production
and storage halls: The high bay luminaire works reliably
even in dusty, humid and oil-containing air. The light does
not require visible cooling ribs: The risk of contamination,
for example by oil particles, is clearly reduced!

(Degree of protection: IP65; impact resistance up to IK10)

ACANEO is equipped with Constant Light Output (CLO),
thus compensating the decrease in luminous flux over its

entire service life. This service life of 60000 hours remains
stable even at more than 70° C - thanks to the intelligent
housing concept, selective high-performance materials and
thermal management. The illuminance fulfils the requirements
of the standard, even when equipped with active overheat-
ing protection.

Simple mounting, high intelligence

Compared with conventional high bay luminaires, ACANEO
provides its first cost savings already prior to being put into
operation: Completely premounted and equipped with mains
lead, the two suspension points at the ceiling can be
combined to a single-point suspension. This results in self-
alignment and complete mounting of ACANEQO within

a few minutes. Even vibrations and air movements are no
longer able to twist the luminaire.

ROOM LIGHTING
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ACANEO MODULAR DESIGN SYSTEM
CUSTOMIZED LIGHTING - JUST CONFIGURE IT YOURSELF

| VAN

narrow-beam, wide-beam

Optics
14,0001m, 20,000Im, 30,000 Im | . S T T 4000 K, 5000 K, 6500 K
I P
Light current Light colour

plug, 4 m connecting cable switchable, 1-10V, DALI, DALI-CLO
Electric connection Technology
ACANEO stands for maximum flexibility: To allow you to Variations in luminous flux, optics, light colour, technology
tune the light to your room situation, the environment and connecting cable combine to give a lighting solution
and the tasks to be carried out, Waldmann offers you the tailored to your needs. In a nutshell: Our light does exactly
ACANEOQO configurator: Our product developers have what you want it to do!

designed ACANEO in such a way that a large number of
components can be used in various combinations.
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ACANEO at a glance

HIGH BAY LUMINAIRES - ACANEO

N optics

W optics

27

Net luminous flux package 30000 Im (replaces > 700 W-HQL)

Power consumption 230 W
Temperature of use: -30° C

to +50°C

Residual luminous flux 80 % after 60000 operating hours (L80B10)
Colour temperature neutral white 4000 K, daylight white 5000 K and 6500 K e 5-year warranty

Internal individual optics/narrow-beam or wide-beam

Robust die-cast aluminium

housing

e Premounted connecting cable (4 m), (variant)

e Switchable or continuously dimmable 1 — 10 V or DALI standard

e Degree of protection IP65; protection class |
e Overvoltage resistance 4 kV

e Dimensions housing size: 585 mm x 480 mm x 117 mm

* \Weight 10.8 kg

d Production hall

JE Logistics hall

Luminous flux 30000 Im

Further variants on request

Order no. with plug

Optics Light colour Technology Model Order no. with connection cable
113206 000 - 006 823 93
narrow-beam 4000 K DALI HIAL 30000/840/N/DALI 113233 000 - 006 824 79
113 331 000 - 006 926 70
narrow-beam 4000 K switchable HIAL 30000/840/N/EA 113 349 000 - 006 927 30
113207 000 - 006 823 97
narrow-beam 5000 K DALI HIAL 30000/850/N/DALI 113234 000 - 006 824 82
113 332 000 - 006 926 73
narrow-beam 5000 K switchable HIAL 30000/850/N/EA 113 350 000 - 006 927 33
113 373 000- 006 928 52
wide-beam 4000 K DALI HIAL 30000/840/W/DALI 113 400 000 - 006 929 37
113421 000-006 929 99
wide-beam 4000 K switchable HIAL 30000/840/W/EA 113439 000-006 93057
113 374 000 - 006 928 55
wide-beam 5000 K DALI HIAL 30000/850/W/DALI 113 401 000 - 006 929 40
113422 000- 006 930 02
wide-beam 5000 K switchable HIAL 30000/850/W/EA 113 440 000 - 006 930 60

ROOM LIGHTING
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ACANEO at a glance

HIGH BAY LUMINAIRES - ACANEO
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e Net luminous flux package 14000 Im (replaces > 250 W-HQL)
e Net luminous flux package 20000 Im (replaces > 400 W-HQL)
e Power consumption 100 W or 160 W
e Temperature of use: -30° C to +50° C (in combination with DALI up to +60° C) e Overvoltage resistance 4 kV
e Residual luminous flux 80 % after 60000 operating hours (L80B10)

e Colour temperature neutral white 4000 K, daylight white 5000 K and 6500 K e Dimensions housing size: 480 mm x 405 mm x 117 mm

e |Internal individual optics/narrow-beam or wide-beam
* Robust die-cast aluminium housing

e Premounted connecting cable (4 m), (variant)

e Switchable or continuously dimmable 1 — 10 V or DALI standard

e Degree of protection IP65; protection class |

e b-year warranty

e Weight 8.2 kg

d Production hall

J& Logistics hall

Luminous flux 14000 Im

Further variants on request

Optics

Light colour

Technology

Model

Order no. with plug

Order no. with connection cable

narrow-beam

narrow-beam

narrow-beam

narrow-beam

wide-beam

wide-beam

wide-beam

wide-beam

4000 K

4000 K

5000 K

5000 K

4000 K

4000 K

5000 K

5000 K

DALI

switchable

DALI

switchable

DALI

switchable

DALI

switchable

HIAL 14000/840/N/DALI

HIAL 14000/840/N/EA

HIAL 14000/850/N/DALI

HIAL 14000/850/N/EA

HIAL 14000/840/W/DALI

HIAL 14000/840/W/EA

HIAL 14000/850/W/DALI

HIAL 14000/850/W/EA

113 188 000 - 006 822 60
113215000 - 006 824 22
113 319 000 - 006 926 34
113 337 000 - 006 926 89
113189 000-006 822 63
113216 000 - 006 824 25
113 320 000 - 006 926 37
113338 000 - 006 926 92
113 355 000 - 006 927 51
113382 000-006 928 79
113 409 000 - 006 929 66
113427 000-006 930 17
113 356 000- 006 927 54
113 383 000 - 006 928 82
113410 000 - 006 929 69
113 428 000 - 006 930 20

d Production hall

JE Logistics hall

Luminous flux 20000 Im

Further variants on request

Optics

Light colour

Technology

Model

Order no. with plug

Order no. with connection cable

narrow-beam

narrow-beam

narrow-beam

narrow-beam

wide-beam

wide-beam

wide-beam

wide-beam

4000 K

4000 K

5000 K

5000 K

4000 K

4000 K

5000 K

5000 K

DALI

switchable

DALI

switchable

DALI

switchable

DALI

switchable

HIAL 20000/840/N/DALI

HIAL 20000/840/N/EA

HIAL 20000/850/N/DALI

HIAL 20000/850/N/EA

HIAL 20000/840/W/DALI

HIAL 20000/840/W/EA

HIAL 20000/850/W/DALI

HIAL 20000/850/W/EA

113197 000 - 006 822 88
113224 000 - 006 824 52
113 325 000 - 006 926 52
113343 000-006 927 07
113 198 000 - 006 822 91
113 225 000 - 006 824 55
113326 000 - 006 926 55
113 344 000 -006 927 10
113 364 000-006 927 79
113 391 000 - 006 929 09
113415 000-006 929 84
113 433 000 - 006 930 35
113 365 000- 006 927 82
113392 000-006 929 12
113 416 000 - 006 929 87
113 434 000 - 006 930 38

Variants with a temperature resistance of 70° C upon request

ROOM LIGHTING
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LAVIGO impresses with its design based on the shape of

a rectangle — and featuring slightly rounded-off borders as
a particular detail. Visually, the suspended luminaire fits
perfectly to different office concepts, interior design scenarios
and furniture systems. Advanced technologies provide high
efficiencies in combination with low current consumption.
Moreover, the luminaire can be integrated into common
building management systems.

LAVIGO

e ' SIMPLE ELEGANCE -
| HIGH BEAM POWER

Closed luminaire body with cover

Direct light with Light Forming Technology for uniform
light distribution

Connection to DALI light management systems

Easy mounting, operating devices integrated into

the luminaire



SUSPENDED LUMINAIRES - LAVIGO
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LAVIGO at a glance
e | uminaire light output approx. 114 Im/W e Connected loads 220 - 240 V; 50/60 Hz
e Light distribution (direct/indirect) approx. 22 % /78 % e Energy efficiency class A+
e Luminance < 2800 cd/m? e Degree of protection IP 20
e UGR< 16 e Weight (net) 6.5 kg
e Colour rendering Ra > 80 * Mains connection approx. 1 m; with free stranded wires/cable ends
e Glare-free thanks to conical prismatic screen
'.'.y Office 34t Meeting room
Fitted with Technology Model Order no. white
Power Connected load Light colour Order no. silver
9200 Im DALI DPP 288/D 121 740 000 - 006 787 44

81 W 220-240V, 50/60 Hz

neutral white 4000 K

121 740 000 - 006 787 47

ROOM LIGHTING
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WORKPLACE LIGHTING
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WORKPLACE LIGHTING
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TANEO
OPTIMUM VISIBILITY




ARM-MOUNTED LUMINAIRES - TANEO 35

TANEO is a true all-rounder. No matter for what
workplace, no matter in what sector — wherever
optimum visibility must be guaranteed, uncompro-
mising lighting is essential.

With its light output suitable for nearly every
application, high light quality and ergonomic
handling, TANEO provides optimum working
conditions and offers incomparable flexibility
regarding its adjustment to individual and
activity-related requirements.

e Maintenance-free LED technology

e Performance levels that meet all requirements

e Continuous, flicker-free dimming

e Area light free of shadows and glare caused
by reflection

e Good contrast viewing and very good colour
recognition

e Optimum work results through application-
oriented selection of screens

e Robust aluminium housing

e Closed design for protecting the user and the
integrated technology

e Uniquely mobile and balanced arm with
vast radius of action

e Also available in ESD design

WORKPLACE LIGHTING
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TANEO at a glance
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Design for watchmaker workplace: Illuminance based on the example
a=60°p3=0° 34 W with CDP screen

Any other designs:
a=110°p = 20°

e LED technology

e Spring-loaded arm with 3D head joint

e Colour temperature neutral white 4000 K or 5000 K e Membrane key integrated into the luminaire head for On/Off and dimming
e Colour rendering Ra > 85 (CDP) or

Ra = 90 (white opal screen)

e Degree of protection IP20; protection class |
e Supplied with approx. 3 m connecting cable with plug-in power supply unit

e Glare-free thanks to conical prismatic screen (CDP) or white opal screen (14 W) or table power supply unit (24 and 34 W) with plug type CEE 7/16
* Housing made of colourless anodised aluminium or aluminium painted (Euro connector)

white or black and black plastic
e Screen made of PMMA (CDP) or PC (white opal screen)

e Various fasteners and additional magnifier (3.5 dioptres) as accessories

‘\) Assembly workplace

#—; Workshop workplace

Fitted with Operating device Dimensions E. Model

Power Connected load Special feature ey Order no.

LED plug-in power supply A =384 mm, B=400mm, C=218mm 563 Ix! STZL 12 R

14W 100-240V, 50/60 Hz CDP screen, 4000 K, colourless anodised 1569 IX' 112 576 000 - 005 441 67
LED plug-in power supply A =384 mm, B =400 mm, C =218 mm 563 Ix’ STZL 12 R

14 W 100 -240V, 50/60 Hz CDP screen, 5000 K, colourless anodised 1569 IX' 112 576 000 - 005 397 57
LED table power supply A =384 mm, B =400 mm, C =398 mm 1137 IX' STZL 24 R

24 W 100 -240V, 50/60 Hz CDP screen, 4000 K, colourless anodised 3053 IX’ 112 577 000 - 005 441 79
LED table power supply A =384 mm, B =400 mm, C =398 mm 1137 IX' STZL 24 R

24 W 100 -240V, 50/60 Hz CDP screen, 5000 K, colourless anodised 3053 Ix! 112 577 000 - 005 397 74
LED table power supply A =384 mm, B =400 mm, C=577 mm 1641 Ix' STZL36R

34 W 100-240V, 50/60 Hz CDP screen, 4000 K, colourless anodised 4046 IX! 112 578 000 - 005 441 82
LED table power supply A =384 mm, B=400mm, C=577 mm 1641 Ix! STZL 36 R

34 W 100-240V, 50/60 Hz CDP screen, 5000 K, colourless anodised 4046 IX! 112 578 000 - 005 397 77

* E, =medium illuminance; E__ =maximum illuminance; ' measuring field 100 cm x 100 cm/measuring distance 50 cm
F Inspection workplace 4\0 Laboratory workplace

Fitted with Operating device Dimensions E_ Model

Power Connected load Special feature _— Order no.

LED plug-in power supply A =384 mm, B=400mm, C =218 mm 361 Ix' STZL 12 R

14 W 100 -240V, 50/60 Hz white opal screen, 4000 K, colourless anodised 816 Ix’ 112 576 000 - 005 595 52
LED plug-in power supply A =384 mm, B=400mm, C=218mm 361 Ix! STZL 12 R

14 W 100 -240V, 50/60 Hz white opal screen, 5000 K, colourless anodised 816 Ix’ 112 576 000 - 005 595 71
LED table power supply A =384 mm, B =400 mm, C =398 mm 725 IX' STZL 24 R

24 W 100 -240V, 50/60 Hz white opal screen, 4000 K, colourless anodised 1578 Ix’ 112 577 000 - 005 595 74
LED table power supply A =384 mm, B =400 mm, C =398 mm 725 IX' STZL 24 R

24 W 100 -240V, 50/60 Hz white opal screen, 5000 K, colourless anodised 1578 Ix' 112 577 000 - 005 595 77
LED table power supply A =384 mm, B=400mm, C=577 mm 1082 Ix! STZL 36 R

34 W 100 -240V, 50/60 Hz white opal screen, 4000 K, colourless anodised 2219 Ix' 112 578 000 - 005 595 80
LED table power supply A =384 mm, B =400 mm, C =577 mm 1082 IX! STZL 36 R

34 W 100-240V, 50/60 Hz white opal screen, 5000 K, colourless anodised 2219 Ix' 112 578 000 - 005 595 83

* E_=medium illuminance; E
m ma

X

=maximum illuminance; ' measuring field 100 cm x 100 cm/measuring distance 50 cm
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| certified &
{  recommended
EPA

TANEO in ESD design

\S Electronics workplace

Fitted with Operating device Dimensions E. Model

Power Connected load Special feature L Order no.

LED table power supply A =384 mm, B=400mm, C =398 mm 1016 Ix' STZL 24 AR

24 W 100 -240V, 50/60 Hz CDP screen, 4000 K, painted black 2671 IX' 113 020 000 - 005 645 43
LED table power supply A =384 mm, B=400 mm, C =398 mm 1016 Ix STZL 24 AR

24 W 100-240V, 50/60 Hz CDP screen, 5000 K, painted black 2671 IX' 113 020 000 - 005 645 62

* E_=medium illuminance; E_, =maximum illuminance; ' measuring field 100 cm x 100 cm/measuring distance 50 cm

X

e Watchmaker workplace

Fitted with Operating device Dimensions E. Model

Power Connected load Special feature —_— Order no.

LED table power supply A =244 mm, B =450 mm, C =398 mm 725 I’ STZL 24 R

24 W 100-240V, 50/60 Hz white opal screen, 5000 K, colourless anodised 1578 IX’ 113 085 000 - 005 832 20

* E_=medium illuminance; E__ =maximum illuminance; "'measuring field 100 cm x 100 cm/measuring distance 50 cm

X

E Office workplace

Fitted with Operating device Dimensions E. Model

Power Connected load Special feature —_— Order no.

LED plug-in power supply A =384 mm, B=400mm, C=218mm 563 Ix STZL12R

14 W 100-240V, 50/60 Hz CDP screen, 4000 K, painted white 1569 Ix' 112 576 000 - 005 760 91

* Em=medium illuminance; E__ =maximum illuminance; "'measuring field 100 cm x 100 cm/measuring distance 50 cm

Also available as workplace-system luminaires

WORKPLACE LIGHTING



SNE

EFFICIENT

LIGHT COMFORT

SNE comfortably improves efficiency. And "efficiency" is
nowadays far more than just a buzzword, it is an essential
target in industry and trade. With its state-of-the-art fluorescent
lamp technology, it provides a high level of efficiency. Its
cleverly designed arm also ensures a radius of action that
easily directs the light to where you want to have it.

Energy-efficient fluorescent lamp technology
Ultra low-glare, homogeneous light with soft transitions
Quick and precise positioning
Ergonomically shaped T-screws for arm adjustment
without tools

e | uminaire head that remains cool

e Optimum work results through application-oriented selection

of screens
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* Fluorescent lamp technology

e Colour temperature neutral white 4000 K
e Colour rendering Ra > 80

e Glare-free thanks to aluminiumised parabolic louvre or white opal screen ]
e Housing made of light-grey plastic
e PC screen or ABS parabolic louvre

Spring-loaded arm

Switch in the luminaire head for On/Off
Degree of protection IP20, protection class |

Supplied with approx. 1.5 m connecting cable and plug,

type CEE 7/7 (grounded plug)

Various fasteners and additional magnifier (3 dioptres) as accessories

F Inspection workplace

N
4‘ Laboratory workplace

e Watchmaker workplace

Fitted with Technology Dimensions E_. Model

Power Connected load Special feature E. .. Order no.

TC-L integrated electronic ballast A =308 mm 281 Ix' SNE 118

1x18W 220-240V, 50/60 Hz white opal screen 633 IX’ 111 5681 002 - 000 955 97
TC-L integrated electronic ballast A =485 mm 597 Ix' SNE 136

1x36W 220-240V, 50/60 Hz white opal screen 1268 Ix! 111 591 002 - 000 955 95

* E, =medium illuminance; E__ =maximum illuminance; ' measuring field 100 cm x 100 cm/measuring distance 50 cm

‘\J Assembly workplace

-i-"-; Workshop workplace

Fitted with Technology Dimensions E Model

Power Connected load Special feature E.. Order no.

TC-L integrated electronic ballast A =308 mm 415 Ix SNE 118

1x18W 220-240V, 50/60 Hz parabolic louvre 946 Ix 111 581 000 - 000 589 89
TC-L integrated electronic ballast A =485 mm 933 Ix! SNE 136

1x36W 220-240V, 50/60 Hz parabolic louvre 2010 Ix! 111 5691 000 - 000 718 46

* E_=medium illuminance; E_

X

=maximum illuminance; ' measuring field 100 cm x 100 cm/measuring distance 50 cm

WORKPLACE LIGHTING
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AVENUE
VISUAL COMFORT
IN LED

AVENUE is an optimal additional light source for supporting
demanding activities at the workplace. There it provides
extremely valuable services and improves visual comfort.
Thanks to the moving arm, its LED light can be precisely
adjusted and creates ergonomic work conditions.

e Maintenance-free LED technology

e Area light free of shadows and glare caused by reflection

e | ight exit with conical prismatic structure for perfect
glare-free lighting

¢ Closed design for protecting the user and the integrated
technology

* Moving arm with 3D head joint



AVENUE at a glance
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e | ED technology

e Colour temperature neutral white 4000 K

e Colour rendering Ra > 80

e Glare-free thanks to conical prismatic screen (CDP)

* Housing made of colourless anodised aluminium or black and silver-grey

plastic
* PMMA screen

Spring-loaded arm with 3D head joint

Switch in the luminaire head for On/Off

Degree of protection IP20; protection class |

Supplied with approx. 3 m connecting cable and plug-in power supply
with plug type CEE 7/16 (Euro plug)

Various fasteners as accessories

|;| Office workplace

Fitted with Operating device Dimensions E, Model

Power Connected load Special feature - Order no.

LED plug-in power supply - 457 IX! AVE 18

8W 100-240V, 50/60 Hz - 1243 Ix! 113 105 000 - 006 808 27

* E, ,=medium illuminance; E__

X

=maximum illuminance; ' measuring field 100 cm x 100 cm/measuring distance 50 cm

WORKPLACE LIGHTING



42

MINELA
EFFICIENCY
THANKS TO
INTELLIGENCE

1

MINELA combines light quality, energy efficiency and design e Maintenance-free LED technology
standard at a high level. The LED luminaire also impresses e Continuous dimming

with its cleverly designed thermal management, which e Operation via touch keys

provides a long service life and low heating of the luminaire e Exactly adjustable flexible tube
head. e Small space required



MINELA at a glance
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e | ED technology

e Colour temperature neutral white 4000 K
e Colour rendering Ra > 80

e Light deflection by reflector

* Housing made of colourless anodised aluminium and black plastic

e PMMA screen
* Flexible metal tube for at least 20000 motions

[lluminated touch key integrated into the luminaire head for On/Off

and dimming

Degree of protection IP20; protection class |

Supplied with approx. 2.5 m connecting cable and plug-in power supply
with plug type CEE 7/16 (Euro plug), BS 1363 and NEMA 1-15P
Various fasteners as accessories

‘\, Assembly workplace

) Workshop workplace

F Inspection workplace

:] Office workplace

Fitted with Operating device Dimensions E Model

Power Connected load Special feature —_— Order no.

LED plug-in power supply - 268 Ix! SOL1

7W 100-240V, 50/60 Hz - 575 I 112 929 000 - 005 953 21

* E_ =medium illuminance; E__

X

=maximum illuminance; ' measuring field 100 cm x 100 cm/measuring distance 50 cm

WORKPLACE LIGHTING



44

TEVISIO
NO. 1 FOR
MOBILITY & VISUAL QUALITY
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TEVISIO supports demanding viewing tasks with
ergonomic perfection. Whether in the electronic,
metal or watch sector, whether in assembly,
workshop or inspection: TEVISIO is essential
wherever demands on viewing are highest.

With its highly developed LED technology, innovative
arm technology and a field of vision ideally matched
to the distance to the eye, the TEVISIO magnifier
luminaire offers optimum efficiency and ergonomics
at the workplace.

e Maintenance-free LED technology

¢ For strong, large-area and uniform lighting

e Good contrast viewing and very good colour
recognition

e Continuous dimming

¢ Variants with segment switching (visualizer
function) for detecting very fine structures and
errors

e Robust aluminium housing

e Closed design for protecting the user and the
integrated technology

e Absolutely scratch-proof magnifying glass,
optionally antireflective or with additional lens

e | arge field of vision for distortion-free viewing

e Approximately double magnification

e Uniquely mobile and balanced arm with
vast radius of action

¢ Also available in ESD design

design award

German
Design Award

2012 u WINNER 2014

WORKPLACE LIGHTING
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TEVISIO

TEVISIO at a glance
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example without ESD design

e |ED technology

e Colour temperature neutral white 4000 K

e Colour rendering Ra = 90

e Glare-free thanks to reflector

e Glass lens 160 mm with 3.5 dioptres or 3.5 + 8 dioptres
(glued-on additional lens)

e Screen made of satined polyamide

e Spring-loaded arm with 3D head joint

e Membrane key integrated into the luminaire head for On/Off and dimming
and, if desired, visualizer function (segment switching)

e Degree of protection IP20; protection class |

e Supplied with approx. 3 m connecting cable and plug-in power supply with

e Housing made of colourless anodised aluminium or aluminium painted black plug type CEE 7/16 (Euro plug), BS 1363 and NEMA 1-15P

and black plastic

e Various fasteners and additional magnifier (3.5 dioptres) as accessories

\ Assembly workplace -i-'l-I Workshop workplace

4\‘ Laboratory workplace o Watchmaker workplace
Fitted with Operating device Dimensions E_ Model
Power Connected load Special feature _— Order no.
LED plug-in power supply A =484 mm, B =500 mm 4002 Ix RLLQ 48 R
14W 100-240V, 50/60 Hz - 6141 Ix' 112 918 000 - 004 908 93
LED plug-in power supply A =484 mm, B =500 mm 4002 Ix! RLLQ 48 R
14 W 100-240V, 50/60 Hz anti-glare lens 6141 I’ 112918 000 - 005 472 74
LED plug-in power supply A =484 mm, B =500 mm 4002 Ix! RLLQ 48 R
14W 100-240V, 50/60 Hz additional lens 8 dpt 6141 Ix' 112 918 001 - 004 991 54
LED plug-in power supply A =384 mm, B=400mm 4002 Ix RLLQ 48 R
14 W 100-240V, 50/60 Hz - 6141 Ix' 112 919 000 - 004 917 86
LED plug-in power supply A =384 mm, B =400 mm 4002 Ix! RLLQ 48 R
14W 100-240V, 50/60 Hz glare-free lens 6141 Ix' 112 919 000 - 005 489 59
LED plug-in power supply A =384 mm, B=400mm 4002 Ix RLLQ 48 R
14 W 100-240V, 50/60 Hz additional lens 8 dpt 6141 Ix' 112919 001 - 004 991 59

* E_ =medium illuminance; E__ =maximum illuminance; ' measuring field 30 cm x 30 cm/measuring distance 15 cm

F Inspection workplace
Fitted with Operating device Dimensions E. Model
Power Connected load Special feature —_— Order no.
LED plug-in power supply A =484 mm, B=500mm 4002 Ix RLLQ 48/2 R
14W 100-240V, 50/60 Hz visualizer 6141 Ix' 112 918 002 - 005 090 20
LED plug-in power supply A =484 mm, B =500 mm 4002 Ix! RLLQ 48/2 R
14 W 100-240V, 50/60 Hz glare-free lens, visualizer 6141 Ix' 112 918 000 - 005472 79
LED plug-in power supply A =484 mm, B =500 mm 4002 Ix RLLQ 48/2 R
14 W 100-240V, 50/60 Hz additional lens 8 dpt, visualizer 6141 I 112918 003 - 005 090 17
LED plug-in power supply A =384 mm, B =400 mm 4002 Ix! RLLQ 48/2 R
14 W 100 -240V, 50/60 Hz visualizer 6141 I’ 112919 002 - 004 991 64
LED plug-in power supply A =384 mm, B =400 mm 4002 Ix! RLLQ 48/2 R
14 W 100 -240V, 50/60 Hz glare-free lens, visualizer 6141 Ix' 112 919 000 - 005 489 62
LED plug-in power supply A =384 mm, B=400mm 4002 Ix! RLLQ 48/2 R
14 W 100 -240V, 50/60 Hz additional lens 8 dpt, visualizer 6141 Ix' 112 919 003 - 004 991 70

* E_=medium illuminance; E
m ma

X

=maximum illuminance; ' measuring field 30 cm x 30 cm/measuring distance 15 cm
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“

TEVISIO
| certified &
{  recommended

acx A(E

TEVISIO in ESD design

\S Electronics workplace
Fitted with Operating device Dimensions E. Model
Power Connected load Special feature —_— Order no.
LED plug-in power supply A =484 mm, B =500 mm 3089 Ix RLLQ 48/2 AR
14W 100-240V, 50/60 Hz visualizer 4636 IX' 113 015 000 - 005 61 675
LED plug-in power supply A =384 mm, B =400 mm 3089 Ix RLLQ 48/2 AR
14 W 100-240V, 50/60 Hz visualizer 4636 IX' 113 016 000 - 005 616 85

* E =medium illuminance; E_, =maximum illuminance; ' measuring field 30 cm x 30 cm/measuring distance 15 cm

WORKPLACE LIGHTING
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RING LED
EXACT LIGHT
FOR EXACT WORK

RING LED is the solution for tasks involving miniature parts. e Maintenance-free LED technology

When miniature parts need to be inspected or precisely e | ow-distortion magnification right to the edge
processed at an industrial workplace, attention to detail is vital. e Hard-coated plastic lens

RING LED has the perfect lens — and with its 63 LEDs also e Exactly adjustable flexible tube

the optimum light to meet these requirements. Additional ® | ow space requirements

advantage: The luminaire also has an attractive appearance.
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RING LED

LED technology Flexible metal tube for at least 20000 motions

Colour temperature neutral white 4000 K Touch key integrated into luminaire head for On/Off

Colour rendering Ra > 80 Degree of protection IP20; protection class |

Glare-free thanks to satined screen Supplied with approx. 2 m connecting cable and plug-in power supply
Hard-coated plastic lens 72 mm with 6 dioptres with plug type CEE 7/16 (Euro plug), BS 1363 and NEMA 1-15P
Housing made of colourless anodised aluminium and black plastic Various fasteners as accessories

PMMA screen

Operating device mensions Model
Connected load Special feature Order no.

plug-in power supply 2663 Ix' RLLQ 63
100-240V, 50/60 Hz 5282 Ix' 113 142 000 - 006 188 24

* E =medium illuminance; E_, =maximum illuminance; ' measuring field 30 cm x 30 cm/measuring distance 15 cm

max
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LIGHT & SHA
AT THE FLICK
OF A SWITCH

SNLQ brings literally "light and shadow": It allows you to use ¢ Maintenance-free LED technology
light incidence with significant shadow to recognise certain e For strong, large-area and uniform lighting

details. However, the SNLQ also provides completely e \ery good colour recognition

shadow-free light — for example for assembly and inspection e Segment switching for detecting very fine structures
tasks. This special magnifier luminaire changes its lighting and errors

character simply with the flick of a switch. e Large field of vision for distortion-free viewing

e Absolutely scratch-proof magnifying glass
¢ Independent setting of luminaire head and magnifier
e Also available in ESD design
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LED technology o
Colour temperature neutral white 4000 K .
Colour rendering Ra > 95 .
Glare-free thanks to white opal screen .
Swivelling glass lens 175 x 1056 mm with 3 dioptres

Housing made of light-grey or black plastic .
PC screen

Spring-loaded arm

Switch in the luminaire head for On/Off and segment switching
Degree of protection IP20; protection class |

Supplied with approx. 3 m connecting cable and plug, type CEE 7/7
(grounded plug)

Various fasteners and additional magnifier (4 dioptres) as accessories

‘\, Assembly workplace {-1; Workshop workplace

F Inspection workplace 4\0 Laboratory workplace

e Watchmaker workplace

Fitted with Operating device Dimensions E Model

Power Connected load Special feature —_— Order no.

LED integrated transformer - 4299 Ix! SNLQ 54/2

13 W 100/120/220 - 240V, 50/60 Hz - 6093 Ix! 113 460 000 - 006 955 01

* E_=medium illuminance; E_

X

&

SNLQ in ESD design

=maximum illuminance; ' measuring field 30 cm x 30 cm/measuring distance 15 cm

\S Electronics workplace

Fitted with Operating device Dimensions E, Model

Power Connected load Special feature i Order no.

LED integrated transformer - 3363 Ix! SNLQ 54/2 A

13W 100/120/220 - 240V, 50/60 Hz - 4912 IX! 113459 000 - 006 955 07

* E, ,=medium illuminance; E__

X

=maximum illuminance; ' measuring field 30 cm x 30 cm/measuring distance 15 cm

WORKPLACE LIGHTING
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TANEO

COMFORTABLE SWIVELLINC

-

FLEXIBLE LIGHTING

T

TANEO in the luminaire variant with pivoting arm can be

moved horizontally thanks to its handy arm. This innovative
connection allows, for example, lateral illumination and thus
shadow-free work in any task position. To this end, ideally

a pair of luminaires is used. Additional flexibility thanks to
the rotating luminaire head. TANEO thus guarantees correct
lighting at all times, even when different tasks have to be
performed at the same workplace.

e Maintenance-free LED technology

e Continuous, flicker-free dimming

e Area light free of shadows and glare caused by reflection

e Good contrast viewing and very good colour recognition

e Optimum work results through application-oriented
selection of screens

® Robust aluminium housing

e Also available in ESD design
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TANEO at a glance
e LED technology e Screen made of PMMA (CDP) or PC (white opal screen)
e Colour temperature neutral white 4000 K or 5000 K ® Pivoting arm with rotatable head joint
e Colour temperature Ra > 85 (CDP) or e Membrane key integrated into the luminaire head for On/Off and dimming
Ra =90 (white opal screen) e Degree of protection IP20; protection class |
e Glare-free thanks to conical prismatic screen (CDP) or white opal screen e Supplied with approx. 4 m connecting cable and plug-in power supply with
e Housing made of colourless anodised aluminium or aluminium painted black plug type CEE 7/16 (Euro plug)
and black plastic
‘\, Assembly workplace 4\4 Laboratory workplace
Fitted with Operating device Dimensions E_ Model
Power Connected load Special feature - Order no.
LED plug-in power supply 179.5 mm x 136 mm 563 IX SARKL 12 R
14W 100-240V, 50/60 Hz CDP screen, 4000 K 1569 IX! 112 991 000 - 005 525 84
LED plug-in power supply 179.5 mm x 136 mm 563 Ix' SARKL 12 R
14 W 100-240V, 50/60 Hz CDP screen, 5000 K 1569 IX! 112 991 000 - 005 592 47
LED plug-in power supply 179.5 mm x 136 mm 361 Ix! SARKL 12 R
14W 100-240V, 50/60 Hz opal white screen, 4000 K 816 Ix' 112 991 000 - 005 592 50
LED plug-in power supply 179.5 mm x 136 mm 361 IX! SARKL 12 R
14 W 100-240V, 50/60 Hz opal white screen, 5000 K 816 IX’ 112 991 000 - 005 592 53
* E_=medium illuminance; E__ =maximum illuminance; " measuring field 100 cm x 100 cm/measuring distance 50 cm
o (o)
TANEO in ESD design
$\S Electronics workplace
Fitted with Operating device Dimensions E Model
Power Connected load Special feature L Order no.
LED plug-in power supply 179.5 mm x 136 mm 490 Ix' SARKL 12 AR
14W 100-240V, 50/60 Hz CDP screen, 4000 K 1346 IX' 113 021 000 - 005 645 65
LED plug-in power supply 179.5 mm x 136 mm 490 Ix' SARKL 12 AR
14 W 100-240V, 50/60 Hz CDP screen, 5000 K 1346 IX' 113 021 000 - 005 645 68

* E_ =medium illuminance; E_ =maximum illuminance; ' measuring field 100 cm x 100 cm/measuring distance 50 cm

Also available as arm-mounted luminaires

WORKPLACE LIGHTING
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TANEO
SPACE-SAVING INTEGRATION -
YET SURPRISINGLY VERSATILE

TANEO offers particularly space-saving and unobtrusive e Maintenance-free LED technology
mounting options, for example under adjustable shelves. e Performance levels that meet all requirements
However, thanks to its rotating luminaire head, it is still e Continuous, flicker-free dimming

flexible. Its dimmability means that it can be easily adjusted e Area light free of shadows and glare caused by reflection
to individual requirements. At the same time, its high-quality e Good contrast viewing and very good colour recognition
light reduces eye strain when working. e Optimum work results through application-oriented
selection of screens
® Robust aluminium housing
e Also available in ESD design



TANEO at a glance
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34 W with CDP screen

e LED technology

e Colour temperature neutral white 4000 K or 5000 K

e Colour rendering Ra > 85 (CDP) or

Ra = 90 (opal white screen)

e Glare-free thanks to conical prismatic screen (CDP) or white opal screen .

* Housing made of colourless anodised aluminium or aluminium painted black

and black plastic

Screen made of PMMA (CDP) or PC (white opal screen)

Fixed connection thanks to rotating head joint

Membrane key integrated into the luminaire head for On/Off and dimming
Degree of protection IP20; protection class |

Supplied with approx. 6 m connecting cable and table power supply with

plug type CEE 7/16 (Euro plug)

‘\) Assembly workplace 4\4 Laboratory workplace

Fitted with Operating device Dimensions E_ Model

Power Connected load Special feature E.S Order no.

LED table power supply A =359.5mm x 136 mm 1137 IX' SARL 24 R

24 W 100-240V, 50/60 Hz CDP screen, 4000 K 3053 IX 112 992 000 - 005 525 87
LED table power supply A =359.5 mm x 136 mm 1137 IX! SARL 24 R

24 W 100-240V, 50/60 Hz CDP screen, 5000 K 3053 Ix' 112 992 000 - 005 593 08
LED table power supply A =359.56 mm x 136 mm 725 Ix' SARL 24 R

24 W 100-240V, 50/60 Hz opal white screen, 4000 K 1578 Ix! 112 992 000 - 005 593 11
LED table power supply A =359.5 mm x 136 mm 725 Ix' SARL 24 R

24 W 100 -240V, 50/60 Hz opal white screen, 5000 K 1578 Ix! 112 992 000 - 005 593 15
LED table power supply A =538.5mm x 136 mm 1641 IX' SARL 36 R

34 W 100-240V, 50/60 Hz CDP screen, 4000 K 4046 IX' 112 993 000 - 005 525 93
LED table power supply A =538.5mm x 136 mm 1641 IX' SARL 36 R

34 W 100-240V, 50/60 Hz CDP screen, 5000 K 4046 IX' 112 993 000 - 005 593 18
LED table power supply A =538.5mm x 136 mm 1082 Ix! SARL 36 R

34 W 100-240V, 50/60 Hz opal white screen, 4000 K 2219 Ix! 112 993 000 - 005 593 21
LED table power supply A =538.5mm x 136 mm 1082 Ix' SARL 36 R

34 W 100-240V, 50/60 Hz opal white screen, 5000 K 2219 IX! 112 993 000 - 005 594 45

* E =medium illuminance; E__ =maximum illuminance; ' measuring field 100 cm x 100 cm/measuring distance 50 cm

N

TANEO in ESD design

$\S Electronics workplace

Fitted with Operating device Dimensions E Model

Power Connected load Special feature E.S Order no.

LED table power supply A =359.5 mm x 136 mm 1016 IX' SARL 24 AR

24 W 100-240V, 50/60 Hz CDP screen, 4000 K 2671 IxX' 113 022 000 - 005 645 71
LED table power supply A =359.5 mm x 136 mm 1016 Ix' SARL 24 AR

24'W 100-240V, 50/60 Hz CDP screen, 5000 K 2671 IxX' 113 022 000 - 005 645 75

* E, ,=medium illuminance; E__

X

Also available as arm-mounted luminaires

=maximum illuminance; ' measuring field 100 cm x 100 cm/measuring distance 50 cm

WORKPLACE LIGHTING
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TAMETO is available with state-of-the-art T5 fluorescent
lamp technology or the latest LED technology. It also offers

a range of installation options.

Available with maintenance-free LED technology or
energy-efficient fluorescent lamp technology

Extremely homogeneous, glare-free and flicker-free light
Light exit with conical prismatic structure for perfect
glare-free lighting

T—————

TAMETO
ERGONOMIC
SYSTEMATIC
LIGHTING

Continuously dimmable (variants)

Various lengths for different table widths and lighting
needs

Robust aluminium housing

Closed construction protects the inside of the luminaire
and keeps the work surface clean

Integrated T-slots

Available as externally operated luminaire or luminaires
for electrical daisy chaining
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Illuminance based on the example
26 W LED
TAMETO at a glance
e LED technology or fluorescent lamp technology Supplied with

Colour temperature neutral white 4000 K, additional neutral white 5000 K
and daylight white 6500 K (SAHQ 44 R, 66 R, 88 R)

Colour rendering Ra > 80

Glare-free thanks to conical prismatic screen (CDP)

Housing made of colourless anodised aluminium and black plastic

PMMA screen

Mounting by means of mounting angle brackets or T-slots (8 mm)

Switch for On/Off or button for additional dimming

Degree of protection IP20; protection class |

Approx. 3 m connecting cable and plug type CEE 7/7 (grounded plug)
Approx. 3 m connecting cable and plug WAGO WINSTA® MINI for
externally operated variants

Approx. 0.3 m connecting and plug/socket Wieland GST18i3 for variants
with through-wiring

Accessories

Luminaire bracket set for C-rails and luminaire brackets for rotatable
mounting to extension arm

Cable for connecting through-wired luminaires

Operating unit and cable for connecting externally operated luminaires
Distributor and connecting cable for central connection of several
externally operated luminaires to one operating unit
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‘\, Assembly workplace

F Inspection workplace

-i-'li Workshop workplace

4\0 Laboratory workplace

Fitted with Operating device Dimensions E Model

Power Connected load Special feature E. .. Order no.

LED integrated driver A =656 mm x 187 mm 606 Ix' SAHQ 44

18W 220-240V, 50/60 Hz 4000 K 841 Ix' 112 971 000 - 005 513 37
LED integrated driver A =656 mm x 187 mm 606 Ix' SAHQ 44 D

18 W 220-240V, 50/60 Hz 4000 K, through-wired 841 Ix! 112 971 000 - 005 555 76
LED integrated driver A =656 mm x 187 mm 606 Ix' SAHQ 44 R

18 W 220-240V, 50/60 Hz 4000 K, dimmable 841 Ix' 112 972 000- 005513 40
LED integrated driver A =656 mm x 187 mm 606 Ix' SAHQ 44 RD

18 W 220-240V, 50/60 Hz 4000 K, dimmable, through-wired 841 I 112 972 000 - 005 555 80
LED integrated driver A =656 mm x 187 mm 606 Ix' SAHQ 44 R

18W 220-240V, 50/60 Hz 4000 K, dimmable, externally operated 841 Ix! 113129 000 - 006 150 52
LED integrated driver A =656 mm x 187 mm 606 IX' SAHQ 44 R

18W 220-240V, 50/60 Hz 5000 K, dimmable 841 IxX' 112 972 000 - 006 882 52
LED integrated driver A =656 mm x 187 mm 606 Ix' SAHQ 44 R

18 W 220-240V, 50/60 Hz 6500 K, dimmable 841 Ix! 112 972 000 - 006 882 56
LED integrated driver A =956 mm x 187 mm 922 Ix! SAHQ 66

26 W 220-240V, 50/60 Hz 4000 K 1254 Ix! 112 975 000 - 005 513 49
LED integrated driver A =956 mm x 187 mm 922 Ix! SAHQ 66 D

26 W 220-240V, 50/60 Hz 4000 K, through-wired 1254 Ix! 112 975 000 - 005 556 28
LED integrated driver A =956 mm x 187 mm 922 Ix! SAHQ 66 R

26 W 220-240V, 50/60 Hz 4000 K, dimmable 1254 Ix! 112 976 000 - 005 513 52
LED integrated driver A =956 mm x 187 mm 922 Ix SAHQ 66 RD

26 W 220-240V, 50/60 Hz 4000 K, dimmable, through-wired 1254 Ix 112 976 000 - 005 556 31
LED integrated driver A =956 mm x 187 mm 922 Ix! SAHQ 66 R

26 W 220-240V, 50/60 Hz 4000 K, dimmable, externally operated 1254 Ix! 113102 000 - 006 009 08
LED integrated driver A =956 mm x 187 mm 922 Ix! SAHQ 66 R

26 W 220-240V, 50/60 Hz 5000 K, dimmable 1254 Ix! 112 976 000 - 006 870 81
LED integrated driver A =956 mm x 187 mm 922 Ix! SAHQ 66 R

26 W 220-240V, 50/60 Hz 6500 K, dimmable 1254 Ix! 112 976 000 - 006 870 84
LED integrated driver A=1256 mm x 187 mm 1139 IX' SAHQ 88

33 W 220-240V, 50/60 Hz 4000 K 1509 Ix! 112 979 000 - 005 513 61
LED integrated driver A =1256 mm x 187 mm 1139 IX' SAHQ 88 D

33 W 220-240V, 50/60 Hz 4000 K, through-wired 1509 IX' 112 979 000 - 005 556 94
LED integrated driver A =1256 mm x 187 mm 1139 IX' SAHQ 88 R

33 W 220-240V, 50/60 Hz 4000 K, dimmable 1509 IX! 112 980 000 - 005 513 64
LED integrated driver A =1256 mm x 187 mm 1139 IX' SAHQ 88 RD

33 W 220-240V, 50/60 Hz 4000 K, dimmable, through-wired 1509 IX! 112 980 000 - 005 556 97
LED integrated driver A =1256 mm x 187 mm 1139 IX' SAHQ 88 R

33W 220-240V, 50/60 Hz 4000 K, dimmable, externally operated 1509 IX' 113141 000 - 006 150 59
LED integrated driver A =1256 mm x 187 mm 1139 IX' SAHQ 88 R

33 W 220-240V, 50/60 Hz 5000 K, dimmable 1509 IX! 112 980 000 - 006 870 95
LED integrated driver A =1256 mm x 187 mm 1139 IX' SAHQ 88 R

33W 220-240V, 50/60 Hz 6500 K, dimmable 1509 IX! 112 980 000 - 006 871 00
T5 integrated electronic ballast A =656 mm x 187 mm 499 Ix' SAH 124 R

1x24 W 220-240V, 50/60 Hz 4000 K, dimmable 685 IX' 112 970 000 - 005 558 14
T5 integrated electronic ballast A =656 mm x 187 mm 499 IX' SAH 124 RD

1x24W 220-240V, 50/60 Hz 4000 K, dimmable, through-wired 685 IX 112 970 000 - 005 558 20
T5 integrated electronic ballast A =956 mm x 187 mm 915 Ix! SAH 139 R

1x39W 220-240V, 50/60 Hz 4000 K, dimmable 1229 Ix! 112 974 000 - 005 561 46
T5 integrated electronic ballast A =956 mm x 187 mm 915 Ix SAH 139 RD

1x39W 220-240V, 50/60 Hz 4000 K, dimmable, through-wired 1229 Ix! 112 976 000 - 005 561 52
T5 integrated electronic ballast A =1256 mm x 187 mm 1270 Ix' SAH 1564 R

1x54 W 220-240V, 50/60 Hz 4000 K, dimmable 1709 Ix! 112 978 000 - 005 561 86
T5 integrated electronic ballast A =1256 mm x 187 mm 1270 IX' SAH 154 RD

1x54W 220-240V, 50/60 Hz 4000 K, dimmable, through-wired 1709 Ix! 112 978 000 - 005 561 92

* E, ,=medium illuminance; E__

X

=maximum illuminance; ' measuring field 100 cm x 100 cm/measuring distance 100 cm

WORKPLACE LIGHTING
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TAMETO
FITS PRECISELY
WHERE IT NEEDS TO

TAMEQO is available in special variants in three lengths for
dimensionally accurate integration of lighting between the
extension arms. Through-wiring facilitates connection to
daisychained workstations.

e Available with maintenance-free LED technology or
energy-efficient fluorescent lamp technology
e Extremely homogeneous, glare-free and flicker-free light

e Light exit with conical prismatic structure for perfect
glare-freeness

e Continuously dimmable (variants)

e Various lengths for different table widths and lighting
needs

® Robust aluminium housing

e Closed construction protects the inside of the luminaire
and keeps the work surface clean

¢ Integrated T-slots

e |_.uminaires for daisy chaining
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TAMETO at a glance

WORKPLACE-SYSTEM LUMINAIRES - TAMETO
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e LED technology or fluorescent lamp technology

e Colour temperature neutral white 4000 K

e Colour rendering Ra > 80

o Glare-free thanks to conical prismatic screen (CDP)

* PMMA screen

e Mounting by means of mounting angle brackets or T-slots (8 mm)
e Switch for On/Off or button for additional dimming

e Degree of protection IP20; protection class |

e Supplied with Wieland GST18i3 connector/socket

e Housing made of colourless anodised aluminium and black plastic e Cable for connecting several luminaires as accessory

‘\, Assembly workplace

Fitted with Operating device Dimensions E, Model

Power Connected load Special feature E. .. Order no.

LED integrated driver A =599 mm x 189 mm 606 IX' SAHQ 44D

18 W 220-240V, 50/60 Hz through-wired 841 Ix! 113 034 000-005 776 11
LED integrated driver A =599 mm x 189 mm 606 Ix' SAHQ 44 RD

18 W 220-240V, 50/60 Hz dimmable, through-wired 841 Ix! 113 035 000-005 776 14
LED integrated driver A =899 mm x 189 mm 922 Ix! SAHQ 66 D

26 W 220-240V, 50/60 Hz through-wired 1254 Ix! 113 036 000 - 005 776 17
LED integrated driver A =899 mm x 189 mm 922 Ix' SAHQ 66 RD

26 W 220-240V, 50/60 Hz dimmable, through-wired 1254 Ix! 113 037 000 - 005 776 20
LED integrated driver A=1199 mm x 189 mm 1139 IX' SAHQ 88D

33 W 220-240V, 50/60 Hz through-wired 1509 Ix' 113 038 000 -005 776 23
LED integrated driver A=1199 mm x 189 mm 1139 IX' SAHQ 88 RD

33W 220-240V, 50/60 Hz dimmable, through-wired 1509 Ix' 113 039 000 - 005 776 26
T5 integrated electronic ballast A =599 mm x 189 mm 499 IX' SAH 124 RD

1x24 W 220-240V, 50/60 Hz dimmable, through-wired 685 Ix 113 030 000 - 005 775 99
1’5 integrated electronic ballast A =899 mm x 189 mm 915 Ix’ SAH 139 RD

1x39W 220-240V, 50/60 Hz dimmable, through-wired 1229 Ix! 113 031 000- 005 776 02
T5 integrated electronic ballast A=1199 mm x 189 mm 1270 IX' SAH 154 RD

1x54W 220-240V, 50/60 Hz dimmable, through-wired 1709 Ix! 113 033 000 -005 776 08

* E_=medium illuminance; E__=maximum illuminance; ' measuring field 100 cm x 100 cm/measuring distance 100 cm
m max

WORKPLACE LIGHTING



60

TAMETO

THE RIGHT
SETTING

TO WORK
ERGONOMICALLY

TAMETO with suspended mounting is
the first choice when a continuously
height-adjustable workplace-system
luminaire is required. TAMETO is
mounted on the top crossbeam of

the system workplace by means of a
counterweight pendant. Depending on
individual lighting needs and the visual
task, it can be set to the optimum height.
Its handling is especially easy, and the
variable-length spiral cable ensures a
tidy appearance.

* Available with maintenance-free LED
technology or energy-efficient
fluorescent lamp technology

e Extremely homogeneous, glare-free
and flicker-free light

e | ight exit with conical prismatic
structure for perfect glare-free lighting

e Continuously dimmable (variants)

e Two lengths for different table widths
and lighting needs

® Robust aluminium housing

e Closed construction protects the inside
of the luminaire and keeps the work
surface clean

e Also available in ESD design
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1 x 39 W T5 without ESD design

TAMETO at a glance

e LED technology or fluorescent lamp technology e Mounted by means of a counterweight pendant with an extension length
e Colour temperature neutral white 4000 K of 0.3-1.36 m

e Colour rendering Ra > 80 e Switch for On/Off or button for additional dimming

e Glare-free thanks to conical prismatic screen (CDP) e Degree of protection IP20; protection class |

e Housing made of colourless anodised aluminium or aluminium painted black e Supplied without connecting cable (connection in ceiling rose by means of a
and black plastic connection terminal)
* PMMA screen

WORKPLACE LIGHTING

‘\, Assembly workplace -i-'l; Workshop workplace

F Inspection workplace 4\0 Laboratory workplace
Fitted with Operating device Dimensions E Model
Power Connected load Special feature —_— Order no.
LED integrated driver A =956 mm x 187 mm, B = 750mm 922 Ix! SAHZQ 66
26 W 220-240V, 50/60 Hz - 1254 Ix! 112 983 000- 005513 73
LED integrated driver A =956 mm x 187 mm, B = 750mm 922 Ix! SAHZQ 66 R
26 W 220-240V, 50/60 Hz dimmable 1254 Ix! 112 984 000 - 005 513 77
LED integrated driver A=1256mmx 187 mm, B =1050mm 1139 Ix' SAHZQ 88
33W 220-240V, 50/60 Hz - 1509 Ix' 112 987 000 - 005 513 86
LED integrated driver A=1256mmx 187 mm, B=1050 mm 1139 X' SAHZQ 88 R
33W 220-240V, 50/60 Hz dimmable 1509 IX! 112 988 000 - 005 513 89
T5 integrated electronic ballast A =956 mm x 187 mm, B = 750mm 915 Ix! SAHZ 139 R
1x39W 220-240V, 50/60 Hz dimmable 1229 Ix! 112 982 000 - 005 513 70
T5 integrated electronic ballast A=1256mmx 187 mm, B =1050 mm 1270 Ix' SAHZ 154 R
1x54 W 220-240V, 50/60 Hz dimmable 1709 Ix! 112 986 000 - 005 513 83

* E_ =medium illuminance; E__

X

&

TAMETO in ESD design

=maximum illuminance; ' measuring field 100 cm x 100 cm/measuring distance 100 cm

\S Electronics workplace
Fitted with Operating device Dimensions E Model
Power Connected load Special feature E.. Order no.
LED integrated driver A =956 mm x 187 mm, B = 7560mm 806 IX’ SAHZQ 66 A
26 W 220-240V, 50/60 Hz - 1092 IX! 113 026 000 - 005 746 37
T5 integrated electronic ballast A =956 mm x 187 mm, B = 750mm 814 Ix' SAHZ 139 A
1x39W 220-240V, 50/60 Hz - 1084 IxX' 113 027 000 - 005 746 40

* E_=medium illuminance; E
m ma

X

=maximum illuminance; ' measuring field 100 cm x 100 cm/measuring distance 100 cm
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TAMETO

AN EXTRA HELPING

OF LIGHT

TAMETO - this laterally mounted luminaire produces
completely shadow-free lighting or an intended shadow
effect, as desired. This can, for example, make fine surface
irregularities visible. Of course, lateral luminaires are also

suitable when more light is needed for certain visual tasks.

TAMETO luminaires are mounted on the vertical pillars of
the system workplace at the desired height and the desired
beam angle using the supplied mounting angle brackets.

e Maintenance-free LED technology

e Extremely homogeneous, glare-free and flicker-free light

e Light exit with conical prismatic structure for perfect glare-
free lighting

® Robust aluminium housing

e Closed construction protects the inside of the luminaire
and keeps the work surface clean

e Also available in ESD design
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TAMETO at a glance

e | ED technology e Mounting via mounting angle brackets
e Colour temperature neutral white 4000 K e Switch for On/Off
e Colour rendering Ra > 80 e Degree of protection IP20, protection class |
e Glare-free thanks to conical prismatic screen (CDP) e Supplied with approx. 3 m connecting cable and plug,
* Housing made of colourless anodised aluminium or aluminium painted black type CEE 7/7 (grounded plug)
and black plastic e Additional angle bracket as an accessory for assembly on the rotating
e PMMA screen extension arm

‘\, Assembly workplace

Fitted with Operating device Dimensions E_ Model

Power Connected load Special feature —_— Order no.

LED integrated driver 456 mm x 187 mm 572 Ix SAHKQ 60

18 W 220-240V, 50/60 Hz - 778 Ix! 112 989 000 - 005 513 92

* E_=medium illuminance; E__ =maximum illuminance; ' measuring field 100 cm x 100 cm/measuring distance 100 cm

X

| @

TAMETO in ESD design

\S Electronics workplace

Fitted with Operating device Dimensions E_ Model

Power Connected load Special feature - Order no.

LED integrated driver 456 mm x 187 mm 496 Ix' SAHKQ 60 A

18 W 220-240V, 50/60 Hz - 675 Ix! 113 028 000 - 005 750 17

* E_=medium illuminance; E__ =maximum illuminance; " measuring field 100 cm x 100 cm/measuring distance 100 cm

X

WORKPLACE LIGHTING
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ALE
BRILLIANT INSPECTION LIGHT
FOR EXCELLENT RESULTS

ALE is the standardised inspection light for production and e Energy-efficient fluorescent lamp technology

quality assurance, when premium colour fidelity and surface e Area light free of shadows and glare caused by reflection
quality are key. ALE ensures that visual inspections can be e Optimum colour rendering in the daylight spectrum

carried out without undesirable metameric effects or other e Light exit with conical prismatic structure for perfect glare-
disruptive influences. free lighting

e Error-free inspection of high-gloss surfaces
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ALE at a glance
e Fluorescent lamp technology ¢ PMMA screen
e Colour temperature daylight white 5300 K e Chain-mounted
e Colour rendering Ra > 90 e |ntegrated switch and operating hours counter
e Glare-free thanks to structured screen e Degree of protection IP20; protection class |
e Housing made sheet steel painted grey e Supplied with approx. 5 m connecting cable and free stranded wires
‘\3 Assembly workplace F Inspection workplace
Fitted with Operating device Dimensions E. Model
Power Connected load Special feature —_— Order no.
T8 integrated electronic ballast - 1941 IX' ALE 458
4 x58W 220-240V, 50/60 Hz - 2248 IX' 101 442 000 - 000 890 47

* E_=medium illuminance; E___=maximum illuminance; ' measuring field 100 cm x 100 cm/measuring distance 100 cm
m max

WORKPLACE LIGHTING
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SINEO
A STRONG SIGNAL

SINEO Due to the slim, almost transparent light design, the e Maintenance-free LED technology
signals appear to float. To this end, each individual signal level e Adjustable colours and fluorescent images through RGB LEDs
is lit with particular homogeneity and intensity thanks to the e Three or four signal levels
light guide technology. A low pedestal height emphasises the e Intense light colours thanks to innovative light guide
elegant design. Thus, there is nothing to prevent innovative technology
signalling on manual or semi-automated workplace and on e Variants with 10 link communication system
Kanban systems. e Versions with acoustic signal generator
® Robust plastic housing
e Prevents accumulation of dirt
e Customising by means of design case
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SINEO at a glance

e LED technology e |0 link (variants) with EVS (electronic visibility improvement)

e RGB LEDs e Degree of protection IP65, protection class Il

e Light deflection by light guide technology e Supplied with approx. 0.4 m connecting cable and M12 plug connector,
e Luminaire body made of PC A-coded (lateral cable outlet)

e Screw-mounted e M12 connection technology and design cases as accessories

‘\3 Assembly workplace
Signal levels Fluorescent image Special feature Model
Power Connected load Order no.
3 continuous/blinking light - MNAFL 24 S
7.5 W 22-26VDC H20 011 000- 006 233 97
4 continuous/blinking light = MNAFL 32 S
9.0W 22-26VDC H20 013 000 - 006 234 04
4 continuous/blinking/flash light, EVS 10 link MNAFL 32 S
9.0W 22-26VDC H20 015 000 - 006 234 10
3 continuous/blinking light with acoustic signal MNAFL 24 S
8.5W 22-26VDC H20 012 000 - 006 234 01
4 continuous/blinking light with acoustic signal MNAFL 32 S
10.0 W 22-26VDC H20 014 000 - 006 234 07
4 continuous/blinking/flash light, EVS 10 link, with acoustic signal MNAFL 32 S
10.0 W 22-26VDC H20 016 000 - 006 234 13

WORKPLACE LIGHTING



LAVIGO
FOR THE FUTURE

As free-standing luminaire, LAVIGO meets the requirements e Optimised ratio of direct to indirect light for standard-
of modern office lighting. High-quality design and intelligent compliant lighting

technology bring high light quality directly to the workplace. e Easy-to-reach, multifunctional operating element
The direct and indirect components of light can be dimmed e Closed luminaire body with cover

separately and allow individual tuning of the lighting quality.
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LAVIGO at a glance
e | uminaire light output approx. 115 Im/W e Connected loads 220 - 240 V; 50/60 Hz
e Light distribution (direct/indirect) approx. 20 % /80 % e Energy efficiency class A+
e Luminance < 2500 cd/m? e Degree of protection IP 20
e UGR< 16 e Weight (net) approx. 18.4 kg
e Colour rendering Ra > 80 * Mains connection approx. 3 m lead with mains plug
e Glare-free thanks to conical prismatic screen
E Office workplace
Fitted with Technology Model Order no. white
Power Connected load Light colour Order no. silver
8600 Im PULSE PIR DPS 288/R 121 710 000 - 006 307 41

approx. 75 W 220-240V, 50/60 Hz neutral white 4000 K 121710 000 - 006 357 51

WORKPLACE LIGHTING



70

MACHINE LIGHTING

w27 Machine tools
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' Textile machines

& Woodworking machines
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